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Type I natural (not resistant to ozone) and Type II SALCOR® synthetic rubber (resistant to ozone) both provide electrical workers with the highest 
level of electrical insulating protection. However, in order to maintain this level of protection and ensure long life, it is essential that rubber goods are 
properly cared for and stored. Before each use, rubber goods should be electrically and visually inspected for holes, rips or tears, ozone cutting, uV 
checking and signs of chemical deterioration, contamination, physical damage and embedded wires. Refer to ASTM F1236, standard guide for visual 
inspection of electrical protective rubber products for additional information.

COMMON  P R O B L E M S
TO LOOK FOR

COnTAmInATIOn:
Discard protectors contaminated with oil 

or petroleum compounds.

CRACkIng & CuTTIng:
Shown above is damage caused by 
prolonged folding or compressing.

uV CheCkIng: 
Storing in areas exposed to prolonged 

sunlight causes uV checking.

ChemICAL ATTACk: 
This photo shows swelling caused by oils 

and petroleum compounds.

AVOId FOLdIng: 
The strain on rubber at a folded point is equal 

to stretching the rubber to twice its length.

SnAgS: 
Damage shown here is due to wood and 
metal splinters and other sharp objects.

PhySICAL dAmAge: 
Rope burns, deep cuts and puncture 

hazards are cause for rejection.

AVOId STORIng InSIde OuT:
Storing reversed gloves strains the rubber 

severely and promotes ozone cutting.

embedded WIReS: 
Inspect for embedded wires or metal 

shavings that could puncture rubber gloves.

InsulatIng ruBBer glove  & sleeve care



TEMPORARY PROTECTIVE 
GROUNDING EQUIPMENT
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TEMPORARY PROTECTIVE 
GROUNDING EQUIPMENT

note:         
When ordeing assemblies of grounding products, please make sure all items included in the 
assembly are only from the product line found within this section. Including items from other 
grounding equipment sections of this book will add additional shipping time.

Grounding Configurator™
The Grounding Configurator™ makes ordering grounding 
equipment simple and easy. This interactive web tool allows 
you to easily build the proper temporary grounding equipment 
for your specific needs. The step by step process takes out the 
guess work, and makes it easy to change components until the 
most appropriate ground set is developed.

Just go to our web site www.salisburybyhoneywell.com and give it a try.  You will be prompted 
from start to finish.  All you need to know is the maximum fault current, its duration and the size 
of cable required on the fault, and the configurator will do the rest.  No more second guessing 
quantities or parts to be sure that you have put together a ground set that will function just 
as you expect.  When you finish, enter your personal information and the configurator will 
instantly provide you with the bill of materials including part numbers.  All that’s left to do is 
to place the order!
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temporary proteCtive GroundinG equipment

How to specify temporary protective grounding assemblies.

A grounding assembly in its basic form consists of two clamps, one pair of ferrules and a length of cable.

The clamps can be identical to each other or quite different depending on each grounding application. Because of 
this, ground clamps are sold individually, not in pairs. Salisbury offers a wide variety of  clamps including C-clamps, flat 
jaw clamps, socket clamps, duckbill clamps and  specialty clamps for unique situations. Clamps are offered in either 
bronze or aluminum alloys and are manufactured to meet the current specifications of ASTM F 855. 

To attach a clamp to the grounding cable requires the use of a ferrule. Ferrules are compressed on the strands of the 
cable to provide a low resistance permanent connection. The size of the ferrule is determined by the size of the cable. 
Ferrules are available in aluminum or plated copper. Plated copper ferrules can be used with either aluminum or bronze 
clamps. Two ferrules are required for each assembly therefore they are sold in pairs. Ferrules are manufactured to the 
specifications of ASTM F 855.

The final component that makes up a ground set is the grounding cable itself. The size of the cable is dependent on 
the short circuit current capacity of the system being grounded. Once this is determined, only the length of the cable 
and the color of the jacket need to be specified to complete the assembly.

1. Flat Jaw Clamp

1.“C” Clamp

3. Ferrules

3. Ferrules
2. Cable

1. Specify the clamps. Two are required for a complete assembly. 
The maximum amperage of the clamp is designated by the ASTM 
grade of each clamp. Be sure that the clamp will meet or exceed 
the maximum amperage rating of the ground cable that it will be 
used with.

2. Specify the cable. Once the short circuit capacity of the system 
has been determined, choose the appropriate size cable. Specify 
the cable length, and the color of the jacket desired.

3. Specify the ferrules. One pair of ferrules is required per assembly. 
The size of the ferrule must match the size of the cable that it 
will be used with. Specify copper or aluminum and shrouded or 
non-shrouded.

4. Specify the options. List any optional equipment that is desired. 
This can include hanger studs, contact studs, heat shrink tubing, 
markings, clear strain relief, etc. 

Options also include a ground set label. These optional labels 
include the date of manufacture and are available upon request 
when ordering.

Salisbury by Honeywell is your complete source for grounding equipment and assemblies. 

Ground Set CheCkliSt
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duCk Bill GroundinG ClampS
.96”, 1.1” and 1.66” sizes

Cat. No. EyE & Clamp aStm maiN liNE CoNtiNuouS    WEight Ea. 
 DESCriptioN graDE / ClaSS raNgE CurrENt ratiNg lbs. (kgs)

.96” SMOOTh JAw BrOnze DuCk BILL -- GrAvITy ACTuATeD - “v” ThreAD
1793 eye w/ strain relief sleeve, Smooth Jaw 4 / A  350 rMS Amps, 60 hz 1.3 (.6)

21080 eye w/ strain relief sleeve, Smooth Jaw 4 / A   350 rMS Amps, 60 hz 1.1 (.5) 

1797* Mounted w/ strain relief sleeve, Smooth Jaw 4 / A  350 rMS Amps, 60 hz 4.3 (2)

2093 hanger Stud only    .4 (.1)

1.1” SMOOTh JAw ALuMInuM DuCk BILL -- SprInG LOADeD - “v” ThreAD
21030 eye w/ strain relief sleeve, Smooth Jaw 5 / A  400 rMS Amps, 60 hz 1.1 (.5)

21059 eye w/o strain relief sleeve, Smooth Jaw 5 / A  400 rMS Amps, 60 hz 1.0 (.5) 

21081* Mounted w/ strain relief sleeve, Smooth Jaw 5 / A  400 rMS Amps, 60 hz 4.3 (2)

21754 hanger Stud only     .3 (.1)

 
1.66” SerrATeD JAw ALuMInuM DuCk BILL -- SprInG LOADeD - “v” ThreAD 
2553 eye w/o strain relief sleeve, Serrated Jaw 5 / B  400 rMS Amps, 60 hz 1.4 (.6) 

1855* eye w/ strain relief sleeve, Serrated Jaw 5 / B  400 rMS Amps, 60 hz 4.7 (2.1)

21754 hanger Stud only     .3 (.1)

 
1.66” SerrATeD JAw ALuMInuM DuCk BILL -- ACMe ThreAD
1853 eye w/ strain relief sleeve, Serrated Jaw 5 / B 1590 MCM ACSr to #6 400 rMS Amps, 60 hz 1.5 (.7) 
   1.66” - .16” (42 mm - 4 mm) Dia.

*Mounted 1.25” dia X 6’ fiberglass hotstick permanently mounted.

210301853 1793

1855 - Stick Mounted 
Duck Bill Clamp.

21754

556 MCM ACSr to #6  
.96” - .16”  

(24 mm - 4 mm) Dia.

795 MCM ACSr to #6  
1.1” - .16” 

(28 mm - 4 mm) Dia.

1590 MCM ACSr to #6 
1.66” - .16” (42 mm - 4 mm) Dia.
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Cat. No. EyE & Clamp aStm maiN liNE CoNtiNuouS    WEight Ea. 
 DESCriptioN graDE / ClaSS raNgE CurrENt ratiNg lbs. (kgs)

.83” BrOnze “C” CLAMp w/ CurveD LOwer JAw - “v” ThreAD
4200 eye w/strain relief sleeve, Smooth Jaw 5 / A  400 rMS Amps, 60 hz 1.1 (.5)

21067 eye w/o strain relief sleeve, Smooth Jaw 5 / A  400 rMS Amps, 60 hz 1.0 (.4)

4260 eye w/strain relief sleeve, Smooth upper Jaw 5 / B  400 rMS Amps, 60 hz 1.1 (.5) 
 w/Curved Lower Serrated Jaw

21068 eye w/o strain relief sleeve, Smooth upper Jaw 5 / B  400 rMS Amps, 60 hz 1.0 (.4) 
 w/Curved Lower Serrated Jaw

2093 hanger Stud only    .4 (.2)

 
1.12” ALuMInuM “C” CLAMp - ACMe ThreAD
2531 eye w/strain relief sleeve, Smooth upper Jaw 5 / A  400 rMS Amps, 60 hz  1.1 (.5) 
 w/Flat Lower Jaw

2532 eye w/o strain relief sleeve Smooth upper Jaw  5 / A  400 rMS Amps, 60 hz 1.1 (.5) 
 w/Flat Lower Jaw

2533* Mounted w/ strain relief sleeve Smooth upper 5 / A  400 rMS Amps, 60 hz 4.2 (19) 
 Jaw w/Flat Lower Jaw 

4388 eye w/strain relief sleeve, Smooth upper Jaw 5 / B  400 rMS Amps, 60 hz 1.5 (.7) 
 w/Curved Lower Jaw

4389 eye w/o strain relief sleeve, Smooth upper Jaw 5 / B  400 rMS Amps, 60 hz 1.1 (.5) 
 w/Curved Lower Jaw

2537  hanger Stud only   400 rMS Amps, 60 hz .2 (.1)

*Mounted: 1.25” dia x 6’ Fiberglass hotstick permanently mounted

4388
42604200

2531

2537

“C” type GroundinG ClampS
.83” and 1.12” sizes

 
477 MCM 18 x 1 ACSr 

 to #8  
.83” - .12” 

(21 mm - 3 mm) Dia.

 
 
 

795 MCM 26 x 7 ACSr 
 to #8  

1.12” - .12” 
(29 mm - 3 mm) Dia.
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9993

Cat. No. EyE & Clamp aSTm maiN liNE CoNTiNuouS    WEighT Ea. 
 DESCripTioN graDE / ClaSS raNgE CurrENT raTiNg lbs. (kgs)

1.12” BrOnze “C” CLAMp  - ACMe ThreAD
9985 eye, w/ strain relief sleeve, Smooth Jaw 5 / A  400 rMS Amps, 60 hz 1.9 (.9)

2937 eye, w/o strain relief sleeve, Smooth Jaw 5 / A  400 rMS Amps, 60 hz 1.8 (.8)

4280* Mounted, w/ strain relief sleeve, Smooth Jaw 5 / A  400 rMS Amps, 60 hz 4.9 (2.2)

4187 eye, w/ strain relief sleeve, Serrated Jaw 5 / B  400 rMS Amps, 60 hz 1.9 (.9)

2537 s Aluminum hanger Stud only    .4 (.2)

 
1.12” “T” / eye “C” CLAMp - ACMe ThreAD
4242 Bronze “T” w/ strain sleeve & “T”, eye screw, 5 / A  400 rMS Amps, 60 hz 1.9 (.9) 
  Smooth Jaw 

9993 Aluminum “T” w/ strain sleeve & “T”, eye screw,  5 / A  400 rMS Amps, 60 hz 1.9 (.9) 
 Smooth Jaw 

*  Mounted: 1.25” dia x 6’ Fiberglass hotstick permanently mounted
s hanger Stud 2537 compatible with above clamp parts on this page only.

4187 2537

“C” type GroundinG ClampS
1.12” sizes

42429985

795 MCM 26” x 7” ACSr 
to #8 

1.12” - .12”  

(29 mm - 3 mm) Dia.

795 MCM 26” x 7” ACSr 
to #6 

1.12” - .16”  

(29 mm - 4 mm) Dia.
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“C” type GroundinG ClampS
1.25” and 1.5” sizes

Cat. No. EyE & Clamp aSTm maiN liNE CoNTiNuouS    WEighT Ea. 
 DESCripTioN graDE / ClaSS raNgE CurrENT raTiNg lbs. (kgs)

1.25” BrOnze “C” CLAMp -  ACMe ThreAD
9984 eye, w/ strain relief sleeve 5 / A  400 rMS Amps, 60 hz 2.2 (1.0) 
  Smooth Jaw w/ Flat Lower Jaw

1897 eye, w/o strain relief sleeve 5 / A  400 rMS Amps, 60 hz 2.1 (.9)  
 Smooth Jaw w/ Flat Lower Jaw

4255 eye, w/ strain relief sleeve 5 / A  400 rMS Amps, 60 hz 2.2 (1.0) 
 Smooth Jaw w/ Curved Lower Jaw

21069 eye, w/o strain relief sleeve 5 / A  400 rMS Amps, 60 hz 2.1 (.9) 
 Smooth Jaw w/ Flat Lower Jaw

4279 eye, w/ strain relief sleeve 5 / B  400 rMS Amps, 60 hz 2.2 (1.0) 
 Serrated Jaw w/ Curved Lower Jaw

21070 eye, w/o strain relief sleeve 5 / B  400 rMS Amps, 60 hz 2.1 (.9) 
 Serrated Jaw w/ Flat Lower Jaw

 9983s Brass hanger Stud only    .4 (.2)

1.25” ALuMInuM “C” CLAMp -  ACMe ThreAD

24410 eye, w/ strain relief sleeve 5 / A 1035.5 MCM ACSr to #6  2.2 (1.0) 
 Smooth Jaw w/ Flat Lower Jaw  1.25” - .16” (32 mm - 4mm) Dia.

 
1.5” ALuMInuM “C” CLAMp, w/ FLAT LOwer JAw - ACMe ThreAD
1895 eye, w/ strain relief sleeve, Serrated Jaw 5 / B  400 rMS Amps, 60 hz 1.7 (.8)

2195 eye, w/o strain relief sleeve, Serrated Jaw 5 / B   400 rMS Amps, 60 hz 1.5 (.7)

1896* Mounted, w/ strain relief sleeve, Serrated Jaw 5 / B  400 rMS Amps, 60 hz  4.8 (2.1)

21099  “T”, w/ strain relief sleeve, Serrated Jaw 5 / B  400 rMS Amps, 60 hz 1.7 (.8)

1928 hanger Stud only    .2 (.1)

*  Mounted: 1.25” dia x 6’ Fiberglass hotstick permanently mounted
s hanger Stud 9983 compatible with above clamps parts on this page only.

1895 2195 998324410 210999984

 
 
 

 1035.5 MCM ACSr 
to #6 

 
1.25” - .16” 

(32 mm - 4mm) Dia. 

 1431 MCM ACSr to #6 
 

1.5” - .16” 
(38 mm - 4mm) Dia. 
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“C” type GroundinG ClampS
2” and 2.4” sizes

Cat. No. EyE & Clamp aSTm maiN liNE CoNTiNuouS    WEighT Ea. 
 DESCripTioN graDE / ClaSS raNgE CurrENT raTiNg lbs. (kgs)

2” ALuMInuM “C” CLAMp w/ CurveD LOwer JAw -  ACMe ThreAD
21074 eye, w/ strain relief sleeve, Smooth Jaw 5h / A  400 rMS Amps, 60 hz 2.1 (1.0)

21075 eye, w/o strain relief sleeve, Smooth Jaw 5h / A  400 rMS Amps, 60 hz 2 (.9)

20882 eye, w/ strain relief sleeve, Serrated Jaw 5h / B  400 rMS Amps, 60 hz 2.1 (1.0) 

21077 eye, w/o strain relief sleeve, Serrated Jaw 5h / B  400 rMS Amps, 60 hz 2 (.9) 

 
2.4” ALuMInuM “C” CLAMp w/ FLAT LOwer JAw -  ACMe ThreAD
1923 eye, w/ strain relief sleeve, Smooth Jaw 5 / A  400 rMS Amps, 60 hz 2.1 (1.0)

4377 Oval eye, w/ strain relief sleeve, Smooth Jaw 5 / A  400 rMS Amps, 60 hz 2.1 (1.0)

4240 eye, w/o strain relief sleeve, Smooth Jaw 5 / A  400 rMS Amps, 60 hz 2.0 (1.0)

1924* Mounted, w/ strain relief sleeve Smooth Jaw 5 / A  400 rMS Amps, 60 hz 5.1 (2.3)

1921 eye, w/ strain relief sleeve, Serrated Jaw 5 / B  400 rMS Amps, 60 hz 2.2 (1.0)

4390  Oval eye, w/ strain relief sleeve, Serrated Jaw 5 / B   400 rMS Amps, 60 hz 2.2 (1.0)

1922* Mounted, w/ strain relief sleeve Serrated Jaw 5 / B   400 rMS Amps, 60 hz 5.2 (2.3)

1928s  hanger Stud only    .2 (.1)

 
2.4” BrOnze “C” CLAMp w/ FLAT LOwer JAw  -  ACMe ThreAD
4295 eye, w/ strain relief sleeve, Smooth Jaw 5h / A  400 rMS Amps, 60 hz 4.1 (1.8)

4311 eye, w/o strain relief sleeve, Smooth Jaw 5h / A  400 rMS Amps, 60 hz  4.0 (1.7)

*  Mounted: 1.25” dia x 6’ Fiberglass hotstick permanently mounted
s hanger Stud 1928 Compatible with above clamps parts on this page only.

21074 21075

1928

1923

1924 - Stick Mounted
“C” Type Clamp

3000 MCM ACSr to #6 
 

2”-.16” 

(51 mm - 4 mm )Dia.

2.0” I.p.S. to #6 
2.4” - .16” (61 mm - 4 mm) Dia.

2.0” I.p.S. to #6 
 

2.4” - .16” 
(61 mm - 4 mm) Dia.

20882

19214377 4295
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preSSure terminal ClampS
1.1”, 1.25” and 2” sizes

24404

24405 24406

24466

24407 - Stick 
Mounted 

Duck Bill Clamp

Cat. No. EyE & Clamp aSTm maiN liNE CoNTiNuouS    WEighT Ea. 

 DESCripTioN graDE / ClaSS raNgE CurrENT raTiNg lbs. (kgs)

1.1” SMOOTh JAw ALuMInuM --SprInG LOADeD - “v” ThreAD
24404 Duckbill, eye w/o strain relief sleeve, 5 / A  400 rMS Amps, 60 hz 1.5 (.68) 
 Smooth Jaw

24407 Stick mounted duckbill clamp 5 / A  400 rMS Amps, 60 hz 4.5 (2.05)

 
1.25” SMOOTh JAw ALuMInuM  -  ACMe ThreAD 
24466 “C” Type, eye w/o strain relief sleeve, 5 / B  400 rMS Amps, 60 hz 2.2 (1.0) 
 Serrated Jaw 

21754 hanger Stud only    0.3 (0.1)

 
2” SMOOTh JAw ALuMInuM  -  ACMe ThreAD 
21942 “C” Type, eye w/o strain relief sleeve 5 / B  400 rMS Amps, 60 hz 2.2 (1.0) 
 Serrated Jaw   

 
ALuMInuM FLAT JAw GrOunDInG CLAMp -  ACMe ThreAD           
24405 “T” screw, w/o strain relief sleeve,  5 / B  400 rMS Amps, 60 hz 2.1 (.9) 
 Serrated Jaw 

24406  eye screw, w/o strain relief sleeve 5 / B  400 rMS Amps, 60 hz 2.0 (.9) 
 Serrated Jaw 

These duckbill and “c” clamps feature pressure 
terminations for use with plain ferrules. Made of high strength 
aluminum with bronze eye-screws, these Grade 5 clamps 
are designed for smooth operation and long service life. use 
Duckbill clamps for all grounding applications from .16 to 
1.1” diameter and “C” clamps for all grounding applications 
from .06 to 1.26” diameter. 

flat Jaw grounding clamps are now available 
with pressure terminals for use with plain cable ferrules. 
These clamps are made of a high strength aluminum and a 
bronze eye screw or “T” handle for durability and smooth 
operation. Also featured is a hardened aluminum alloy serrated 
insert. This insert is designed to grip tightly to flat surfaces 
and cut through surface contamination and oxidation for low 
resistance contact. The pressure termination is designed on 
an angle keeping the cable out of the way during installation. 
The cable termination is angled to minimize interface with 
the “T” handle or eye when installing or removing the clamp.

Salisbury’s 24438 plain Ferrule 4-way Connector
is available on page I-20.

1035.5 MCM ACSr to #6 
1.25”-.16” (32 mm - 4 mm )Dia.

1035.5 MCM ACSr to #6 
2”-.16” (32 mm - 4 mm )Dia.

1.5” -.06”  
Flat or Square 

1.26”-.06” 
(32 mm - 1.5 mm )Dia.

795 MCM ACSr to #6 
1.1”-.16” (28 mm - 4 mm )Dia.
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GroundinG ClampS for SuBStation BuSeS
3.5” and 6.62” sizes

4341

Cat. No. EyE & Clamp aSTm maiN liNE CoNTiNuouS    WEighT Ea. 
 DESCripTioN graDE / ClaSS raNgE CurrENT raTiNg lbs. (kgs)

3.5” ALuMInuM “C” CLAMp FOr SuBSTATIOn BuSeS - ACMe ThreAD
4282 eye, w/ strain relief sleeve,  5 / A  400 rMS Amps, 60 hz 2.8 (1.3) 
 Smooth Jaw w/ Flat Lower Jaw

4283* Mounted, w/ strain relief sleeve 5 / A  400 rMS Amps, 60 hz 5.8 (2.5) 
 Smooth Jaw w/ Flat Lower Jaw

21953  eye, w/ strain relief sleeve 5h / A  400 rMS Amps, 60 hz 2.9 (1.4) 
 Smooth Jaw w/ Flat Lower Jaw  

4341 Long eye Screw, w/strain relief sleeve 5 / A  400 rMS Amps, 60 hz 2.9 (1.4) 
 Smooth upper Jaw w/ Flat Lower Serrated Jaw

21985+ Long eye Screw, w/strain relief sleeve 6 / B  450 rMS Amps, 60 hz 3.0 (1.5) 
 Serrated Jaw, w/ Flat Lower Jaw

 
6.62” ADJuSTABLe ALuMInuM “ C “ CLAMp FOr rOunD, SquAre, reCTAnGLe Or “h” SeCTIOn SuBSTATIOn BuSeS - ACMe ThreAD
2991 eye, w/ strain relief sleeve 5h / A  400 rMS Amps, 60 hz 6.9 (3.1) 
 Smooth Jaw w/ Flat Lower Jaw 

2993** eye, w/ welded single contact stud,  5 / A  400 rMS Amps, 60 hz 7.0 (3.2) 
 Smooth Jaw w/ Flat Lower Jaw

9967** eye, w/ welded double contact stud 5 / A  450 rMS Amps, 60 hz 7.3 (3.3) 
 Smooth Jaw w/ Flat Lower Jaw

4378  Oval eye, w/ strain relief sleeve 5 / A  400 rMS Amps, 60 hz 6.9 (3.1) 
 Smooth Jaw w/ Flat Lower Jaw   

*Mounted: 1.25” dia x 6’ Fiberglass hotstick permanently mounted
**no Ferrule Connection
+Accepts 3/4 - 10 ferrule threads

2991
4282

21985

 
3” I.p.S. to #6 
 3.5” - .16” 

(89 mm - 4 mm) Dia.

 
3” - 1.5” I.p.S. 

 
3.5” - 1.75” 

 
(89 mm - 44 mm) Dia.

 
 

6.12” I.p.S 
 

6.62” - .4” 
 

(168 mm - 40 mm) Dia.

21953
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GroundinG ClampS 
For Flats, angles & rounds

flat Jaw grounding clamps are 
available with either a large “T” handle or with an eye 
for clampstick application. The handles and eyes are 
designed so that the cable will not interfere with the 
torquing of the clamp. The set screw that secures the 
clamp to a flat surface is located on the movable jaw on 
all designs. when tightened, the set screw forces the 
fixed jaw of the clamp firmly against the flat ensuring a 
consistent low resistance current path directly through 
the body of the clamp to the cable connection. with other 
designs having a set screw on the fixed jaw, current 
is required to flow through mechanical connections 
between the movable jaw, the eye screw and the body 
of the clamp before passing to the cable connection.

Cat. No. EyE & Clamp aSTm maiN liNE CoNTiNuouS    WEighT Ea. 

 DESCripTioN graDE / ClaSS raNgE CurrENT raTiNg lbs. (kgs)

GrADe 3 BrOnze FLAT JAw GrOunDInG CLAMpS  - “v” ThreAD
1814 “T” screw w/ strain relief sleeve                       3 / B  300 rMS Amps, 60 hz 1.7 (.8) 
 Serrated Jaw

1815  eye Screw w/ strain relief sleeve    3 / B  300 rMS Amps, 60 hz 1.6 (.7) 
 Serrated Jaw

GrADe 5 ALuMInuM FLAT JAw GrOunDInG CLAMp -  ACMe ThreAD
4345 “T” screw w/ strain relief sleeve,   5 / B  400 rMS Amps, 60 hz 2.1 (.9) 
 Serrated Jaw

24442 “T” screw w/ strain relief sleeve 5 / B  400 rMS Amps, 60 hz 2.1 (.9) 
 Serrated Jaw

4369  eye Screw w/ strain relief sleeve  5 / B  400 rMS Amps, 60 hz 2.0 (.9) 
 Serrated Jaw

24441  eye Screw w/ strain relief sleeve  5 / B  400 rMS Amps, 60 hz 2.0 (.9) 
 Serrated Jaw

*Mounted: 1.25” dia x 6’ Fiberglass hotstick permanently mounted

1814

4369

1815

24441

24442

4345

1.5” - .06” 
Flat or Square 
1.26” - .06” 

(32 mm - 1.5 mm )Dia.

 
1.5” - .06” 

 
Flat or Square 

 
1.26” - .06” 

 
(32 mm - 1.5 mm )Dia.
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heavy duty dual-purpoSe ClampS & SpeCialty ClampS

The Heavy duty bronze “c” type flat 
Jaw clamp with anti-blow off keeper is made to 
fit structural angles, flats and copper or copperweld 
stranded grounding assemblies. To install, first use an 
abrasive cloth or wire brush to clean the surface to be 
clamped. Then, wipe the surface clean, position the 
clamp, finger tighten and set the screws. use a wrench 
to secure and tighten. A 2667 clamp with contact stud 
offers greater versatility.

cutout clamps are applied with a clampstick 
into the bottom hinge contact of a cutout. This clamp 
can be used as part of a ground assembly or by using 
a contact stud using a standard grounding assembly 
with “C” clamps from the stud to ground.

Lightweight, heavy duty stringing ground 
installs anywhere along the length of conductor to provide 
a continuous grounding bond, even if the conductor is 
slack. Constructed of high-strength aluminum alloy with 
large diameter sheaves and bronze bushing bearings. 
Features a side opening for quick, easy installation. 
Adjustable compression spring assures proper contact 
for different sizes of conductors and for easy passage 
of splices. In tests, this clamp withstood a 25 kA, 28 
cycle short circuit. The three options for a ground tap 
connection are: termination for ground cables, contact/
hanger stud and connector for ground wire.

2567

2667

CaT. No. EyE & Clamp aSTm     WEighT Ea. 
 DESCripTioN graDE / ClaSS   lbts. (kgs)

heAvy DuTy BrOnze “C” Type FLAT JAw CLAMp  MAIn LIne rAnGe TAp SIze
2567 5/8”-11nC Connection, w/ strain relief sleeve 5h / B   4 (1.8) 
 Serrated Jaw

2667 2567 Clamp, w/ Contact Stud 5 / B   5 (2.3) 
 Serrated Jaw

2577 3/4”-10nC Connection, w/ strain relief sleeve 6 / B   4 (1.8) 
 Serrated Jaw 
 

 
BrOnze CuTOuT CLAMpS  - “v” ThreAD  TAp SIze COnTInuOuS CurrenT rATInG
4310 eye, w/ ferrule connection Grade 5  400 rMS Amps, 60 hz 2.1 (1.1)

4373 eye, w/ contact stud Grade 5  400 rMS Amps, 60 hz 3.3 (1.5)

4379 Contact stud only Grade 5  400 rMS Amps, 60 hz 1.2 (.5)

 
STrInGInG GrOunD   MAIn LIne rAnGe COnTInuOuS CurrenT rATInG
2155 Stringing ground, w/ Alloy rollers 5 / A  300 rMS Amps, 60 hz 5.3 (2.4) 
 & Smooth Contacts 

Cutout Clamp with  
Contact Stud

Cutout Clamp 
Jumper Assembly

4373

4310

 
Angles & Flats:  

2.5”-4” wX 
 (64-101 mm x 3-19 mm)

rounds: .25”-.75”  
(6 mm-19 mm) Dia.

3/4 - 10 unC 
Max. Cable 

Size 250 MCM Type v 
Compression Ferrules

5/8 - 11 unC 
Max. Cable 

Size 4/0 Type v 
Compression Ferrules

5/8 - 11 unC 
Max. Cable Size: 470 Type vI 

Threaded Stud 
Compression Ferrule

1033.5 MCM ACSr to #2 Sol 
1.26”-.25” (32 mm - 6 mm) Dia  

Splice: 1.5” (38 mm) Dia

2155
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NEW

Ball & SoCket SyStem
socket clamp & Ball stud “c” clamp

21190

CaT. No. DESCripTioN aSTm CoNTiNuouS CurrENT WEighT Ea. 
  graDE  raTiNg lbs. (kgs) 

21190 w/ strain relief sleeve  5 400 Amps 1.2 (.54)

21277  w/o strain relief sleeve  5 400 Amps 1.1 (.5)

22675 1” Ball Stud C-Clamp w/ strain relief  5h 400 Amps 2.7 (1.22)

22704 1” Ball Stud C-Clamp w/o strain relief  5h 400 Amps 2.6 (1.18)

The ball and socket grounding system allows 
for variable angle accessibility. This system is compact and lightweight. 
There are fixed grounding points on the socket clamp. The 21190 Socket 
Clamp, made from bronze alloy,  has a socket size of 1 inch (25.4 mm) 
and a threaded bore boss of 5/8”-11 unC. The socket clamp has an 
integral cable support with strain relief sleeve.

tHe ball stud “c” clamp is a universal clamp that can 
be used in substations and on overhead lines. This universal clamp 
can be used as a socket clamp on a 1 inch (25.4 mm) Ball Stud and 
as a 1 ½ inch (38 mm) C-Clamp on overhead lines. The eye screw 
is not extended beyond the body of the clamp, minimizing possible 
thread damage during handling. Double lead v-thread allows for faster 
installation, minimizing worker fatigue. external and internal ball studs 
assembly can be used as a current carrying contact stud.

specifications for ball stud “c” clamp
•	 Aluminum	clamp	body
•	 Double	lead	V-thread	eye	screw	is	bronze	alloy
•	 ASTM	Type	1,	Class	A,	Grade	5	rating	
•	 Fault	current	ratings:	
	 	 •	43,000	Amps	–	15	cycles
	 	 •	30,000	Amps	–	30	cycles
•	 Ferrule	attachment:5/8”	x	11	UNC	for	Grade	5	rating
•	 Grounding	cable:		#2	min	size	to	4/0	max	size

See page K-3 for ball socket studs and accessories available for 
both Ball & Socket clamps and Ball Stud “C” Clamps.

22675



I-14 101 E. Crossroads Pkwy., Ste. A  Bolingbrook, IL   60440   •  U.S.A. Toll-Free:877.406.4501  •  U.S.A. Toll-Free Fax:866.824.4922

GroundinG CaBleS

SALISBury GrOunDInG CABLeS

CaT No. SizE STraND Dia. JaCkET                ShorT CirCuiT WiThSTaND CoNTiNuouS WT./1000fT. 
  in. (mm) in. (mm)  ampS, rmS, 60hz CurrENT lbs. (kgs) 
     15 CyClES  30 CyClES ampS,rmS, 60hz

yeLLOw JACkeT
2136 #2-665w .35 (8.9) .50 (12.7) 14500 10000 200 282 (127)

2137 1/0-1064w .45 (11.4) .62 (15.7) 21000 15000 250 488 (221)

2138 2/0-1330w .49 (12.4) .65 (16.5) 27000 20000 300 537 (243)

2139 4/0-2109w .62 (1.7) .83 (21.1) 43000 30000 400 836 (379)

 
BLACk JACkeT

2636 #2-665w .35 (8.9) .47 (12) 14500 10000 200 263 (119)

2637 1/0-1064w .45 (11.4) .58 (14.7) 21000 15000 250 404 (183)

2638 2/0-1330w .49 (12.4) .63 (16) 27000 20000 300 497 (225)

2649 3/0-1672w .55 (14) .72 (18.3) 36000 25000 350 680 (308)

2639 4/0-2109w .62 (1.7) .78 (19.8) 43000 30000 400 770 (349)

 
CLeAr pvC JACkeT

2128 #2-665w .35 (8.9) .53 (13.5) 14500 10000 200 289 (131)

2129 1/0-1064w .45 (11.4) .64 (16.3) 21000 15000 250 520 (235)

2133 2/0-1330w .49 (12.4) .70 (17.8) 27000 20000 300 546 (247)

2288 4/0-2109w .62 (1.7) .84 (21.3) 43000 30000 400 841 (381)

y
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salisbury grounding cables are made with extra 
flexible strand of soft drawn #30 AwG (.01”) copper and are available 
in three different jackets.  

Salisbury yellow and black ground cable now include permanent 
embossed markings.

The yellow thermoplastic elastomer jacketed cable is the standard for 
grounding service. It provides a combination of economy, flexibility 
and durability. The service temperature ranges from 200º to -50ºF. 
ASTM F 855 Type I.
     
The black thermoplastic elastomer jacketed cable has a smaller 
diameter and thinner jacket material giving it better flexibility than 
the yellow cable. The service temperature ranges from 200º to 
-50ºF. ASTM F 855 Type I.

The pvC transparent flexible thermoplastic jacketed cable allows 
easy inspection for strand breakage. The flexibility decreases with 
low temperatures. The service temperature ranges from 140º to 
-40ºF per ASTM F 855, Type III requirements.

alSo availaBlE iN BlaCK aND  ClEar pvC
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plain Shrouded & unShrouded ferruleS

plain sHrouded & unsHrouded ferrules 
plain ferrules are designed for use with all grounding clamps 
that feature pressure terminals including the 1” duckbill and 
1.5” flat jaw clamp.

copper ferrules are available in two different styles: 
unshrouded and shrouded. Shrouded ferrules are compressed 
on both the conductor and the jacket of the cable to reduce 
bending stress. unshrouded ferrules are crimped on the conductor 
strands only. These ferrules are manufactured of tin plated, 
99.5% pure copper.

aluminum ferrules are available in two different 
styles: unshrouded and shrouded. Shrouded ferrules are 
compressed on both the conductor and the jacket of the cable 
to reduce bending stress. unshrouded ferrules are crimped on 
the conductor strands only.

ALuMInuM pLAIn ShrOuDeD

ALuMInuM pLAIn  unShrOuDeD

CaT. No. CablE SizE STraND DiE CoDES JaCkET DiE CoDES burNDy WEighT Ea. pair       
  T&b T&b DiE NumbEr lbs. (kgs)

COpper ShrOuDeD
24424 #2 50 71 - 0.30 (.14)

24425 1/0 50 71 - 0.35 (.16)

24426 2/0 60 76 - 0.40 (.18)

24427 4/0 66 106 - 0.45 (.20)

 
COpper unShrOuDeD
24420 #2 50 - - 0.30 (.14)

24421 1/0 50 - u243 0.30 (.14)

24422 2/0 60 - u245 0.35 (.16)

24423 4/0 66 - u247 0.35 (.16)

 
ALuMInuM ShrOuDeD
24434 #2 50 71 - 0.1 (.045)

24436 2/0 60 76 - 0.15 (.07)

24437 4/0 71 106 - 0.15 (.07)

 
ALuMInuM unShrOuDeD
24430 #2 50 - - 0.12  (.54)

24431 1/0 50 - - 0.12  (.54)

24432 2/0 60 - - 0.16 (.073)

24433 4/0 71 - - 0.16 (.073)

*Add suffix “A” to the end of the catalog number when requesting a custom built grounding set.

COpper pLAIn ShrOuDeD

COpper pLAIn  unShrOuDeD
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threaded GroundinG ferruleS & Strain relief SleeveS

CaT. No. DESCripTioN WEighT Ea. 
  lbs. (kgs)

CABLe STrAIn reLIeF SLeeveS
1758 Inner SALCOr® Sleeve Only .1 (.04)

1788 Complete SALCOr® Strain relief Assembly .1 (.04)

2633 Clear Sleeve for 4/0 Grounding Cable .1 (.04)

2983 Clear Sleeve for #2 to 2/0 Grounding Cable .1 (.04)

20886 Clear heat Shrink, 5”(127 mm) for All Grounding Cables .1 (.04)

strain relief sleeves reinforce cables at the termination points 
when used with the cable support system. This decreases strand damage 
to cables from age or mishandling which reduces current carrying capacity 
and service life. SALCOr® Strain relief Sleeves accept all grounding cables 
#2 through 4/0. Sleeve assembly consists of two parts: the inner sleeve, 
which is discarded if the cable diameter exceeds .72” and tapered outer 
sleeve, 6.5” long, which can be cut to match the diameters. Clear strain 
relief sleeves and heat shrink are available to fit ground clamps.

2633 2983

20886

1758

1788

CaT. No. aSTm SizE iNSTalliNg DiE CoDES burNDy WEighT Ea. pair 
 graDE  T&b DiE NumbErS lbs. (kgs)

ALuMInuM ThreADeD GrOunDInG FerruLeS
2026 1 #2 50 - .2 (.1)

2027 2 1/0 50 - .2 (.1)

2620 3 2/0 60 - .3 (.1)

2640 5 4/0 71 - .3 (.1)

 
COpper ThreADeD GrOunDInG FerruLeS
2022 1 #2 50 u243 .5 (.2)

2023 2 1/0 50 u243 .4 (.2)

2024 3 2/0 60 u245 .4 (.2)

4277 4 3/0 66 -t .6 (.3)

2025 5h 4/0 66 u247 .6 (.3)

Add suffix “A” to the catalog number when requesting a custom insulated grounding set.

Salisbury compression tHreaded grounding 
ferrules provide low resistant connection to cable strands 
with a threaded stud that securely screws into a clamp. nut and 
lock washers increase contact pressure and secure the assembly.  

Tin plated copper ferrules can be used on either bronze or aluminum 
body clamps. All Salisbury threaded grounding ferrules are unshrouded 
and manufactured with a 5/8-11 unC threaded stud and meets the 
requirements of ASTM F855.
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CaT. No. DESCripTioN aSTm WEighT Ea. 
  graDE lbs. (kgs)

SInGLe GrOunDInG ASSeMBLIeS
24309 2 ea. #1895 Serrated Aluminum “C” Clamp 1.5” 3 5.9 (2.7) 
 1 pr. #2024 Ferrules 
 6 ft. #2138 2/0 Cu. yellow Cable

2299 2 ea. #1895 Serrated Aluminum “C” Clamp 1.5” 2 5.9 (2.7) 
 1 ea. #1928 hanger Stud, 1 pr. #2027 Ferrules 
 6 ft. #2137 1/0 Cu. yellow Cable

2319 2 ea. #1923 Smooth Aluminum “C” Clamp 2.4” 3 8.7 (3.9) 
 1 ea. #1928 hanger Stud, 1 pr. #2620 Ferrules 
 10 ft. #2138 2/0 Cu.yellow Cable

2320 1 ea. #1923 Smooth Aluminum “C” Clamp  3 7.4 (3.4) 
 1 ea. #4345 Aluminum Flat Jaw “T” handle Clamp 
 1 pr. #2620 Ferrules 
 15 ft. #2138 2/0 Cu. yellow Cable

2321 2 ea. #1793 Bronze Duck Bill 556 MCM 2 5.4 (2.5) 
 1 ea. #2093 hanger Stud, 1 pr. #2023 Ferrules 
 6 ft. #2137 1/0 Cu. yellow Cable

2329 2 ea. #1921 Serrated Aluminum “C” Clamp 2.4” 3 9 (4.1) 
 1 ea. #1928 hanger Stud, 1 pr. #2620 Ferrules 
 10 ft. #2138 2/0 Cu. yellow Cable

2556 2 ea. #1853 Smooth Aluminum Duck Bill Clamp 1.66” 2 5.2 (2.4) 
 1 ea. #1858 hanger Stud, 1 pr. #2027 Ferrules 
 6 ft. #2137 1/0 Cu. yellow Cable

2876 2 ea. #2531 Smooth Aluminum “C” Clamp 1.0” 2 4.9 (2.2) 
 1 ea. #2537 hanger Stud, 1 pr. #2027 Ferrules 
 6 ft. #2137 1/0 Cu. yellow Cable

9975 2 ea. #9985 Smooth Bronze “C” Clamp 1.0” 2 6.9 (3.1) 
 1 ea. #9983 hanger Stud, 1 pr. #2023 Ferrules 
 6 ft. #2137 1/0 Cu. yellow Cable

9982 2 ea. #9984 Smooth Bronze “C” Clamp 1.25” 2 8.3 (3.7) 
 1 ea. #9983 hanger Stud, 1 pr. #2023 Ferrules 
 6 ft. #2137 1/0 Cu. yellow Cable

Optional ground set label available upon request when ordering.

SinGle GroundinG aSSemBlieS
single grounding assemBlies & sets

Salisbury offers a variety of single grounding versatility 
to the user when performing temporary grounding. 

For ordering convenience, completed single 
grounding assemblies are listed which 
cover many standard application needs. Modification to 
these sets to meet specific needs can be made. Contact 
your local Salisbury representative for assistance or visit  
www.salisburybyhoneywell.com to use our helpful 
online grounding configurator.

24309
Typical Ground Cluster Set
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GroundinG SetS
single point distriBution grounding sets & special application sets

4246

A single point distribution 
grounding set creates an equal potential 
zone on the working structure. This is accomplished 
by bonding all conductors and the structure to a 
ground source using individual assemblies as shown 
in the adjacent drawing.

The special applications grounding 
sets listed are some typical complete personal 
protection ground sets for common line construction. 
These sets, although practical for many applications, 
are shown as a guide to help determine individual 
system needs and for ease of ordering. variations 
of these sets may be requested to meet specific 
situations or user preferences. your local Salisbury 
representative can answer any questions you  have on 
personal protection grounding needs and applications.

CaT. No. DESCripTioN aSTm WEighT Ea. 
  graDE lbs. (kgs)

SInGLe pOInT GrOunDInG ASSeMBLIeS
4246 Complete Distribution Grounding Set 1 45.5 (20.6) 
 10 ea. #2531 Smooth Aluminum “C” Clamps 795 MCM 
 1 ea. #9998 Aluminum pole Mount Contact Bar 
 5 pr. #2026 Ferrules 
 3 ea. #2537 hanger studs 
 60 ft. #2636 # Cu. Cable 
 1 ea. #2103 Screw Ground rod w/ Connector

additional Single point Sets are available, Contact your local Salisbury representative.
Optional ground set label available upon request when ordering.

SpECial appliCaTioNS grouNDiNg SETS

COMpLeTe 3 phASe DeLTA
2684 2 ea. #20880 Contact Bar 2 63.5 (28.8) 
 7 ea. #1895 Serrated Aluminum “C” Clamp 1.5” 
 84 ft. #2637 1/0 Cu. Black Cable, 4 pr. #2027 Ferrules 
 2 ea. #1928 hanger Studs, 1 ea. #2654 Storage Bag 
 1 ea. #2103 Screw Ground rod

4249 2 ea. #20880 Contact Bar 2 63.5 (28.8) 
 7 ea. #2531 Smooth Aluminum “C” Clamp 795 MCM 
 86 ft. #2637 1/0 Cu. Cable, 4 pr. #2027 Ferrules 
 2 ea. #2537 hanger Studs, 1 ea. #2654 Storage Bag 
 1 ea. #2103 Screw Ground rod

 
COMpLeTe 4 wIre wye 
4276 1 ea. #20880A Contact Bar 2 34 (15.4) 
 7 ea. #2531 Smooth Aluminum “C” Clamp 795 MCM 
 32 ft. #2637 1/0 Cu. Cable, 4 pr. #2027 Ferrules 
 3 ea. #2537 hanger Studs, 1 ea. #2654 Storage Bag

Optional ground set label available upon request when ordering.

2684
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1957

25472534

GroundinG SetS
3 Wire universal grounding clusters & sets

CaT. No. DESCripTioN aSTm WEighT Ea. 
  graDE lbs. (kgs)

1790 Cluster w/ 3 #1793 Smooth Jaw  4 6 (2.7) 
 556 MCM Bronze Duck Bill Clamps

1957  Cluster w/ 3 #1895 Serrated Jaw  5 6.4 (2.9) 
 1.5” Aluminum “C” Clamps

2534  Cluster w/ 3 #2531 Smooth Jaw  5 4.9 (2.2) 
 1” Aluminum “C” Clamps

2547 Cluster w/ 3 #1853 Serrated Jaw  5 5.4 (2.5) 
 1.66” Aluminum Duck Bill Clamps

2685 Assembled Ground Cluster Set 2 54.2 (24.6) 
 1 ea. #2516 Serrated Aluminum “C” Clamp 1.5” Cluster 
 74 ft. #2637 1/0 Cu. Cable 
 3 pr. #2027 Ferrules, 1 ea. #2103 Screw Ground rod 
 1 ea. #2654 Storage Bag 
 1 ea. #1895 “C” Clamp, 1.5”

4248 Assembled Ground Cluster Set 1 54.2 (24.6) 
 1 ea. #1790 Smooth Bronze Duck Bill Cluster 
 76 ft. #2636 #2 Cu. Cable 
 3 pr. #2022 Ferrules, 1 ea. #2103 Screw Ground rod 
 1 ea. #2654 Storage Bag

Clusters are also available with Mounted Clamps, consult the factory for more information.
Optional ground set label available upon request when ordering.

1790

2685

grounding clusters are used to make it 
easy for a single line worker to apply multiple grounding 
assemblies on a three phase system. All clusters have an 
option of a ground lead by using the extra connection point 
on each cluster. Three wire clusters are recommended for 
three phase Delta systems. Complete grounding cluster 
assemblies are available from the factory. By specifying the  
cable size and length required, the assembly will be made 
to your specifications. 
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GroundinG SetS & 4-Way ConneCtorS
4 Wire universal grounding clusters & sets

grounding clusters make it easy for 
a single line worker to apply multiple grounding 
assemblies. All clusters have an option of a ground 
lead by using the extra connection point on each 
cluster. Four wire clusters are recommended for 
three phase wye systems. Complete grounding 
cluster assemblies are available from the factory. 
By specifying the cable size and length required, 
the assembly will be made to your specifications. 

The 2680 4-way connector ground 
set provides an excellent system for the grounding 
of a 3 phase system (Fig. A & B pg. I-21).

4-way connectors are used to create 
a common connection between the conductor 
leads and the ground lead of a ground set.

CaT. No. DESCripTioN aSTm WEighT Ea. 
  graDE lbs. (kgs)

4 wIre unIverSAL GrOunDInG CLuSTerS & SeTS 
1794 Cluster w/ 6 #1793 Smooth Jaw  4 9 (4.1) 
 556 MCM Bronze Duck Bill Clamps

2192 Cluster w/ 6 #1895 Serrated Jaw  5 11.8 (5.4) 
 1.5” Aluminum “C” Clamps

2536 Cluster w/ 6 #2531 Smooth Jaw  5 8.8 (4) 
 1” Aluminum “C” Clamps

2604 Cluster w/ 6 #1853 Serrated Jaw  5 6.2 (2.8) 
 1.66” Aluminum Duck Bill Clamps

2682 Assembled Ground Cluster  1 14.5 (6.6) 
 1 ea. #1794 Smooth Bronze Duck Bill Cluster 
 18 ft. #2636 #2 Cu. Cable 
 3 pr. #2022 Ferrules 
 1 ea. #2654 Storage Bag

4247 Assembled Ground Cluster  2 18 (8.2) 
 1 ea. #2536 Smooth Aluminum “C” Cluster 
 18 ft. #2637 1/0 Cu. Cable 
 3 pr. #2027 Ferrules 
 1 ea. #2654 Storage Bag

 
4-wAy COnneCTOr GrOunD SeT
2680  Four way Connector Ground Set - Grade 2, 21 kA 15 cycles 2 28 (12.7) 
 1 #2374 Four way Connector w/ Sleeves 
 4 #1895 1.5” Serrated Jaw Clamps w/ Sleeves 
 1 #2427 Double hanger Stud, 1 #2402 Contact Stud 
 34 ft. #2137 1/0 Cu. Cable 
 4 pr.  #2027 Ferrules

2374 Threaded Ferrule Four way Connector  5 1.8 (.8)

21702 Threaded Ferrule Four way Connector 1 ¾ long x 2 ¼ dia.  5  .5 (.23)

24438  plain Ferrule Four way Connector  5 2 (.9)

Optional ground set label available upon request when ordering.

2536

1794

2192

optional

4247
Assembled 
Ground Set

24438

21702

2374
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2680

8’ cable

10’ cable 10’ cable

6’ cable

2680

GroundinG SetS
dead Front grounding Jumpers & elBoWs

dead front ground sets are supplied with an insulated grounding 
elbow, yellow jacketed copper grounding cable and a 1815 bronze flat jaw 
ground clamp for the ground connection. grounding elbows are 
equipped with arc quenching tips as provided on standard load break elbows.

Both 15 kv and 25 kv elbows are available with connectors for 1/0 or 2/0 cable. 
Assembled sets for 15 kv and 25 kv are available for single phase or three 
phase grounding requirements. The fault duty rating for 200 amp grounding 
elbows is 10 kA for 10 cycles per Ieee 386. Standard three phase sets have 
a 4 ft. tail connecting to a 2374 four wire connector with 2 ft. leads for the 
elbows. Sets can be factory assembled to customer specifications.
 

CaT. No. DESCripTioN WEighT Ea. 
  lbs.  (kgs)

COMpLeTe 3 phASe DeLTA
2910 15 kv elbow w/ 1/0 Cable Connector 1.7  (.7)

2912 15 kv elbow w/ 2/0 Cable Connector 1.7  (.7)

2935 25 kv elbow w/ 1/0 Cable Connector 2  (.9)

2936 25 kv elbow w/ 2/0 Cable Connector  2  (.9)

 
COMpLeTe 3 phASe DeLTA
2961 15 kv Single phase, 6 ft. 1/0 Cable w/ Bag 10  (4.5)

2962 15 kv Single phase, 6 ft. 1/0 Cable w/o Bag 8  (3.6)

2963 15 kv Three phase, 1/0 Cable w/ Bag 22  (10)

22630 15 kv Three phase, 1/0 Cable w/o Bag 20  (9)

2971 25 kv Single phase, 6 ft. 1/0 Cable w/ Bag 13  (5.9)

22631 25 kv Single phase, 6 ft. 1/0 Cable w/o Bag 11  (5)

2973 25 kv Three phase, 1/0 Cable w/ Bag 24  (10.9)

22632 25 kv Three phase, 1/0 Cable w/o Bag 22 (10)

Optional ground set label available upon request when ordering.

elbow

2962

22630

Fig. A Fig. B



I-22 101 E. Crossroads Pkwy., Ste. A  Bolingbrook, IL   60440   •  U.S.A. Toll-Free:877.406.4501  •  U.S.A. Toll-Free Fax:866.824.4922

aStm taBleS

Reprinted, with permission, from ASTM F 855-09 Standard Specification for Temporary Protective Grounds to Be Used on De-energized 

Electric Power Lines and Equipment Table 1, copyright ASTM International, 100 Barr Harbor Drive, West Conshohocken, PA 19428. 

A copy of the complete standard may be obtained from ASTM, www.astm.org

Reprinted, with permission, from ASTM F 855-09 Standard Specification for Temporary Protective Grounds to Be Used on De-energized 

Electric Power Lines and Equipment Table 2, copyright ASTM International, 100 Barr Harbor Drive, West Conshohocken, PA 19428. 

A copy of the complete standard may be obtained from ASTM, www.astm.org

aStm f855-09 taBle 1 - proteCtive GroundinG Clamp ratinGS

aStm f855-09 taBle 2 - GroundinG CaBle ferrule and aSSemBly ratinGS
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note:         
When ordeing assemblies of grounding products, please make sure all items 
included in the assembly are only from the product line found within this section. 
Including items from other grounding equipment sections of this book will add 
additional shipping time.

TEMPORARY PROTECTIVE 
GROUNDING EQUIPMENT

note: 
Salisbury by Honeywell’s Safety Line grounding equipment offers solutions for all applications. This 
line of temporaty protective grounding equipment offers a wide variety of products to meet many 
individual needs. These products are available in complete assemblies or individual components.

PLeASe note: When ordering assemblies of grounding products, please make sure all items included 
in the assembly are only from the product line found within this section. Including items from other 
grounding equipment sections of this book will add additional shipping time.

AdditionAl Screw optionS AvAilAble where deSignAted

Bayonet Stainless Steel Bronze Posigrip Quick Removable Stainless Steel Bronze
 Eye Eye  Change T-Handle T-Handle T-Handle

 B E EB PG QC RT T TB
bayonet Ferrule
Installs/removes ground heads equipped with bayonet studs.
98B Quick Change  1 lbs. (0.45 kgs)

Add suffix “U” for Universal, “Q” for Quick Change
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How to specify temporary protective grounding assemblies.
A grounding assembly in its basic form consists of two clamps, one pair of ferrules and a length of cable.

The clamps can be identical to each other or quite different depending on each grounding application. Because of 
this, ground clamps are sold individually, not in pairs. Salisbury offers a wide variety of clamps including C-clamps, flat 
jaw clamps, socket clamps, duckbill clamps and specialty clamps for unique situations. Clamps are offered in either 
bronze or aluminum alloys and are manufactured to meet the current specifications of ASTM F 855. 

To attach a clamp to the grounding cable requires the use of a ferrule. Ferrules are compressed on the strands of the 
cable to provide a low resistance permanent connection. The size of the ferrule is determined by the size of the cable. 
Ferrules are available in aluminum or plated copper. Plated copper ferrules can be used with either aluminum or bronze 
clamps. Two ferrules are required for each assembly therefore they are sold in pairs. Ferrules are manufactured to the 
specifications of ASTM F855.

The final component that makes up a ground set is the grounding cable itself. The size of the cable is dependent on 
the short circuit current capacity of the system being grounded. Once this is determined, only the length of the cable 
and the color of the jacket need to be specified to complete the assembly.

Salisbury by Honeywell is your complete source for grounding equipment and assemblies. 

1. Flat Jaw Clamp

1.“C” Clamp

3. Ferrules

3. Ferrules
2. Cable

1. Specify the clamps. Two are required for a complete assembly. 
The maximum amperage of the clamp is designated by the ASTM 
grade of each clamp. Be sure that the clamp will meet or exceed 
the maximum amperage rating of the ground cable that it will be 
used with.

2. Specify the cable. Once the short circuit capacity of the system 
has been determined, choose the appropriate size cable. Specify 
the cable length and the color of the jacket desired.

3. Specify the ferrules. One pair of ferrules is required per assembly. 
The size of the ferrule must match the size of the cable that it 
will be used with. Specify copper or aluminum and shrouded or 
non-shrouded.

4. Specify the options. List any optional equipment that is desired. 
This can include hanger studs, contact studs, heat shrink tubing, 
markings, clear strain relief, etc. 

Options also include a ground set label. These optional labels 
include the date of manufacture and are available upon request 
when ordering.

Ground Set CheCkLISt

SAfety LIne temPorAry ProteCtIve GroundInG equIPment
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CAT. No. EyE & ClAmP ASTm mAIN lINE CoNTINUoUS    WEIGHT EA. 
 DESCRIPTIoN GRADE / ClASS RANGE CURRENT RATING lbs. (kgs)

1.13” SMOOTh JAw ALuMinuM DuCk BiLL CLAMPS - ThreADeD - w/O STrAin reLieF SySTeM
767e Stainless Steel eye, Smooth Jaw 3 / A      300 rMS Amps, 60hz 1.4 (0.63)

768e Stainless Steel eye, Open Clamp,  3 / A   300 rMS Amps, 60hz 1.4 (0.63) 
 Smooth Jaw

 
1.63” SMOOTh JAw ALuMinuM DuCk BiLL CLAMPS - ThreADeD
760006e Stainless Steel eye, Smooth Jaw 5 / A  400 rMS Amps, 60hz 3.0 (1.36) 

760Sr6e Stainless Steel eye, Smooth Jaw 5 / A  400 rMS Amps, 60hz 2.2 (1.00) 
 w/ strain relief system

760Sr6pSe Stainless Steel eye, Smooth Jaw,   5 / A  400 rMS Amps, 60hz 1.6 (0.73) 
 w/ AL Parking Stand & Strain relief System 

760SrS6e Stainless Steel eye, Serrated Jaw 5 / B  400 rMS Amps, 60hz 2.2 (1.00) 
 w/ Strain relief System  

 
1.63” SMOOTh JAw ALuMinuM DuCk BiLL CLAMPS - Pin - w/O STrAin reLieF SySTeM
761e Stainless Steel eye, Smooth Jaw 3 / A  300 rMS Amps, 60hz  1.4 (0.63) 
 w/ AL Parking Stand 

Additional screw options available. See page J-2 or contact your local Salisbury representative for more information.

767E 760SRS6E

duCk BILL GroundInG CLAmPS
1.13” and 1.63” sizes

Strain Relief System

open Duck Bill Clamp: Includes 
springs that keep jaw open for 
easy application.

768E

795 MCM ACSr to #6 
.19” - 1.13” 

(4.8 mm - 28.7 mm) Dia.

 
954 MCM ACSr to #6 

 
.19” - 1.63” 

 
(4.8 mm - 41 mm) Dia.

954 MCM ACSr to #6 
.19” - 1.63” 

(4.8 mm - 41 mm) Dia.
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“C” tyPe GroundInG CLAmPS
 .75” and 1.25” sizes

CAt. no. EyE & ClAmP ASTm mAIN lINE CoNTINUoUS    WEIGHT EA. 
 DESCRIPTIoN GRADE / ClASS RANGE CURRENT RATING lbs. (kgs)

0.75” ALuMinuM “C” CLAMP - ThreADeD - w/O STrAin reLieF SySTeM
7640001e Stainless Steel eye, Smooth Jaw 5 / A  400 rMS Amps, 60hz 1.0 (0.45)

7640001eb Bronze eye, Smooth Jaw 5 / A  400 rMS Amps, 60hz 1.0 (0.45)

76400S1e Stainless Steel eye, Serrated Jaw 5 / B  400 rMS Amps, 60hz 1.0 (0.45)

76400S1eb Bronze eye, Serrated Jaw 5 / B  400 rMS Amps, 60hz 1.0 (0.45)

0.75” BrOnZe “C” CLAMP - ThreADeD - w/O STrAin reLieF SySTeM 
7640cM1e  Stainless Steel eye, Smooth Jaw 5 / A  400 rMS Amps, 60hz 3.0 (1.40)

7640cMS1e Stainless Steel eye, Serrated Jaw 5 / B    400 rMS Amps, 60hz 3.0 (1.40) 

 
1.25” ALuMinuM “C” CLAMPS - ThreADeD - w/O STrAin reLieF SySTeM
760001e Stainless Steel eye, Smooth Jaw 5 / A  400 rMS Amps, 60hz 1.0 (0.45)

760001eb Bronze eye, Smooth Jaw 5 / A  400 rMS Amps, 60hz 1.0 (0.45)

760001rt Stainless Steel removable T, Smooth Jaw 5 / A  400 rMS Amps, 60hz 1.0 (0.45) 

760001t Stainless Steel T-handle, Smooth Jaw 5 / A  400 rMS Amps, 60hz 1.0 (0.45) 

760001pSe Stainless Steel eye, w/ Parking Stand, Smooth Jaw 5 / A  400 rMS Amps, 60hz 1.3 (0.59) 

760001cS Stainless Steel eye, w/ Steel Parking Stand, Smooth Jaw 5 / A  400 rMS Amps, 60hz 1.3 (0.59)

7600S1eb Bronze eye  5 / B   400 rMS Amps, 60hz -   -

 
1.25” BrOnZe “C” CLAMPS - ThreADeD - w/O STrAin reLieF SySTeM
760cM1e Stainless Steel eye, Smooth Jaw 5 / A      400 rMS Amps, 60hz 3.3 (1.50)

760MS1e Stainless Steel eye, Serrated Jaw 5 / B      400 rMS Amps, 60hz 3.3 (1.50)

7640001E 7640001EB

7640CmS1E

 
2 ø MCM ACSr to #6 

.19” - .75” 
(4.8 mm - 19 mm) Dia.

 
 
 

900 MCM ACSr  
to #6 

.19” - 1.25” 
(4.8 mm - 131.8 mm) Dia.

900 MCM ACSr to #6  
.19” - 1.25”  

(4.8 mm - 31.8 mm) Dia.

2 ø MCM ACSr to #6 
.19” - .75” 

(4.8 mm - 19 mm) Dia.

760001E 760001EB 760Cm1E

Strain Relief System
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“C” tyPe GroundInG CLAmPS
2.13” and 2.5” sizes

7660001E 7512B76600S1PG

CAT. No. EyE & ClAmP ASTm mAIN lINE CoNTINUoUS    WEIGHT EA. 
 DESCRIPTIoN GRADE / ClASS RANGE CURRENT RATING lbs. (kgs)

2.13” ALuMinuM “C” CLAMP - ThreADeD - w/O STrAin reLieF SySTeM
7660001e Stainless Steel eye, Smooth Jaw 5 / A  400 rMS Amps, 60hz 2.0 (0.91)

76600S1e Stainless Steel eye, Serrated Jaw 5 / B  400 rMS Amps, 60hz 2.0 (0.91)

76600S1pg Posigrip, Stainless Steel, Serrated Jaw 5 / B  400 rMS Amps, 60hz 2.0 (0.91)

 
2.5” ALuMinuM  “C” CLAMP - ThreADeD - w/O STrAin reLieF SySTeM
7512b Stainless Steel Bayonet, Smooth Jaw 5 / A  400 rMS Amps, 60hz 4.0 (1.82) 

7512e Stainless Steel eye, Smooth Jaw 5 / A  400 rMS Amps, 60hz 4.0 (1.82) 

Additional screw options available. See page J-2 or contact your local Salisbury representative for more information.

3000 MCM ACSr to #6 
.25” - 2.13” 

(6.4 mm - 54 mm) Dia.

2.0” i.P.S. to #6 
0.5” - 2.5” 

(12.7 mm - 63.5 mm) Dia.
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CAT. No. EyE & ClAmP ASTm mAIN lINE CoNTINUoUS    WEIGHT EA. 
 DESCRIPTIoN GRADE / ClASS RANGE CURRENT RATING lbs. (kgs)

0.5” BrOnZe BuS BAr ALLiGATOr CLAMPS - ThreADeD - w/O STrAin reLieF SySTeM
7575Fe Stainless Steel eye, Smooth Jaw 2 / A  250 rMS Amps, 60 hz 2.0 (0.91)

7575FeSt  Stainless Steel eye-T, Smooth Jaw 2 / A  250 rMS Amps, 60 hz 2.0 (0.91)

7575FgA Grip-All, Stainless Steel, Smooth Jaw 2 / A  250 rMS Amps, 60 hz 2.0 (0.91)

7575FpSe  Stainless Steel eye, w/ Parking Stand, Smooth Jaw 2 / A  250 rMS Amps, 60 hz 2.0 (0.91)

 
0.5” BrOnZe BuS BAr ALLiGATOr CLAMPS wiTh TeeTh  - ThreADeD - w/O STrAin reLieF SySTeM
7575FtgA Stainless SteelGrip-All, Serrated Jaw 2 / B 0.234” - .05” 250 rMS Amps, 60 hz 2.0 (0.91) 
   (6 mm - 12.7 mm) Dia.

 
4.4” ALuMinuM BuS BAr CLAMPS - ThreADeD - w/O STrAin reLieF SySTeM
7541e Stainless Steel eye, Serrated Jaw 5 / B  400 rMS Amps, 60hz 2.0 (0.91)

7541t Stainless Steel T-handle, Serrated Jaw 5 / B  400 rMS Amps, 60hz 2.0 (0.91)

 
4.4” ALuMinuM BuS BAr CLAMPS - Pin - w/O STrAin reLieF SySTeM
7542b Stainless Steel Bayonet, Serrated Jaw 5 / B   400 rMS Amps, 60hz 2.0 (0.91) 

Additional screw options available. See page J-2 or contact your local Salisbury representative for more information.

0.31” - 4.25” 
(7.9 mm - 112 mm) Dia.

0.31” - 4.25” 
(7.9 mm - 112 mm) Dia.

 
.0234” - .05” 

(6 mm - 12.7 mm) Dia.

BuS BAr And BuS BAr ALLIGAtor CLAmPS
 .5”, and 4.4” sizes

7575FE 7542B7542E 7541T
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CAT. No. EyE & ClAmP ASTm mAIN lINE CoNTINUoUS    WEIGHT EA. 
 DESCRIPTIoN GRADE / ClASS RANGE CURRENT RATING lbs. (kgs)

1.4” ALuMinuM FLAT FACe CLAMPS - Pin - w/O STrAin reLieF SySTeM
760002e Stainless Steel eye, Serrated Jaw 5 / B  400 rMS Amps, 60hz 1.0 (0.45)

760002t Stainless Steel T-handle, Serrated Jaw 5 / B  400 rMS Amps, 60hz 1.0 (0.45)

 
1.4” BrOnZe FLAT FACe CLAMPS - ThreADeD 
760cMSr3e Stainless Steel eye, w/ Strain relief System 5 / B   0.19” - 1.4” 400 rMS Amps, 60hz 4.5 (2.0) 
 Serrated Jaw  (4.8 mm - 35.6 mm) Dia. 

 
1.5” ALuMinuM FLAT FACe CLAMPS - ThreADeD - w/O STrAin reLieF SySTeM
760003e Stainless Steel eye, Serrated Jaw 5 / B   0.19” - 1.5” 400 rMS Amps, 60hz 1.2 (0.54) 
   (4.8 mm - 38 mm) Dia.

 
1.5” BrOnZe FLAT FACe CLAMPS - ThreADeD - w/O STrAin reLieF SySTeM
760cM3t Stainless Steel T-handle, Serrated Jaw 5 / B  400 rMS Amps, 60hz 3.2 (1.40)

760cM3e Stainless eye, Serrated Jaw 5 / B  400 rMS Amps, 60hz 3.2 (1.40)

Additional screw options available. See page J-2 or contact your local Salisbury representative for more information.

GroundInG CLAmPS for fLAtS & AnGLeS
1.4” and 1.5” sizes

760Cm3E 760CmSR3E

0.19” - 1.4” 
(4.8 mm - 35.6 mm) Dia.

0.19” - 1.5” 
(4.8 mm - 38 mm) Dia.

760002E
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73025T 7315PG

7304DE

7316E

GroundInG CLAmPS for fLAtS & AnGLeS
2.5” and 4” sizes

CAT. No. EyE & ClAmP ASTm mAIN lINE CoNTINUoUS    WEIGHT EA. 
 DESCRIPTIoN GRADE / ClASS RANGE CURRENT RATING lbs. (kgs)

2.5” ALuMinuM ALL AnGLe CLAMPS - ThreADeD - w/O STrAin reLieF SySTeM
7315e  Stainless Steel eye, Serrated Jaw 5 / B  400 rMS Amps, 60hz 4.3 (2.00)

7315pg  Bronze Posigrip, Serrated Jaw 5 / B  400 rMS Amps, 60hz 4.3 (2.00) 

 
2.5” ALuMinuM TOwer AnGLe CLAMPS - ThreADeD - w/O STrAin reLieF SySTeM
73025t  Stainless Steel T-handle, Smooth Jaw  5 / A 0.3” - 1.6” 400 rMS Amps, 60hz 2.5 (1.14) 
   (8-41 mm) Dia.

 
4” ALuMinuM TOwer AnGLe CLAMPS - ThreADeD - w/O STrAin reLieF SySTeM
7304t Stainless Steel T-handle, Smooth Jaw 5 / A 0.25” - 0.94” 400 rMS Amps, 60hz 3.3 (1.50) 
   (6-24 mm) Dia.

 
4” ALuMinuM TOwer AnGLe CLAMPS - Pin + ThreADeD - w/O STrAin reLieF SySTeM
7314t  Stainless Steel T-handle, Smooth Jaw 5 / A   0.25” - 0.94” 400 rMS Amps, 60hz 3.3 (1.50) 
   (6-24 mm) Dia.

 
4” ALuMinuM TOwer AnGLe CLAMPS wiTh COPPer PArkinG STAnD - rATeD FOr 49kA FOr 15 CyCLeS w/ X/r=25
7316e  Stainless Steel eye, Smooth Jaw exceeds Grade 5 Outside Angle Clamp  4” max. -  -

7304de  Stainless Steel eye, Smooth Jaw  exceeds Grade 5  inside Angle Clamp  4” max. -  -

Additional screw options available. See page J-2 or contact your local Salisbury representative for more information.

2” i.P.S. to #4 
0.25” - 2.5” 

(6.4 mm - 54 mm) Dia.
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CAT. No. EyE & ClAmP ASTm mAIN lINE CoNTINUoUS    WEIGHT EA. 
 DESCRIPTIoN GRADE / ClASS RANGE CURRENT RATING lbs. (kgs)

4.5” ALuMinuM SuBSTATiOn BuS CLAMPS - ThreADeD - w/O STrAin reLieF SySTeM
7311e Stainless Steel eye, Smooth Jaw 5 / A 0.5” - 4.5” 400 rMS Amps, 60hz 4.0 (1.82)  
   (12.7 mm - 114 mm) Dia.  

4.5” ALuMinuM SuBSTATiOn BuS CLAMPS - Pin - w/O STrAin reLieF SySTeM
7310e Stainless Steel eye, Smooth Jaw 5 / A 1/2” i.P.S., 0.5”-4.5” 400 rMS Amps, 60hz 4.0 (1.82) 
   (12.7 mm -114 mm) Dia.

6” ALuMinuM SuBSTATiOn BuS CLAMPS - ThreADeD - w/O STrAin reLieF SySTeM
r101de Stainless Steel eye, Serrated Jaw 5 / B 1 ø i.P.S., 0.5” - 6” 400 rMS Amps, 60hz 4.0 (1.82) 
   (12.7 mm - 152 mm) Dia.

7” ALuMinuM SuBSTATiOn BuS CLAMPS - ThreADeD - w/O STrAin reLieF SySTeM
73065e Stainless Steel eye, Smooth Jaw 5 / A 0.4” - 7” 400 rMS Amps, 60hz 6.7 (3.00) 
   (10.2 mm - 178 mm) Dia. 

 
1.63” ALuMinuM CuTOuT CLAMPS  - ThreADeD - w/O STrAin reLieF SLeeve
7640002e Stainless Steel eye, Smooth Jaw 3 / A  300 rMS Amps, 60hz 1.0 (0.45)

7640002pSe  Stainless Steel eye, w/ Al. Dbl. Parking Stand, 3 / A  300 rMS Amps, 60hz 1.2 (0.5) 
 Smooth Jaw  

7640002pSeb Bronze eye, w/ Al. Dbl. Parking Stand, 3 / A  300 rMS Amps, 60hz 1.2 (0.5) 
 Smooth Jaw

Additional screw options available. See page J-2 or contact your local Salisbury representative for more information.

Cutout Clamps are applied with a clampstick 
into the bottom hinge contact of a cutout. This clamp can 
be used as part of a ground assembly or by using a contact 
stud using a standard grounding assembly with “C” clamps 
from the stud to ground.

7640002PSE

 
 

0.188” - 1.63” 
(4.77 mm - 41.4mm) Dia.

LArGe SuBStAtIon BuS CLAmPS & Cutout CLAmPS

7310ER101DE73065E
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CAT. No. EyE & ClAmP ASTm mAIN lINE CoNTINUoUS    WEIGHT EA. 
 DESCRIPTIoN GRADE / ClASS RANGE CURRENT RATING lbs. (kgs)

5.75” ALuMinuM runninG rAiL CLAMP - Pin 
7560 Stainless Steel Toggle handle, Smooth Jaw 5 / A 5” - 5.75” 400 rMS Amps, 60hz 5.0 (2.27)

4” ALuMinuM POwer rAiL CLAMP - Pin
7561A Stainless Steel Bayonet, Smooth Jaw 5 / A 0” - 4” 400 rMS Amps, 60hz 7.0 (3.17)

 
TrAveLinG GrOunD 
7561 running Power rail Ground Set 5 - -  15 (6.80)

 
1.63” ALuMinuM TrAveLinG GrOunD CLAMPS - Pin/ThreADeD
78000  Stainless Steel eye, w/ Contact Stud, Smooth Jaw 3 / A 0.125” - 1.63” 300 rMS Amps, 60hz 10 (4.54)

 
CAT. No. DESCRIPTIoN ASTm CoNTINUoUS CURRENT WEIGHT EA. 
  GRADE  RATING  lbs. (kgs) 

BALL & SOCkeT SySTeM
7542cM1b Smooth Jaw, Threaded, w/ Stainless Steel Bayonet 5 400 1.5 (.68)

7542cM1e Smooth Jaw, Threaded, w/ Stainless Steel eye 5 400 1.5 (.68)

7542cM1pg Smooth Jaw, Threaded, w/ Bronze Posigrip 5 400 1.5 (.68)

7542cM1t Smooth Jaw, Threaded, w/ Stainless Steel T-handle 5 400 1.5 (.68)

Additional screw options available. See page J-2 or contact your local Salisbury representative for more information.

7560

7561A

7561

78000

The Running poweR Rail gRound set is made up 
of 7561A power rail clamp and 7560 running rail clamp connected 
with three feet (91.4 cm) of 4/0 PvC-jacketed copper cable. Set  
includes one 10024BC, 1” x 24” (2.5 x 61 cm) fiberglass handle 
with bayonet to operate the power rail clamp.

The Ball and soCket gRounding system 
has a lightweight compact design and allows for variable angle 
accessibility. These clamps are made from bronze alloy and  have 
a socket size of 1” (25.4 mm) with a threaded bore boss of 5/8”-
11 unC. There are fixed grounding points on the socket clamp. 

See page k-3 for ball socket studs and accessories available.

runnInG rAIL CLAmPS & BALL & SoCket SyStem

7542Cm1E7542Cm1B 7542Cm1T7542Cm1PG
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threAded & PIn ferruLeS for SAfety LIne SetS

For thReaded FeRRules (Terminals) the recommended torque applied 
during installation of jam nut for threaded ferrules is 20 ft.-lb. These threaded ferrules 
include one brass jam nut and one lock washer. For pin teRminals the 
recommended torque applied during installation of pin ferrule eye bolts is 28 ft.-lb.

gRounding CaBles  are made with extra flexible strand of soft drawn 
#30 AwG (.01”) copper and are available in three different jackets.

CAT. No. CoNDUCToR STylE STUD BoDy DIE SHRoUD DIE lENGTH 
 SIzE  SIzE CoDES CoDES STRIPPED INCHES

COPPer ShrOuDeD
760001ct40 #2 Threaded 5/8-11 u27rT u27ArT 1-5/8

7600011ct41 1/0 Threaded 5/8-11 T&B 66 B75-Ah 1-15/16

7600011ct42 2/0 Threaded 5/8-11 T&B 66 B75-Ah 2

76ct43 4/0 Threaded 5/8-11 T&B 66 B75-Ah 2

760001pt40 #2 Pin 11/16 u27rT u27ArT 1-5/8

7600011pt41 1/0 Pin 11/16 T&B 66 B75-Ah 1-15/16

7600011pt42 2/0 Pin 11/16 T&B 66 B75-Ah 2

76pt43 4/0 Pin 11/16 T&B 66 B75-Ah 2

Add suffix “T” to the catalog number when requesting tin-plated copper.

COPPer unShrOuDeD
98132022 #2 Threaded 5/8-11 u243 - 1-5/16

98132023 1/0 Threaded 5/8-11 u243 - 1-5/16

98132024 2/0 Threaded 5/8-11 T&B 60 - 1-5/16

98132025 4/0 Threaded 5/8-11 T&B 62 - 1-5/16

98132022p #2 Pin 11/16 u243 - 1-5/16

98132023p 1/0 Pin 11/16 u243 - 1-5/16

98132024p 2/0 Pin 11/16 T&B 60 - 1-5/16

98132025p 4/0 Pin 11/16 T&B 62 - 1-5/16

7600011CT42

7600011PT42
98132023P

98132023
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GroundInG SetS
single Point distribution grounding set & ball socket 4-way connector sets

sets FoR gRounded “y” systems provide all the 
equipment required to safely ground a variety of structures on grounded 
“y” distribution systems. Factory assembled kits are for conductors 
ranging from #6 to 1-1/2” (3.8 cm) diameter, with serrated jaw “C” 
clamps with threaded terminals. All clamps are supplied with eye 
screws for installation with clampstick (not included). Other lengths 
and configurations are available.

standaRd equipotential gRounding sets 
provide all the equipment required to safely ground a variety of 
structures on delta distribution systems. Factory assembled kits are 
for conductors ranging from #6 to 1-1/2” (3.8 cm) diameter, with 
smooth or serrated jaw clamps with threaded terminals. All clamps 
are supplied with eye screws for installation with grip-all clampsticks 
(not included). Other lengths and configurations are available.

Ball soCket 4-way ConneCtoR sets are designed 
for variable angle accessibility, three-phase grounding. it is supplied 
with three-foot leads and six feet of cable from a common connection 
to ground. upper heads are ball socket clamps (7542CM1e). Lower 
ground head is a standard “C” type ground head (760001e) with a 
range of #6 to 1-1/4” (32 mm). Ball studs needed but not included. 

75420010236

Grounding Sets

CAT. No.  CABlE FAUlT DUTy ASTm WEIGHT EA. 
  SIzE 15 CyClES GRADE lbs. (kgs)

GrOunDeD “y” SySTeMS
763S011  2/0 27 kA 3 69 (31.3)

763S45  4/0 43kA 5 110 (49.9) 
 Complete Grounded “y” Set Includes  
 3 - 6’ (1.83 m) Line Jumpers 
 1 - 12’ (3.66 m) Line to Ground Jumper 
 1 - 60’ (18.3 m) Ground Lead 
 1 - Pole Band 
 1 - Pole Band extension 
 1 - Flat Face Clamp (760003e) 
 1 - Protective Bag

 
eQuiPOTenTiAL DeLTA
7600011   2/0  27 kA  3  62 (28.1)

760045   4/0  43 kA  5  100 (45.4) 
 Complete Delta Set Includes  
 2 - 6’ (1.83 m) Line Jumpers 
 1 - 12’ (3.66 m) Line to Ground Jumper 
 1 - 60’ (18.3 m) Ground Lead 
 1 - Pole Band 
 1 - Pole Band extension 
 1 - Flat Face Clamp (760003e) 
 1 - Protective Bag

 
BALL SOCkeT 4-wAy COnneCTOr SeTS
75420010236  #2 14.5 kA 1 9 (4.08)

75420011036  1/0 21 kA 2 12 (5.44)

75420012036  2/0 27 kA 3 14 (6.35)

Optional ground set label available upon request when ordering.
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CB36

GroundInG SetS
4 way connector set, 4 way connector and sQueeze-ons

CAT. No. DESCRIPTIoN mAx. oPENING ASTm  WEIGHT EA. 
  in. (cm) GRADE  lbs.  (kgs)

4 wAy COnneCTOr SeTS
752076 4-way Connector Set w/ “C” Type Clamps, Bayonet  1 1/4 (3.2) 1  32  (14.5)

752576 4-way Connector Set w/ “C” Type Clamps, eye 1 1/4 (3.2) 1  39  (17.9)

 
CAT. No. DESCRIPTIoN QTy. WEIGHT 
  REQUIRED lbs.  (kgs)

COnneCTOrS FOr GrOunD SeTS
76630882 Squeeze-on for #2 Cable 1 0.25  (0.113)

76630782 Squeeze-on for 1/0 - 4/0 Cable 2 0.25  (0.113)

cb36 4-way Set Block , Copper 1 0.187  (0.085)

cA36 4-way Set Block, Aluminum  1 0.125  (0.056)

The 4-way ConneCtoR sets are made 
with #2 clear-jacketed, extra flexible cable, three 
8-foot (2.44 m) leads from the heads to the common 
connection and one 50-foot (15.25 m) lead from the 
common connection to the ground connection. The 
grounding 4-way connector set has a fixture to raise 
and lower the set which can be easily tied onto the 
pole. The 752076 grounding 4-way connector set is 
also supplied with 3 fiberglass handles (10078BC) 
and a bag. The 752576 grounding 4-way connector 
set requires a clampstick. Sets come with bags. Other 
lengths and configurations available. Meets ASTM F 
855 Grade 1 specifications. Maximum fault duty is 
14.5 kA for 15 cycles.

4-way ConneCtoRs are used to create a 
common connection between the conductor leads and 
the ground lead of a ground set.

76630882

Grounding Sets
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GroundInG SetS
Quick griP ground clamPs & grounding sets

quiCk gRip Clamps are specifically designed and ideally suited 
for temporary grounding where spacing and orientation of components 
limit the use of traditional ground clamps. The Quick Grip Ground Clamp 
is available with a Grip-All eye or a Bayonet fitting for installation with a 
live line tool.

•	 Available	in	both	the	traditional	style	(VG0l)	and	a	hotstick	operated	
version (vG01GA and vG01B).

•	 Available	 in	 a	 single	 lead	 ground	 jumper	 or	 grounding	 set	with	
1, 3 or 4 leads for grounding of single or three-phase secondary 
terminals.

•	 Fitted	with	 a	 copper	 overlay,	 riveted	 to	 the	 stationary	 jaw	 and	
connected to a grounding jumper with a one hole neMA connector 
to assure a low resistance connection.

•		 The	 grounding	 set	 connection	 is	made	 using	 standard	 copper	
compression connectors and all connections are covered with a 
heat-shrink tube to reduce fatigue at stress points.

•	 The	locking	jaw	pliers	are	equally	suited	for	flat	or	rounded	terminals.

Optional flat jaw available.

CAT. No. CAT. No.  DESCRIPTIoN CABlE lENGTH ASTm   WEIGHT 
STANDARD FlAT JAW  FT. (m) GRADE lbs. (kgs)

QuiCk GriP GrOunD CLAMPS & GrOunDinG SeTS, CLAMP OPeninG: Min. 0.125” - MAX. 1.5”
vg01 vgF01 Locking Pliers, Cu Overlay n/A 3 1.5 (0.68)

vg01b vgF01b Locking Pliers, Cu Overlay. Bayonet n/A 3 1.6 (0.73)

vg01gA vgF01gA Locking Pliers, Cu Overlay. Grip-All n/A 3 1.6 (0.73)

vg01033 vgF01033 Grounding Set, 3 Leads, 1/0 x 3’ with vG01 9 (2.743) 3 10.5 (4.77)

vg01034 vgF01034 Grounding Set, 4 Leads, 1/0 x 3’ with vG01 12 (3.657) 3 13.2 (5.99)

vg11013 vgF11013 Single Lead, 1/0 x 3’ with vG01GA 3 (0.914) 3 3.7 (1.68)

vg11033 vgF11033 Grounding Set, 3 Leads, 1/0 x 3’ with vG01GA 9 (2.743) 3 10.8 (4.9)

vg11034 vgF11034 Grounding Set, 4 Leads, 1/0 x 3’ with vGF01F 12 (3.657) 3 13.6 (6.17)

vg11034b vgF11034b Grounding Set, 4 Leads, 1/0 x 3’ with vG01GB 12 (3.657) 3 13.6 (6.17)

Optional ground set label available upon request when ordering.

VG11034

VG01 VG01GA



J-16 101 E. Crossroads Pkwy., Ste. A  Bolingbrook, IL   60440   •  U.S.A. Toll-Free:877.406.4501  •  U.S.A. Toll-Free Fax:866.824.4922

CAT. No. DESCRIPTIoN ASTm WEIGHT 
   GRADE lbs. (kgs)

inDuSTriAL GrOunD SeTS
7551 industrial Ground Set - with Bayonet 1 35 (15.8)

7551gA industrial Ground Ser - with Grip-All 3 35 (15.8)

 
 
CAT. No. DESCRIPTIoN ClAmP FAUlT DUTy ASTm WEIGHT EA. 
   USED 15 CyClES GRADE lbs. (kgs)
LiGhTweiGhT inDuSTriAL GrOunD SeTS
7640244gA ultra Lightweight 7640001e 14.5 kA 1 13 (5.90)

Optional ground set label available upon request when ordering.

The industRial gRound set consists of three 
upper ground heads, one lower head, visible trifurcation, 
six-foot (1.83 m) leads to common connections and a twenty 
foot lead from common to ground connection. All ground 
heads (7541B and 7541T) will accept 4”x 4”(10.2 x 10.2 
cm) copper or aluminum bus configurations.

Also includes a bag for installation at the main disconnect 
point. The 7551 includes a one-foot fiberglass handle 
(10012BC) for installing upper heads.

NOTE: 8106C clampstick (not included) must be 
used to apply 7551GA grounds. Other lengths available. 
Conductor size is 2/0 copper. Meets ASTM F-855 Grade 3 
specifications. Maximum fault duty is 27kA for 15 cycles.

lightweight  industRial gRound sets 
are designed for smaller conductor size applications. Clamps 
used include screws with eyes (GA attachments) for use 
with a clampstick. A #2 extra flexible copper ground cable 
is used throughout. The 75FGT0266 has six-foot (1.83m) 
leads to the common connection and a six-foot lead from 
the common connection to ground. The 7640244GA uses 
4’ (1.22 m) leads throughout. Sets include a bag. Other 
lengths and configurations are available.

GroundInG SetS
industrial ground 4-way ground sets

7551

75FGT0266
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GroundInG SetS

gRound sets include three upper heads and are easily and safely 
attached to the line with the fiberglass handles. The ground heads have a 
maximum opening of 1-3/4” (4.4 cm) and can be applied to angle irons, flat 
buses as well as on-line wires. A tight, four-point contact is made with the 
quick adjusting screw. The handles are easily removed when necessary. The 
lifting fixture provides ease when raising and lowering the set and eliminates 
hanging the entire ground set’s weight on the conductor. Other lengths and 
configurations available.

paRking studs provide a temporary location to attach ground clamps 
when raising or lowering multiple ground leads.

shRink tuBe for terminal connection strain relief fits #2 through 4/0 
terminals and ground cable.

CAT. No. DESCRIPTIoN WEIGHT 
  lbs. (kgs.)

PArkinG STuDS
76000ApS Single Stud 0.187 (0.085)

 
Shrink TuBe

761St 6” (15 cm) for Shrouded Ferrules 0.375 (0.170)

 

CAT. No.  CABlE FAUlT DUTy ASTm WEIGHT EA. 
  SIzE 15 CyClES GRADE lbs. (kgs)

766Fg   #2 14.5 kA 1 42 (19.0)

7661Fg  1/0 21 kA 2 43 (19.5) 
 Standard Ground Set includes  
 3 - upper heads 
 1 - Lower head 
 1 - Leather, Lace and Lifting ring 
 74 - Cable only with 8-Foot leads to common connection  
 and 50’ from common connection to ground connection 
 3 - 6’6” (1.98 m) Fiberglass handles 
 1 - Bag for handles 
 1 Bag for Ground Set

7661FG
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The ConCentRiC neutRal JumpeR assemBly is used for 
bonding purposes on non-jacketed cable. it is usually installed across a portion of 
cable to be cut, repaired or spliced. The assembly is left in place until the concentric 
neutral is spliced. As a safety precaution, follow all of your organization’s applicable 
rules and/or policies pertaining to faulted cable, spiking and grounding.

Made with two ground clamps and 4 feet (1.22 m) of 1/0 clear jacketed extra 
flexible copper cable, the concentric neutral ground clamp is spring pressured. 
The assemblies have a continuous current rating of 250 amps and fault rated to 
ASTM Grade 1, 14 kA for 15 cycles. Other lengths are available. Bag not included. 

The components of the undeRgRound dead BReak gRound 
set provide safe and simple grounding methods on padmount transformers or 
any related urD equipment. These grounds can be ordered in complete sets or 
individual components. The jumpers are made with 6 foot (1.83m) lengths of #2, 
clear-jacketed, extra flexible cable. Clamps (7640001e) supplied include an eye for 
a grip-all insulating stick application.

The uRd gRounding assemBly is used for underground personal 
protective grounding elbow used for grounding pad-mounted equipment, switches 
and transformers when performing de-energized maintenance on urD distribution 
systems, and draining DC capacitive charges from de-energized urD cables.

CAT. No. DESCRIPTIoN FoR CABlE DIAmETER WEIGHT 
  in. (cm) lbs. (kgs)

COnCenTriC neuTrAL JuMPer ASSeMBLy
7603 Assembly 3/4  to 2      (1.9 - 5.1) 12 (5.44)

7603gA Grip-All Assembly 3/4  to 2     (1.9 - 5.1) 12 (5.44)

PArTS
7603c Clamp with wing nut  4 (1.81)

7603cgA Clamp with Grip-All  4 (1.81)

7604c Clamp with wing nut  4 (1.81)

7604cgA Clamp with Grip-All  4 (1.81)

 
15 kv unDerGrOunD DeAD BreAk GrOunD SeT 
LOCAL LOOP
764156StgeSo Full Assembly with Bag  21 (9.52)

ASSeMBLy inCLuDeS:
764156234h 3 - Ground Jumper, 6’ (1.83 m)  6 (2.72)

764000St 3 -  Ground Stud for Low Profile Transformer 1 (0.45)

764015ge 3 - 15 kv Ground elbow  1 (0.45)

764015S0 3 - 15 kv Ground Standoff with Spring Bail 1 (0.45)

b1715 1 - Protective Bag  2 (0.91)

 
unDerGrOunD GrOunDinG ASSeMBLy
eS10Y615lb Single, 15 kv  9 (4.08)

eS1Y21015lb Set, 15 kv  22 (9.98)

eS10Y625lb Single, 25 kv  10 (4.53)

eS1Y21025lb Set, 25 kv   23 (10.43)

Optional ground set label available upon request when ordering.

urd ASSemBLy, neutrAL JumPer ASSemBLy &
underGround deAd BreAk Set

7603

764156STGESo

ES10yB615lB
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The single gRounded Bushing set is a single lead made from 
6 feet (1.83 m) of 1/0 cable. The bushing set consists of 3 bushing assemblies 
connected together with 3-foot (0.92 m) leads to a common connection, and 10 feet 
(3.05 m) from common connection to ground. The conductor is made of 1/0 clear 
jacketed copper stranded cable. The ground clamp (7640001e) can be applied with 
a clampstick. Sets come complete with bag; single leads do not. All sets are rated 
for 10 kA for 10 cycles. Other lengths and configurations are available.

gRound Bushings with ConneCtions (parking stands for ‘J’ 
boxes or padmounts) provide a safe, convenient ground for elbows and a “positive” 
test to ensure a de-energized elbow.

The elBow gRounding set includes a single lead made from 6 feet 
(1.83 m) of 1/0 cable. This set consists of 3 elbow assemblies connected together 
with 3-foot (0.92 m) leads to a common connection, and 10-feet (3.05 m) from a 
common connection to ground. The conductor is made of 1/0 clear jacketed copper 
stranded cable. A ground clamp (7640001e) can be applied with a clampstick. Sets 
are rated for a maximum fault current of 10,000 amps for 10 cycles. Sets come 
complete with bag; single leads do not. Other lengths and configurations are available.

CAT. No. DESCRIPTIoN WEIGHT 
  lbs. (kgs)

200 AMP eLBOw GrOunDinG SeTS
DeAD BreAk
eS100615 Single, 15 kv 8 (3.63)

eS1021015 Set, 15 kv 20 (9.30)

LOAD BreAk
eS100615lb Single, 15 kv 9 (4.08)

eS1021015lb Set, 15 kv 22 (9.98)

eS3lY635 Set, 35 kv 23 (10.43)

eS100625lb Single, 25/35 kv 10 (4.53)

eS1021025lb Set, 25/35 kv 23 (10.43)

 
200 AMP GrOunDeD BuShinG SeTS
DeAD BreAk
eb100615 Single, 15 kv 8 (3.63)

eb1021015 Set, 15 kv 20 (9.30)

LOAD BreAk
eb100615lb Single, 15 kv 9 (4.08)

eb1021015lb Set, 15 kv 22 (9.98)

eb100625lb Single, 25 kv 10 (4.53)

eb1021025lb Set, 25 kv 23 (10.43)

 
200 AMP GrOunDeD BuShinGS wiTh COnneCTiOnS
DeAD BreAk
764015So 15 kv 1 (0.45)

LOAD BreAk
764150015lSo 15 kv 2 (0.91)

764150025lSo 25 kv 4 (1.81)

Optional ground set label available upon request when ordering.

Grounded BuShInG SetS & eLBoW GroundInG SetS
200 amP

EB100615

EB1021015

EB1021015lB

764015So

764150025lSo

ES1021015lB
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AStm tABLeS

Reprinted, with permission, from ASTM F 855-09 Standard Specification for Temporary Protective Grounds to Be Used on De-energized 

Electric Power Lines and Equipment Table 1, copyright ASTM International, 100 Barr Harbor Drive, West Conshohocken, PA 19428. 

A copy of the complete standard may be obtained from ASTM, www.astm.org

Reprinted, with permission, from ASTM F 855-09 Standard Specification for Temporary Protective Grounds to Be Used on De-energized 

Electric Power Lines and Equipment Table 1, copyright ASTM International, 100 Barr Harbor Drive, West Conshohocken, PA 19428. 

A copy of the complete standard may be obtained from ASTM, www.astm.org

AStm f855-09 tABLe 1 - ProteCtIve GroundInG CLAmP rAtInGS

AStm f855-09 tABLe 2 - GroundInG CABLe ferruLe And ASSemBLy rAtInGS



TEMPORARY PROTECTIVE 
GROUNDING EQUIPMENT

& ACCEssORIEs
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ASTM TAbleS

Reprinted, with permission, from AsTM F 855-09 standard specification for Temporary Protective Grounds to Be Used on De-energized 

Electric Power Lines and Equipment Table 1, copyright AsTM International, 100 Barr Harbor Drive, West Conshohocken, PA 19428. 

A copy of the complete standard may be obtained from AsTM, www.astm.org

Reprinted, with permission, from AsTM F 855-09 standard specification for Temporary Protective Grounds to Be Used on De-energized 

Electric Power Lines and Equipment Table 2, copyright AsTM International, 100 Barr Harbor Drive, West Conshohocken, PA 19428. 

A copy of the complete standard may be obtained from AsTM, www.astm.org

ASTM F855-09 TAble 1 - ProTecTive GroundinG clAMP rATinGS

ASTM F855-09 TAble 2 - GroundinG cAble Ferrule And ASSeMbly rATinGS
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21191

21192

21228

24087

bAll & SockeT SySTeM
Ball StudS

21846

7542001BSF

7542123BS

24082

7542905BST

CaT. No. DeSCripTioN  DimeNSioNS in. (mm)  aSTm WeighT ea. 
  oaL ThreaD ShaNk graDe lbs. (kgs)

Thread Size - 1/2” - 13   UNC - 2a
21191 Ball Stud Short, Tin-Plated Copper alloy  4.38 (111) 2.12 (54) 1 (25) 5 .53 (.24)

7542121BS Ball Stud, Copper alloy 4.7 (119) 2.25 (57) 1 (25) 5 .56 (.25)

21192 Ball Stud Long, Tin-Plated Copper alloy  6.13 (156) 2.12 (54) 2.75 (70) 5 .81 (.37)

7542123BST Ball Stud, Tin-Plated Copper alloy 6.78 (172) 2.5 (64) 2.875 (73) 5 .81 (.37)

7542123BS Ball Stud, Copper alloy 6.78 (172) 2.5 (64) 2.875 (73) 5 .81 (.37)

7542905BST 900 Ball Stud, Tin-Plated Copper alloy 7 (178)x 5.2 (132) 2.12 (54) 5.5 (140), 2 (51) 3 1.25 (.57)

 
Thread Size - 3/8” - 16  UNC - 2a
7542385BST Ball Stud, Tin-Plated Copper alloy 9 (229) 2.12 (54) 5.5  (140) 5 1 (.45)

 
NeMa PadS aNd PoThead STUd
21846 90° offset Nema Pad, Tin-Plated Copper alloy 5.75 (147) - 2.7 (69) 5 1 (.45)

21228 offset NeMa Pad Short, Tin-Plated Copper alloy 5.14 (131) - 1 (25) 5 .84 (.38)

24087 offset NeMa Pad Long, Tin-Plated Copper alloy 6.9 (175) - 2.7 (69) 5h 1 (.45)

 
iNTerNaL Thread - 1/2” - 13   UNC - 2a
24082 internal Thread Ball Stud, Tin-Plated Copper alloy 3.85 (98) 1.5 (38) .75 (19) 5 .54 (.25)

7542K 3/4” Ground Knob, Brass 1.4 (36) 1 (25) .75 (19) 3 .38 (.17)

7542001BSF Female Ball Stud, Brass - 1.5 (38) 1 (25) 2 .88 (.40)

21236 Cover for Ball Stud 3 (76) n / a n / a n / a .09 (.04)

The Ball StudS and the OffSet Nema 
Pad Ball StudS are made from tin-plated 
copper  alloy or copper. They each have a 1” (25.4 
mm) diameter ball. recommended installation torque 
of 300 in. lbs. The short stud is used conventionally. 
The long stud can also be used as the grounding 
point for “C” or duck bill clamps that have a jaw 
width of 2.75” or less. The offset Nema Pad Ball 
Stud has the standard Nema bolt hole spacing 
and also comes in both long and short lengths.  

The Ball Stud COver is made from 
orange SaLCor® which allows for multiple angle 
application when installed using a clampstick.

21236

7542k7542123BST
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GroundinG clAMP HAnGer STudS

HaNger StudS are designed to be used with all “C” and duck Bill ground clamps. 
hanger Studs are used to hold one clamp of a set while the other is being installed on the 
de-energized line. hanger Studs are not designed or tested to carry current.

21754 Grounding Clamp Hanger Stud can only be placed on clamps designed with a 
screw down strain relief system.

CaT. No. STuD For uSe WiTh WeighT ea. 
   lbs. (kgs)

1858 hanger aluminum duck Bill 1”, 1.25”, 1.66” .5 (.2)

1928 hanger aluminum “C” Clamps 1.25”, 1.5”, 2.4”, 3.5” .5 (.2)

2427 double hanger aluminum “C” Clamps  1.25”, 1.5”, 2.4”, 3.5” .5 (.2)

2537 hanger aluminum “C” Clamps 1” .5 (.2)

2093 hanger 556 Bronze duck Bill, 477 Brz. “C”Clamp .5 (.2)

9983 hanger Brass 1”, 1.25”, 2.4” “C”Clamps .5 (.2)

21754* hanger Bronze 1”, 1.25”, 2.4” “C”Clamps .5 (.2)

*For use with only Plain Ferrule Clamps and Threaded Ferrule Clamps with a screw down strain relief 
restraint system.

2427

2537

9983

1928

21754*
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The “t” HaNdle adaPter allows the user to quickly 
and easily change an eye screw into a “T” handle screw.

adaPterS are used on any pin type ground clamps. 
Meets aSTM F-855 Grade 5 specifications. Maximum fault 
duty is 43 ka for 15 cycles.

CaT. No. DeSCripTioN   WeighT 
  lbs. (kgs)

adaPTerS
7300ABC Pin to Threaded adapter 0.5 (0.21)

7310G eye Bolt assembly 0.5 (0.21)

7300AET Pin to Threaded adapter 0.5 (0.21)

 
“T” haNdLe adaPTer
760001HDL “T” handle adapter  0.5 (0.21)

truCk grOuNdiNg reelS are designed to provide 
a secure and efficient way to ground trucks and equipment 
when working on or near energized lines. Bolt-down design 
allows easy removal of reels for installation on vehicles. heavy 
duty construction for rugged field use. independently tested 
to 14.5 ka for 30 cycles. reels with factory installed cable 
include 6-foot equal gauge and frame bonding jumper. other 
end must be attached to frame of vehicle.

AdAPTerS & Truck GroundinG reel

7300aBC

760001hDL

7310g 7300aeT

CaT. No. CaBLe CaBLe FauLT DuTy aSTm F-855 WeighT 
 LeNgTh Size 15 CyCLeS graDe lbs. (kgs)

TrUCK GroUNdiNG reeL SPriNG reWiNd, 760001e CLaMP
HSCR0250 50’ (15.2 m) #2 14.5 ka 1 42  (19.0)

HSCR1040 40’ (12.2 m) 1/0 21 ka 2 48 (21.7)

HSCR1050 50’ (15.2 m) 1/0 21 ka 2 53 (24.0)

 
TrUCK GroUNdiNG reeL haNd reWiNd, 760001e CLaMP
HCR0240 40’ (12.2 m) #2 14.5 ka 1 36 (16.3)

HCR0250 50’  (15.2 m) #2 14.5 ka 1 39 (17.7)

HCR1050 50’ (15.2 m) 1/0 21 ka 2 51 (23.1)

 
reeLS WiThoUT CaBLe
HCR1 reel only, hand rewind  21 ka 2 25 (11.3)

NOTE:
•	 Reel	model	HCR1	will	store	a	maximum	length	of	150	feet	(45.8	m)	of	#2	cable	and	85	feet	(25.9m)	of 1/0 cable.

hCr0250
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GroundinG AcceSSorieS

CaT. No. aSTm DeSCripTioN WeighT ea. 
 graDe  lbs. (kgs)

PoLe MoUNTed CoNTaCT BarS
9998 5 Contact Bar  No Connection  40” Chain w/ adjustable Wheel Binder 9.1 (4.1)

21840 5 Contact Bar  No Connection  40” Chain w/ adjustable Wheel Binder   7 (3.3)

20880 5 Contact Bar  one Connection 40” Chain w/ adjustable Wheel Binder 9.1 (4.1)

2103

21840

POle mOuNted CONtaCt BarS are designed to act 
as a convenient common point for electrical connections and also 
as a hanger for grounding sets during installation and removal. 
Supplied with a chain and an adjustable wheel binder that will 
accommodate most common pole diameters. Catalog #20880 
has one 5/8-11UNC tapped hole for the permanent connection 
of a ground lead. The Salisbury 21840 is a lighter-weight pole 
mounted contact bar.

The POle BaNd is lightweight and easy to install. it is a 
required component of equiotential zone grounding systems.

truCk grOuNdiNg kit contains 2/0 cable, 24 inches 
(61 cm) long, with a chassis/frame attachment on one end and 
a grounding stud on the other for Cat. No. 7542TGK. Brings body 
and chassis to the same ground potential. other lengths are 
available. Meets aSTM F-855 Grade 3 specifications.

The Salisbury 2103 SCrew tyPe temPOrary 
grOuNd rOd  is used when an adequate system ground 
is not available. The design incorporates a copperweld rod with 
bronze fittings screwed and pinned on both ends. The terminal on 
the handle is designed to accept cables equipped with a 5/8-11 
UNC threaded ferrule. as an alternative, a “C” clamp may also 
be attached directly to the ground rod shaft.

CaT. No. DeSCripTioN FauLT DuTy graDe WeighT 
  15 CyCLeS  lbs. (kgs)

PoLe BaNd
760001PB aluminum Bar 27 ka 3 4 (1.81)

760045PB Copper Bar 43 ka 5 5 (2.27)

CaT. No. DeSCripTioN WeighT 
  lbs. (kgs)

TrUCK GroUNdiNG KiT
7542TGK Truck Grounding Kit w/ Stud 2 (0.91)

 
SCreW GroUNd rod
2103 75” (1.9m)long 8 (3.6)

760001pB

760045pB

7542Tgk

9998
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conducTor & cleAninG ToolS

tuBular BruSHeS are preferred when rubber gloving or when 
working on de-energized conductors. The steel bristles are internal to prevent 
damaging rubber gloves. The 2.5” tubular brush is used in confined areas 
such as between two connectors or clamps.

The “v” tyPe wire BruSHeS are available with epoxy-coated 
handle or universal attachment that can be used with hotsticks. replacement 
brushes are available.

4337

4110

4112

CaT. No. DeSCripTioN WeighT ea. 
 in. (mm) lbs. (kgs)

4108 Universal Tubular 1.3 (0.6)

4110 5” (127)Tubular 0.4 (0.2)

4111 Universal “V” Line Cleaner 1 (0.5)

4112 “V” Type handle w/ brushes 1.2 (0.6)

4113 “V” Type carton of 10 replacement brushes 3 (1.4)

4337 2.5” (63.5)Tubular  0.2 (0.1)
4108

4113

4111
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Ground elbow & AcceSSorieS
200 amp & 600 amp

The 200 amP grOuNd elBOw witH CONNeCtiONS may be used 
on single phase or three phase installations. Grounding sets come complete with 
extra flexible cable and connections. elbows are rated for a maximum fault current 
of 10,000 amps for 10 cycles. all the clamps come with grip-all eyes for use with 
a clampstick.

The 200 amP aNd 600 amP elBOw CONNeCtOr tOOlS are 
designed to fit all of the 15 kV and 25 kV rated loadbreak and non-loadbreak elbows. 
The jaws are contoured to provide a positive grip and not interfere with the contact 
interface area, allowing the elbow to operate properly while connecting or disconnecting.

The iNSulated elBOw remOver is used by inserting a hook in the loop 
on the back of any elbow while applying a hammering action. This tool can also be used 
to seal elbows when installing them. other lengths may be available upon request. 

CaT. No. DeSCripTioN WeighT 
  lbs. (kgs)

200 aMP GroUNd eLBoW WiTh CoNNeCTioNS dead BreaK
764015GE 15 kV 1 (0.45)

 
200 aMP GroUNd eLBoW WiTh CoNNeCTioNS TLoad BreaK
764150015LGE 15 kV  1 (0.45)

764150025LGE 25/35 kV Small interface 2 (0.91)

 
200 aMP eLBoW CoNNeCTor TooL
9202Q Quick Change Fitting 2 (0.91)

9202GA Grip-all Fitting 2 (0.91)

 
600 aMP eLBoW CoNNeCTor TooL
9206Q Quick Change 2 (0.91)

9206U Universal 2 (0.91)

9206GA Grip-all 2 (0.91)

9206GAS With insert Pair for 200 aMP elbows 2 (0.91)

9202I insert Pair 8 (0.22)

 
iNSULaTed eLBoW reMoVer
9206HIP 6’ (1.83 m) with 9202hQ 11 (4.99)

9208HIP 8’ (2.44 m) with 9202hQ 12 (5.44)

 
ParTS
9202HQ elbow remover head with Quick Change 2 (0.91)

12524HH insulated Stick for 2’ (0.61 m) remover 2 (0.91)

12548HH insulated Stick for 4’ (1.22 m) remover 3 (1.36)

764150015Lge

9202hQ

9206gaS
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underGround GroundinG STudS

     aSTm F855 
CaT. No. DeSCripTioN ThreaDS maTeriaL graDe  FauLT DuTy WeighT 
   (Stud)  15 Cycles  lbs. (kgs)

UNderGroUNd GroUNdiNG STUdS
1725001 Copper electrode, Female, hex drive, w/Guide 5/8-11 (F) Cu 1  17 ka 2.2 (1.0)

17250003 Steel electrode, Male, Grip-all, w/Guide 5/8-11 (M) Steel 3  27 ka 2.0 (0.9)

17250004 Steel electrode, Female, Grip-all, w/Guide 5/8-11 (F) Steel 3  27 ka 2.0 (0.9)

17250005 Steel electrode, Male, Grip-all 3/4-10 (M) Steel 3  27 ka 1.8 (0.8)

1735 Copper electrode, Female, hex drive, w/Guide 5/8-11 (F) Cu 4  35 ka 3.5 (1.6)

5900CS Captured Socket for 1725001 and 1735 - - -  - -

The 1712 and 1725 grounding stud series are used for grounding when 
the fault duty on the 600 amp deadbreak elbow/ “T” body exceeds the 
rating of a 200 amp grounding elbow, as rated by ieee 386 at 10ka for 
10 cycles.  Grounding studs consist of a 10” conductor stud with male or 
female threads for replacing 200 amp bushing wells and/or insulating plugs 
and a ground clamp bar for use with regular grounding jumper assemblies.   
after the cable has been proven de-energized, the stud is installed and a 
ground is applied.

The 1725001 grounding stud is made of 7/8” diameter copper with a 
5/8-11 female thread on one end and a 1” (2.5 cm) hex drive on the other 
end. This stud is fitted with a tapered guide and a 3/8” diameter copper 
cross bar perch used for installing the ground. a socket drive is used for 
installation. For application, use catalog number 5900CS captured socket. 

The 17250003, 17250004 and 17250005 are steel grounding 
plugs and studs with one  5/8” diameter perch. The perch has a sturdy 
lip to ensure clamp contact during faults. These models are supplied with 
grip-all attachments for application with insulated clampstick tools and 
connectors. These studs are used for grounding equipment such as non 
load-break connectors or power distribution connectors.

The 1735 grounding stud is made of 7/8” diameter copper with a 5/8-11 
female thread on one end and a 1” (2.5 cm) hex drive on the other end for 
application with a socket drive. The cross bar perch is 3/4” diameter copper, 
providing heavy duty service. This ground plug also comes equipped with 
a tapered guide and the yellow protective cap. 

17250003

17250004

1735

5900CS
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CaT. No. DeSCripTioN

PadMoUNT SWiTCh hooK
190UGQ With Quick Change

190UGU With Universal

 
UNderGroUNd SPaNNer WreNCh
1720 For 600 aMP Connector

 
PLUG iNSTaLLiNG TooL
172300 1/2” (1.3 cm) Female Square drive

172300Q Quick Change

The PadmOuNt SwitCH HOOk is designed to operate the 
secondary switch on a padmount transformer. also used as a standard 
switch hook for cutouts. Weight - 1 lbs. (0.45 kgs).

The uNdergrOuNd SPaNNer wreNCH is designed for 
installing and removing the connector bushing, and reducing bushing 
inserts. Can be used when the conductor is de-energized, but not grounded. 
The tool is used one way for installation, and turned over for removal. a 
universal toggle and spring is used with this tool and should be ordered 
separately (5900Q). Weight -1 lbs. (0.45 kgs).

The Plug iNStalliNg tOOl is used to install or remove 600 
amp reducing plugs. Weight:2 lbs. (0.91 kgs).

The grOuNd adaPter deviCe kit enables application of 
personal grounds up to a 600 amp separable pre-molded component 
system when used with a clampstick.

underGround ToolS & Ground AdAPTer device kiT

190ugu

1720

172300

CaT. No. DeSCripTioN QTy WeighT 
   lbs. (kgs)

GroUNd adaPTer deViCe KiT - NoN-Load BreaK
76174459 Ground adapter device Kit with Bag 1 15 (6.8)

eaCh SeT iNCLUdeS The FoLLoWiNG:
44C  ratchet Wrench with Ball and ring  1  2 (0.91)

5900Q Universal Toggle and Spring 1 1 (0.45)

5900CS Captured Socket with Friction Balls 1 8 oz (0.22 kgs)

9206GAS elbow Connector Tool with inserts 1 2.5 (1.1)

1725001 Ground Stud 3 2.5  (1.1)

B1715 Protective Bag with zipper 1 1 (0.45)

76174459
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HydrAulic cAble SPike

The HydrauliC CaBle SPike is designed to verify  
that underground cable, up to 1000 MCM, is de-energized before 
cutting, repairing, splicing or replacing. 

The cable spike, a solid brass body with a stainless steel piercing 
tip, is fitted to hydraulic compression tools so that the cable can 
be accurately spiked from a safe distance. an anodized aluminum 
insert is included to position the cable precisely. 

The CaBle PeNetratiNg grOuNd ClamP is 
designed to be used either as a tool for “spiking” jacketed cable 
or as a part of a grounding assembly used to bond both ends of 
an opened cable. The 7/8” long plated steel point is inserted into 
the eye screw making a low resistant one piece spear. if one point 
becomes blunted it may be sharpened or replaced with a new 
spear. Clamps are aluminum body with either smooth or serrated 
upper jaws. The hard aluminum serrated insert makes optimum 
contact with the stranded neutral shield.

wArninG: elecTric  SHock HAZArd
ThiS TooL iS NoT iNSuLaTeD. uSe oNLy CerTiFieD, NoN-CoNDuCTive hoSeS, 
DieLeCTriC FLuiDS, aND proper perSoNaL proTeCTive eQuipmeNT WheN 
uSiNg ThiS uNiT. FaiLure To Do So CouLD reSuLT iN Severe iNjury or DeaTh. 

24320

Adapter fits the following tools:
 Huskie EP610H
 Burndy Y46
 Brock 13-H

CaT. No. CaBLe LeNgTh DeSCripTioN WeighT  ea. 
 ft (m) SPiKiNG TooL & GroUNdiNG aSSeMBLy: lbs.   (kgs)

24320 6  (1.8)  9.5   (4.3) 
    

24321 8  (2.4)  11.2   (5.1) 
 

24322 10  (3)  12.9  (5.86) 

RPT1 - replacement Piercing Tip 1 oz  (28 g)

 
CaBLe PeNeTraTiNG GroUNd CLaMP -  aCMe Thread - PoiNTed LoWer JaW 
2607 - aluminum 1.5” opening, Class B, Serrated Jaw 1.7 (.8)

20867 - aluminum 2.40” opening, Class B, Serrated Jaw 2.2 (1)

4290 - aluminum 2.40” opening, Class a, Smooth Jaw 2.1 (1) 

2607

  Cable Spiking Tool & insert 
4388  C Clamp 

2139 4/0 Cu Cable 
2025 4/0 Cu Ferrules (Pair) 

  616 Bag 
US Patent # 544 7450
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HydrAulic Ground, blAde, & cAble SPike clAMPS

CaT. No. DeSCripTioN pump CaBLe aSSemBLy aSTm WeighT 
  mDL / p.S.i. CaBLe FauLT / DuTy lbs. (kgs) 
    CyCLeS / graDe

hydraULiC GroUNd SPiKe CLaMPS: CLaMP CaT. No. 760001e, SPiKe dePTh 1 5/8”, CoNdUCTor MiN. 1” - Max. 3”
1715EPP Spike Point w/ eye Screw 1715Pe / 1200 1/0 Clear 14.5 ka /  15 /  1 28 (12.7)

17150060EPP Spike Point w/ eye-T Screw 1715Pe / 1200 1/0 Clear 14.5 ka  / 15  / 1 28 (12.7)

17150060PFP Spike Point w/ eye-T Screw 1715Pe / 1200 1/0 Clear 14.5 ka  / 15  / 1 32 (14.5)

 
CaT. No. pump Spike CoNDuCTor CaBLe aSSemBLy aSTm WeighT 
  mDL / p.S.i. DepTh max CaBLe FauLT / DuTy lbs. (kgs) 
   iN. (Cm) CyCLeS / graDe

hydraULiC BLade SPiKe CLaMPS: SPiKe BLade W/ eye SCreW, CLaMP CaT. No. 760001e
17150063EPP 1715eP25 / 2500 3” 2 1/4 (5.7) 1/0 Clear 14.5 ka  / 15  / 1 30 (13.6)

17150063PFP 1715PF25 / 2500 3” 2 1/4 (5.7) 1/0 Clear 14.5 ka  / 15  / 1 34 (15.4)

17150066 1715P392 / 10000 6” 4 1/2 (10.8) 1/0 Clear 14.5 ka /  15  / 1 85 (38.6)

NoTe:   Suffix ePP = enerpac Pump     Suffix PFP = Porter Ferguson Pump

1715epp

17150066
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HAnd oPerATed Ground SPike & HydrAulic cuTTer SPike

1712ga

17150050

CaT. No. DeSCripTioN CaBLe aSSemBLy aSTm WeighT 
  CaBLe / CLamp CaT. No. FauLT / DuTy lbs. (kgs) 
   CyCLeS / graDe

haNd oPeraTed GroUNd SPiKe: SPiKe dePTh 1 3/4”, CoNdUCTor MiN. 1” - Max. 3 1/2”
1712CS 3’ FG hndl, Toggle /Ga 1/0 Clear / 760001e 14.5 ka /  15  / 1 15 (6.8)

1712U Spike Point w/U 1/0 Clear / 760001e 14.5 ka  / 15  / 1 10 (4.5)

1712GA Spike Point w/Ga 1/0 Clear / 760001e 14.5 ka  / 15 /  1 10 (4.5)

 
CaT. No. DeSCripTioN pump CaBLe aSSemBLy aSTm WeighT 
  mDL / p.S.i. CaBLe FauLT / DuTy lbs. (kgs) 
   CyCLeS / graDe

hydraULiC CUTTer SPiKe: CLaMP CaT. No. 760001e, CoNdUCTor MiN. 0” - Max. 3 1/2”
17150050 huskie head N/a / N/a #2 Clear 14.5 ka / 15 /  1 23 (10.5)

17150050WPH huskie head 1715P392 /10,000 #2 Clear 14.5 ka  / 15  / 1 52 (23.6)
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AcceSSorieS For underGround SPike ToolS

CaT. No. DeSCripTioN  

SPiKeS, BLadeS aNd TooL headS
1710E Spike Point Complete for 1710

1712E Carbide Spike Point only

1715E Spike Point Complete for 1715

1715GS Ground Shaft Complete for 1715 (includes Shaft and Spike Point)

171550SP100A huskie Cutter head only

 
hydraULiC PUMP aSSeMBLieS aNd PUMPS
1715PE enerpac Pump w/ Fittings, 1200 psi

1715P142 enerpac Pump only, 1200 psi

1715PE25 enerpac Pump w/ Fittings, 2500 psi

1715PE14225 enerpac Pump only, 2500 psi

1715PE100 enerpac Pump w/ Fittings, 10000 psi

1715P392 enerpac Pump only, 10000 psi

1715PF Porter Ferguson Pump w/ Fittings, 1200 psi

1715SM0033 Porter Ferguson Pump only, 1200 psi

1715PFSD Porter Ferguson Pump w/ 1/4” Fittings, 1200 psi

1715PF25 Porter Ferguson Pump w/ Fittings, 2500 psi

1715SM003325 Porter Ferguson Pump only, 2500 psi

 
hydraULiC hoSe aSSeMBLieS aNd hoSeS
1715H 30’ Non-conductive hose w/ Fittings, 3000 psi

1715H1 30’ hose only, 3000 psi

1715HSD 30’ Non-conductive hose w/ 1/4” Fittings, 3000 psi

1715HSD1 30’ hose only, 3000 psi

 
hydraULiC raM aSSeMBLieS aNd raMS
1715R enerpac ram w/ Fittings, 1 5/8” Stroke

1715RCH121 enerpac ram only, 1 5/8” Stroke

1715RSD enerpac ram w/ 1/4” Fittings, 1 5/8” Stroke

171561RCH123 enerpac ram only, 3” Stroke

17150066R enerpac ram w/ Fittings, 6” Stroke

1715RCH306 enerpac ram only, 6” Stroke

 
ProTeCTiVe BaGS
B1710 Bag for 1710: 52” x 15” yellow Vinyl Strap Tie Bag, 4 Tool Compartments, outer Pocket

B1715 Bag for 1712, 1715, 17150060: 20” x 14” x 5” yellow Vinyl, zipper, outer Pocket, Straps

B17150050 Bag for 17150050, 17150063: 26” x 12” x 8” yellow Vinyl, zipper, outer Pocket, Straps

1370BF1 Storage Box for 17150066: 44” x 12” x 15” Wooden, hinged, Latched, Forklift Stringers

1710e

1715pF

1715gS

1715h

B1715



HOTSTICKS & TOOLS
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HOTSTICKS & TOOLS

Fiberglass Hotsticks
Standard SpecificationS

There are a variety of Fiberglass Reinforced Plastic (FRP) constructions used for hotsticks. 
Included are foam filled tubular sticks used for all products requiring solid construction. All 
Salisbury fiberglass sticks meet ASTM F711 Standard Specifications for FRP and tubes 
used in live line tools and IEC 855.

Foam filled hotsticks are manufactured using the pultrusion process. This method incorporates 
fiberglass reinforcement in a resin matrix which creates a moisture resistant laminate with 
excellent electrical and mechanical properties. 

Hotstick production is 100% electrically proof tested. 
Hotstick blanks must pass a test of 100 kV/12” (305 
mm) for 5 minutes without detectable heating prior 
to being accepted. Hot Stick blanks conform with 
ASTM F711 requirements.

FaQ
Q: are rescue sticks required 

to be periodically electrically 
tested?

a: Yes, see osHa 1910.269(j) for 
specific testing requirements.

Foam Filled Hot Stick 

Live Line Work MiniMuM ApproAch DistAnce

 NomiNal ExposurE DistaNcE ft.-in (m) 
 VoltagE kV phasE to grouND phasE to phasE

 .05 to 1 avoid contact  avoid contact

 1.1 to 15 2-1 (.64)  2-2 (.66)

 15.1 to 36 2-4 (.72)   2-7 (.77)

 36.1 to 46 2-7 (.77)  2-10 (.85)

 46.1 to 72.5 3-0 (.9)  3-6 (1.05)

 72.6 to 121 3-2 (.95)  4-3 (1.29)

 138 to 145 3-7 (1.09)  4-11 (1.5)

 161 to 169 4-0 (1.22)   5-8 (171)

 230 to 242 5-3 (1.59)  7-6 (2.27)

 345 to 362 8-6 (2.59)   12.6 (3.8)

 500 to 550 11-3 (3.42)  18-1 (5.5)

 765 to 800 14-11 (4.53)  26-0 (7.91)

- these distances take into consideration the highest switch surge an 
employee will be exposed to on any system with air as the insulating 
medium and the maximum voltage shown.

- the clear live-line total distances shall equal or exceed the values for the 
indicated voltage ranges.
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FrP clamPsticks

Tough ThermoplasTic head ferrule

eZ grip plasTic hand grip

Wide opening 15/16” (23.8 mm) 

sTainless sTeel hook

heavy duTy rubber end cap

externAL roD cLAMpsticks are constructed of closed cell 
foam-filled tubular fiberglass in accordance with aStM standard F711. the 
hook’s operating rod, made of solid 3/8” (9.5 mm) dia. fiberglass, is mounted 
on the exterior of the tool so that it can be easily wiped down prior to use.

these clampsticks meet aStM F1825 Standards.

cat. No.  lENgth   WEight Ea.  
 feet  meters   lbs.  (kgs)

ExtErnaL rod cLaMpStick
4007* 4’ 8”  1.32  4.2  (1.9)

4008* 5’ 8”  1.62  4.6  (2.1)

4009* 6’ 8”  1.93  5.2  (2.4)

4010* 8’ 8”  2.54  6.2  (2.8)

4011* 10’ 8”  3.15  7.0  (3.2)

4012* 12’ 8”  3.76  7.7  (3.5)

4013* 14’ 8”  4.37  9.4  (4.3)

 
ExtErnaL rod cLaMpStick - pLain cap
8106c 6’6”  1.98  5   (2.27)

*add a “9864” suffix for a switch stick head or a “9840” suffix for a splined 
universal head. clamp sticks may be ordered with these fittings attached to the 
end by adding the appropriate suffix to the catalog number.

9840 Splined
 Universal Head

External rod clampstick

Side opening Hook



L-4 101 E. Crossroads Pkwy., Ste. A  Bolingbrook, IL   60440   •  U.S.A. Toll-Free:877.406.4501  •  U.S.A. Toll-Free Fax:866.824.4922

Universal switcH sticks

Frp Splices with Button

cat. No.  DimENsioNs: Dia. x lENgth WEight Ea. 
 in x ft.  mm x m lbs.  (kgs)

onE SEction 
4213 1.25 x 4  31.7 x 1.2 2.6   (1.2)

4214 1.25 x 6   31.7 x 1.8 3.4  (1.5)

4215 1.25 x 8   31.7 x 2.4 4.1  (1.9)

4216 1.25 x 10  31.7 x 3 4.9  (2.2)

4217 1.25 x 12  31.7 x 3.6 5.6  (2.5)

4218  1.25 x 14   31.7 x 4.3 6.4  (2.9)

4219 1.5 x 8  38.1 x 2.4 5.4  (2.5)

4220 1.5 x 10  38.1 x 3 6.5  (3)

4221 1.5 x 12  38.1 x 3.6 7.5  (3.4)

4222 1.5 x 14  38.1 x 4.3 8.6  (3.9)

4223 1.5 x 16  38.1 x 4.9 9.8  (4.3)

4225 1.5 x 20  38.1 x 6 11.7  (5.3)

 
tWo SEction

  oal length  top   Bottom   Weight 
 ft.  m in. x ft.  mm x m in. x ft.  mm x m  lbs.  (kgs)

4036 8  2.4 1.25 x 4   31.7 x 1.2 1.25 x 4  31.7 x 1.2 4.2  (1.9)

4037 10  3 1.25 x 5  31.7 x 1.5 1.25 x 5  31.7 x 1.5 5.2  (2.2)

4038 12  3.6 1.25 x 6  31.7 x 1.8 1.5 x 6  38.1 x 1.8 6.9  (3.1)

4039 14  4.3 1.25 x 6  31.7 x 1.8 1.5 x 8  38.1 x 2.4 7.9  (3.1)

4040 16   4.9 1.25 x 8  31.7 x 2.4 1.5 x 8  38.1 x 2.4 8.6   (3.9)

4041 18  5.5  1.25 x 8  31.7 x 2.4 1.5 x 10  38.1 x 3 9.6  (4.4)

4042 20  6 1.25 x 10  31.7 x 3 1.5 x 10  38.1 x 3 10.4  (4.7)

 
tHrEE SEction

  oal length  top   Bottom   Weight 
 ft.  m in. x ft.  mm x m in. x ft.  mm x m lbs.  (kgs)

4043 12  3.6 1.25 x 4  31.7 x 1.2 1.5 x 4  38.1 x 1.2 7.7  (3.5)

4044 15  4.6 1.25 x 5  31.7 x 1.5 1.5 x 5  38.1 x 1.5 9.1  (4.1)

4045 18  5.5 1.25 x 6  31.7 x 1.8 1.5 x 6  38.1 x 1.8 10.5  (4.7)

4046 20  6 1.25 x 8  31.7 x 2.4 1.5 x 6  38.1 x 1.8 16.5  (7.5)

 
HEad onLY
9840    1.25  31.7  Universal Head 0.2  (0.1)

9841    1.5  38.1  Universal Head 0.3  (0.1)

9971 prong9969 prong

one, two and three section hotsticks have a standard splined 
universal head. 1.25” dia. switch sticks are supplied with 
a #9971 prong. a Heavy duty disconnect prong #9969 is 
supplied on all others.

Universal Switch Stick
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Fiberglass Hot switcH sticks

sWitch sticks use closed cell foam filled tubular 
fiberglass made in accordance with aStM Standard F711. 
Both  the standard head and the heavy duty prong disconnect 
are made of durable high strength aluminum bronze alloy.

cat. No.   DimENsioNs: Dia. x lENgth WEight Ea. 
hD st in x ft.  mm x m lbs.   (kgs)

onE SEction  
9950 9933 1.25 x 4  31.7 x 1.2 2.1  (1)

9951 9934 1.25 x 6    31.7 x 1.8 2.9    (1.3)

9952 9935 1.25 x 8    31.7 x 2.4 3.6    (1.6)

9953 9936 1.25 x 10    31.7 x 3 4.4   (2)

9954 9937 1.25 x 12    31.7 x 3.6 5.1   (2.3)

9955 9938 1.25 x 14    31.7 x 4.3 5.9   (2.7)

9956 9939 1.5 x 8    38.1 x 2.4 5   (2.3)

9957 9940 1.5 x 10    38.1 x 3 6   (2.7)

9958 9941 1.5 x 12   38.1 x 3.6 7   (3.2)

9959 9942 1.5 x 14   38.1 x 4.3 8.1   (3.7)

9960 9943 1.5 x 16   38.1 x 4.9 9.1   (4.1)

9961 9944 1.5 x 18   38.1 x 5.5 10.2   (4.6)

9962 9945 1.5 x 20   38.1 x 6 11.2   (5.1)

 
tWo SEction

   oal length     top        Bottom            Weight 
  ft.  m in. x ft.  mm x m in. x ft.  mm x m            lbs.  (kgs)

4024 - 8  2.4 1.25  x 4  31.7 x 1.2 1.25  x 4   31.7 x 1.2 3.8    (1.7)

4025 - 10  3 1.25 x 5  31.7 x 1.5 1.25 x 5  31.7 x 1.5 4.6   (2.1)

4026 4016 12  3.6 1.25 x 6  31.7 x 1.8 1.25 x 6  31.7 x 1.8 5.3  (2.4)

- 4017 14  4.3 1.25 x 7  31.7 x 2.1 1.25 x 7  31.7 x 2.1 6.1  (2.7)

4028 4018 16  4.9 1.25 x 8  31.7 x 2.4 1.5 x 8  38.1 x 2.4 8  (3.6)

4029 - 18  5.5 1.25 x 8  31.7 x 2.4 1.5 x 10  38.1 x 3 9.5  (4.3)

4030 - 20  6 1.25 x 10 31.7 x 3 1.5 x 10  38.1 x 3 10.3  (4.6)

 
tHrEE SEction

   oal length     top      Bottom         Weight 
  ft.  m in. x ft.  mm x m in. x ft.  mm x m          lbs.  (kgs)

4033 - 18  5.5 1.25 x 6  31.7 x 1.8 1.5 x 6  38.1 x 1.8 10.4  (4.7)

4034 4035 20  2 1.25 x 8  31.7 x 2.4 1.5 x 6  38.1 x 1.8 11.1  (5)

 
HEad onLY
- 9864 -  - 1.25   31.7  Universal Head 0.4  (0.2)

9861 - -  - 1.5  38.1  Universal Head 0.5  (0.2)

Fiberglass Hot
 Switch Stick

Standard prong (st) Heavy duty prong (HD)
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Universal switcH sticks & accessories
double ended & tie HeadS

4084 rotary prong

4088 double prong Head

double Ended Universal 
Switch Stick

Frp sLeeve spLices are fiberglass reinforced plastic with spring loaded push 
buttons. they sectionize long sticks for easy storage. For splice stick assemblies other 
than those listed in the catalog consult the factory for quotations.

spLice GuArDs reduce the damage to the end of spliced sticks when working 
with only the top sections.

these foam filled Frp Hot Sticks are manufactured using a pultrusion process that results 
in a product with extremely high electrical and mechanical qualities.

Frp Splices with Button

4182 cap 
Splice Guard

cat. No.  DimENsioNs  WEight Ea. 
 in.  mm lbs.   (kgs)

Frp SLEEvE SpLicES
9898 1.25 to 1.25  31.7 to 31.7 0.4  (0.2)

9897 1.5 to 1.25  38.1 to 31.7 0.8  (0.4)

9899 1.5 to 1.5  38.1 to 38.1 0.9  (0.4)

 
SpLicE GUard cap
4182 1.25 i.d.  31.7  i.d. 0.2   (0.10)

cat. No.                         DimENsioNs: Dia. x lENgth WEight Ea. 
  in. x ft.    mm x m lbs.   (kgs)

doUBLE EndEd UnivErSaL
4230 1.25  x 6    31.7 x 1.8 3.3   (1.5)

4231 1.25 x 8    31.7 x 2.4 4   (1.8)

4232 1.25 x 10   31.7 x 3 4.8   (2.2)

4233 1.25 x 12  31.7 x 3.6 5.5   (2.5)

4234 1.25 x 14  31.7 x 4.3 6.3  (2.8)

 
UnivErSaL W/ rotarY pronG or BLadE 
4084   rotary prong  1.25 x 6  31.7 x 1.8 3.8  (1.7)

4085   rotary prong  1.25 x 8  31.7 x 2.4 4.5  (2)

 
UnivErSaL W/ doUBLE pronG
4088 1.25 x 6  31.7 x 1.8 3.8  (1.7)

4089 1.25 x 8   31.7 x 2.4 4.5  (2)



www.salisbur ybyhoney well.com L-7

Fiberglass Hot switcH sticks
double ended 

12578hh

15078ch

FiberGLAss hAnDLes are manufactured in accordance with the following 
specifications: aStM F711, oSHa 1910.269 (j), and oSHa 1926.951(d). all handles 
are made from pultruded, smooth, foam-filled fiberglass. Safety yellow is the primary 
fiberglass color. it is recommended that handles be wiped clean with a silicote cloth 
before and after every use.

the most commonly used combinations are shown below. other lengths are available. 
Bags are not included but are available.

the 8900 rain guard is a yellow molded EpdM shield held in place with a hose 
clamp. rain guards fit over 1-1/4” to 1-1/2” (3.2 cm to 3.8 cm) diameter handles 
and provide a dry handle area if the sticks are used in the rain.

cat. No. DiamEtEr x oVErall lENgth WEight 
  lbs.  (kgs)

cap & tHrEadEd FErrULE
10078ch 1” x 6’6”   (2.5 cm x 1.98 m) 2  (0.91)

10096ch 1” x 8’   (2.5 cm x 2.44 m) 2  (0.91)

12578ch 1 1/4” x 6’6”   (3.2 cm x 1.98 m) 2  (0.91)

12596ch 1 1/4” x 8’   (3.2 cm x 2.44 m) 3  (1.36)

15078ch 1 1/2” x 6’6”   (3.8 cm x 1.98 m) 5  (2.27)

15096ch 1 1/2” x 8’   (3.8 cm x 2.44 m) 6  (2.72)

 
tWo tHrEadEd FErrULES
10078hh 1” x 6’6”   (2.5 cm x 1.98 m) 2  (0.91)

10096hh 1” x 8’   (2.5 cm x 2.44 m) 2  (0.91)

12578hh 1 1/4” x 6’6”   (3.2 cm x 1.98 m) 3  (1.36)

12596hh 1 1/4” x 8’   (3.2 cm x 2.44 m) 4  (1.81)

15078hh 1 1/2” x 6’6”   (3.8 cm x 1.98 m) 3  (1.36)

15096hh 1 1/2” x 8’   (3.8 cm x 2.44 m) 6  (2.72)

150120hh 1 1/2” x 10’   (3.8 cm x 3.05 m) 6  (2.72)

 
tWo inSULatEd HEx FErrULES
12578hhm 1 1/4” x 6’6”   (3.2 cm x 1.98 m) 4  (1.81)

12596hhm 1 1/4” x 8’   (3.2 cm x 2.44 m) 4  (1.81)

 
cap & UnivErSaL FErrULE
10078cu 1” x 6’6” (2.5 cm x 1.98 m)  2  (0.91)

12578cu 1 1/4” x 6’6” (3.2 cm x 1.98 m) 2  (0.91)

15096cu 1 1/2” x 8’ (3.8 cm x 2.44 m) 6  (2.72)

 
rain GUard
8900 rain Guard w/ Hose clamp 0.2  (0.1)

Quick change Head
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toggle HanDle Fiberglass clamPsticks

Make the Job easier
specialized toggle handle increases Leverage.

the toggle handle fiberglass hot switch sticks and clampsticks include a bendable handle 
that provides increased leverage when needed. 

FiberGLAss hot sWitch sticks are manufactured in accordance with 
the following specifications: aStM F711, oSHa 1910.269(j), and oSHa 1926.951(d). all 
handles are made from pultruded, smooth, foam-filled fiberglass. Safety yellow is the primary 
fiberglass color. it is recommended that handles be wiped clean with a silicote cloth before 
and after every use. 

all FiberGLAss cLAMpsticks are fixed length external rod fiberglass clampsticks 
which maintain maximum dielectric strength. a full open side hook provides an unobstructed 
view of the hook. the molded, insulated head provides a larger opening. the precision cast 
slide gives complete control and an extra firm grip. the hook release mechanism is easy to 
operate and the extended length spear provides an easy method of locating the eye of hot 
taps that are other-wise hard to locate.

all fiberglass used is tested at 50 kv / 6 inches (100 kv / foot) and meets the dielectric 
leakage requirements of asTm f711. 

other lengths available upon request. Bag not included.

TOGGLE MAXIMUM TORQUE RATING: 60 FOOT POUNDS.

cat. No. DEscriptioN WEight 
  lbs. (kgs)

toGGLE HandLE & tHrEadEd FErrULE
12578he 1 1/4” x 6’6”   (3.2 cm x 1.98 m) 4 (1.81)

12596he 1 1/4” x 8’   (3.2 cm x 2.44 m) 4 (1.81)

12548he 1 1/4” x 4’   (3.2 cm x 1.22 m) 4 (1.81)

 
toGGLE HandLE & UnivErSaL FErrULE
12578ue 1 1/4” x 6’6” (3.2 cm x 1.98 m) 4 (1.81)

12596ue 1 1/4” x 8’ (3.2 cm x 2.44 m) 4 (1.81)

12548ue 1 1/4” x 4’ (3.2 cm x 1.22 m) 4 (1.81)

 
toGGLE HandLE & inSULatEd HEx FErrULE
12578hem 1 1/4” x 6’6” (3.2 cm x 1.98 m) 4 (1.81)

12596hem 1 1/4” x 8’ (3.2 cm x 2.44 m) 4 (1.81)

 
toGGLE HandLE & cLaMpStick
8104e 4’6” (1.37m) oaL toggle Handle Fiberglass clampstick 4.5 (2.04)

8106e 6’6” (1.98m) oaL toggle Handle Fiberglass clampstick 5 (2.27)

8108e 8’6” (2.59m) oaL toggle Handle Fiberglass clampstick 6.5 (2.95) 12578hE
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the MechAnicAL hAnD stick serves both as a hand and as pliers so that any 
serve-up or type of tie can be made or removed from the line. very little effort is required 
to serve a wire taut and as perfectly as when hand and pliers are used. it is possible to 
roll the wire into place around the conductor, making a tight connection easily, instead 
of jerking and pulling.

the Wire cLAMp stick has two fiberglass handles: the operating handle is 1” 
(2.5 cm) in diameter and the stationary handle is 1 1/4” (3.2 cm) in diameter. the wire 
clamp stick is used to hold tie wires in place, hold jumper wires while taps are being made 
or removed, and to hold wires when cutting and removing.

Use the ALLiGAtor stick to install and remove single sheave or double blocks in 
the top of gin poles and to install circuit breakers, line hooks and strain breakers on live 
lines. With the alligator stick, you can remove arm slings on cross arms and hook blocks 
in arm slings and come-alongs when changing dead ends.

cat. No. DEscriptioN haNDlE lENgth WEight  
   lbs. (kgs)

MEcHanicaL Hand Stick, FiBErGLaSS HandLE diaMEtEr: 1-1/4” (3.2 cM)
1fgQ Quick change 6’6” (1.98m) 4 (1.81)

 
mechanical hand head only

1cQ Mechanical Hand w/ Quick change - 1 (0.45)

1cu Mechanical Hand w/ Universal - 1 (0.45)

 
WirE cLaMp Stick
2fgQ Quick change 6’6” (1.98m) 6 (2.72)

201fgQ Quick change 8’ (2.43 m) 9  (4.08)

201fgu Universal 8’ (2.43 m)  9  (4.08)

201cfgQ top Hook and Quick change 8’ (2.43 m) 9  (4.08)

 
WirE cLaMp HEad onLY
2cQ Wire with Quick change - 3 (1.36)

 
aLLiGator Stick, FiBErGLaSS HandLE diaMEtEr: 1-1/4” (3.2 cM)
4fgQ Quick change 6’6” (1.98m) 4 (1.81)

4fgu Universal 6’6” (1.98m) 4 (1.81)

 
aLLiGator HEad onLY
4dQ alligator with Quick change - 1 (0.45)

4du alligator with Universal - 1 (0.45)

1cQ

2cQ

4DQ

sPecialtY Hot switcH sticks
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the piGtAiL stick is designed to lift and guide live lines and maintains clearances 
while working on poles. the pigtail stick is used to change pin type insulators and ridge pin 
insulators when the conductor is light enough for one person to lift. Units come standard 
with 7/8” (2.2 cm) hook; also available with 1-1/2” (3.8 cm) and 2” (5.1 cm) hooks. 
other lengths available. Bag not included. Fiberglass handle diameter: 1-1/2” (3.8 cm).

the strAnDeD Wire hoLDinG stick has two 1” (2.5 cm) diameter fiberglass 
handles, holds conductors or wires during operations. the 121 Series has 3/4” (1.9 cm) 
wide jaws that open to 9/16” (1.4 cm), and the 122 Series, has 2” (5.1 cm) wide jaws 
that open to 1-1/2” (3.8 cm). other lengths available. Bag not included.

the cAbLe hAnDLer has a 1-1/4” (3.2 cm) fiberglass handle. Used to handle, lift, 
or move energized cables. other lengths available.

cat. No. DEscriptioN haNDlE lENgth Weight 
   lbs. (kgs)

piGtaiL Stick
5fgQ Quick change 6’6” (1.98 m) 6 (2.72)

501fgQ Quick change 8’ (2.43 m) 7 (3.18)

501fgu Universal 8’ (2.43 m) 7 (3.18)

 
piGtaiL HEad onLY
5c2Q pigtail w/ Quick change 7/8” (2.2 cm) 1 (0.45)

5c2u pigtail w/ Universal 7/8” (2.2 cm) 1 (0.45)

5c3Q pigtail w/ Quick change 1 1/2” (3.8 cm) 1 (0.45)

5c3u pigtail w/ Universal 1 1/2” (3.8 cm) 1 (0.45)

5c4Q pigtail w/ Quick change 2” (5.1 cm) 1 (0.45)

5c4u pigtail w/ Universal 2” (5.1 cm) 1 (0.45)

 
StrandEd WirE HoLdinG Stick
121fgQ Quick change 6’6” (1.98 m) 6 (2.72)

 
StrandEd WirE HEad onLY
121cQ Stranded Wire w/ Quick change - 2 (0.91)

 
caBLE HandLEr
50206 Handle and head 6’6” (1.98 m) 3 (1.36)

50208 Handle and head 8’ (2.44 m) 4 (1.81)

5020h Head only - 1 (0.45)

sPecialtY Hot switcH sticks

5c4Q

5c3u

5c2Q

121cQ

5020h
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cat. No. oVErall lENgth lENgth BEtWEEN FiBErglass   Wll WEight cat. No. WEight 
 in. (cm) Ferrules Diameter lbs. (kgs) lbs. (kgs)  lbs. (kgs) 
  in. (cm) in. (cm)

inSULatinG Link StickS
50012eh 22 (55.9) 12 (30.5) 1 (2.5) 2,500 (1,134) 3 (1.36) b522   Bag 1 (0.45)

50012ep 22 (55.9) 12 (30.5) 1 (2.5) 2,500 (1,134) 3 (1.36) b522   Bag 1 (0.45)

5012eh 22 (55.9) 12 (30.5) 1 1/4 (3.2) 2,500 (1,134) 2 (0.91) b522   Bag 1 (0.45)

5012 22 (55.9) 12 (30.5) 1 1/4 (3.2) 1,500 (682) 2 (0.91) b522   Bag 1 (0.45)

5012r 22 (55.9) 12 (30.5) 1 1/4 (3.2) 1,500 (682) 2 (0.91) b522   Bag 1 (0.45)

5112 24 (61.0) 12 (30.5) 1 1/2 (3.8) 2,500 (1,134) 2 (0.91) b522   Bag 1 (0.45)

2512 28 (71.1) 12 (30.5) 1 (2.5) 10,000 (4,536) 2 (0.91) b522   Bag 1 (0.45)

sectionalizer kit & insUlating link sticks

5012
5012Eh

the sectionALizer kit temporarily disconnects and isolates a 
section of line without interrupting service to the balance of the circuit. 
the entire operation of installation and removal of the sectionalizers can be 
performed with live line tools. particularly useful when circuits are interrupted 
as a result of conductor, insulation or pole failures. Service can be restored 
by cutting in sectionalizers to isolate the section of line that is in trouble. 

consists of 1-3/4” foam-filled fiberglass connected to a manually operated 
take-up device. the strain of the line is taken by means of the take-up device 
using the hook (cat. no. 1370H), which fastens on the end of the socket 
wrench (cat. no. 596FG or equal). the conductor is then cut and cleared.

the insuLAtinG Link sticks are designed to isolate rope, hoists, 
and blocks being used between energized conductors and a pulling device. 
they also provide dielectric properties if strap hoist becomes contaminated 
through field use. cat. nos. 2512, 2518, and 2524 are made with solid 
fiberglass. all insulating link sticks are proof tested and marked with WLL 
prior to shipment. other lengths and configurations available. all bags hold 
3 link sticks. Bags not included.

fiberglass used meets the requirements of asTm f711.

cat. No. DEscriptioN WEight 
  lbs. (kgs)

SEctionaLiZEr kit
1370sl Set includes: 3 of 1370a, 1 of 1370H, 1 of 1370FB 100  (45.3)

 
partS
1370a one Sectionalizer only, 25 kv, 36” (0.91 m) 12 (0.91)

1370h Hook with 1/2” drive 1 (0.45)

1370hr Hold down Hook with ring 1 (0.45)

1370v Wire Holder, 9/16” (1.43 cm) max. size wire 2 (0.91)

1370fb Box w/ inserts 44” x 12” x 16” (112 x 31 x 41 cm) 60 (27.22)

1370h

1370a

1370hr
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FerrUles & accessories

cat. No. DEscriptioN sizE WEight 
   oz (g)

HExaGonaL FErrULES
4efg 5/8”-11 - Zinc  1 1/4” (3.2 cm)  5 (156)

4efgm  insulated Hex Ferrule w/ Brass threaded insert 5/8”-11 1 1/4” (3.2 cm) 5 (156)

5efg 5/8”-11 - Zinc  1 1/2” (3.8 cm)  12 (373)

UnivErSaL FErrULES
44ufg aluminum with thumb Screw 1” (2.5 cm) 4 (124)

3400 aluminum with thumb Screw 1 1/4” (3.2 cm) 5 (156)

5efgu Zinc/Bronze with thumb Screw 1 1/2” (3.8 cm) 1 lbs. (450)

rivEtS
rh1881375 For 1” Ferrules 3/16” x 13/8” (5 x 34 mm) 1 (31)

rh1881625 For 1-1/4” Ferrules 3/16” x 15/8” (5 x 41 mm) 1 (31)

rh1882000 For 1-1/2” Ferrules 3/16” x 2” (5 x 51 mm) 2 (62)

HExaGonaL FErrULE kitS
4ek001 5/8”-11 - Zinc  1 1/4” (3.2 cm) 4 (124)

5ek001  5/8”-11 - Zinc 1 1/2” (3.8 cm)  4 (124)

UnivErSaL FErrULE kitS
4uk001 aluminum with thumb Screw 1 1/4” (3.2 cm) 4 (124)

5uk001  Zinc/Bronze with thumb Screw 1 1/2” (3.8 cm)  4 (124)

HandLE cLEanErS
2000sc Silicote cloth - 4 (124)

2001  towelette - 1 (31)

2002  1-Gal Bottle  - 9 lbs. (4 kgs)

2003  16 fl oz Spray Bottle  - 19 (.530)

capS
c100 1” (2.5 cm) cap - - 

c125  1 1/4” (3.2 cm) cap - -

c150  1-1/2” (3.8 cm) cap - -

Universal and 5/8”-11 threaded hex ferrules are available for 1” (2.5 cm), 1-1/4” (3.2 cm), 
and 1-1/2” (3.8 cm) diameter fiberglass handles. Ferrules include a disc and rivet.

kits include all material required to replace insulated stick ferrules. please specify 
size. Each kit includes: one ferrule, one rivet, one disc for handle, sandpaper, a two-part 
adhesive and instructions.

Use the siLicote cLoth to wipe dust and dirt from fiberglass insulating handles. 
cloth is specially treated with silicone which leaves a thin coating on the insulating handles. 
Grease, insulation marks, and other foreign matter should be cleaned from handles with 
fiberglass handle cleaner before using the silicote cloth. regular use of the silicote cloth 
will add to the life and safety of insulating handles. packaged with directions in resealable, 
plastic bag.

HanDle cleaner is formulated to clean and condition fiberglass handles. removes 
moisture and other contaminates such as dirt, tar and grease without harming finish and 
leaves a thin water-repellent coating.

4EFg

4EFgm

5EFg

44uFg

c100

c125

c150
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4155

storage For Hotsticks & tools

sALcor® tooL hoLDers secure tools to trailers, compartments and tool 
rooms. 12 per package. 

hotstick bAGs are constructed of heavy vinyl with double stitched seams. 
Flaps snap closed. 6” (152mm) wide and designed to hold sticks up to 4” (102mm) 
shorter than bag length shown on chart.

tubuLAr pvc storAGe contAiners  provide weather tight storage. 
kit includes two mounting brackets and four steel bolts with each 6” (152 mm) i.d. or 
4.1” (104 mm)  tube. Sized for tools 12” (305 mm) shorter than tube. Four mounting 
bolts 3/8” x 1.5” (9.5 x 38 mm) are supplied with each container. kit may be ordered 
without tubing or with mounting brackets only.

cat. No.          DEscriptioN  WEight Ea.  
     lbs.  (kgs)

1192  1.25  (32 mm) i.d. tool Holder 3.5 (1.6)

cat. No.   DEscriptioN /lENgth WEight Ea. 
          feet  (meters) lbs.  (kgs)

HotStick BaGS
4297 5  (1.5) .7  (.3)

4298 6  (1.8) .8  (.3)

4299 6’ 4”   (1.9) .9  (.4)

4300 7    (2) 1  (.4)

4301 8’4”   (2.5) 1.1  (.5)

4302 9  (2.7) 1.2  (.5)

4303 10’4”  (3) 1.4  (.6)

  
4” i.d. tUBULar pvc StoraGE kit 
4155 7  (2.13) 17  (7.7)

4156 9  (2.74) 20 ( 9)

 
6” i.d. tUBULar pvc StoraGE kit 
4167 6  (1.82) 20  (9)

4168 7  (2.13) 22  (10)

4169 9  (2.74) 26  (11.7)

 
cat. No. DEscriptioN/DimENsioNs WEight Ea. 
 in. (mm) lbs.  (kgs)

9822 kit for 6” (152) i.d. 6.6” (168) o.d.  8  (3.5)

9823 kit for 4.1” (104) i.d. 4.5” (114) o.d.  6  (2.7)

c4007 i.d. 4” (102) 7’ (2.13 m) 19  (8.62)

c4009 i.d. 4” (102) 9’ (2.75 m)  22  (9.98)

c4011 i.d. 4” (102) 11’ (3.35 m) 26  (11.79)

c4013 i.d. 4” (102)13’ (3.96 m) 29  (13.15)

 
containEr kitS
c4000 kit w/o Lock i.d. 4” (102) 6  (2.72)

c4000l kit w/ Lock i.d. 4” (102) 9  (4.08)

Hotstick Bag

5.75” (146 mm) or
8” (203 mm) width

1192
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rescUe Hook & static DiscHarge stick

insuLAteD rescue hook - Salisbury’s insulated rescue hook is an 
invaluable tool for any workplace. it is used to release a victim from contact. confined 
spaces, in vaults, or just near electrical cabinets and switch gear are some of the 
places where this tool is a must. insulated rescue hooks feature a foam-filled, 
fiberglass reinforced handle for superior electrical insulation and a coated, heat 
treated body hook with an 18” opening and are made in accordance with aStM 
Standard F711. the stick is available in the standard lengths of 6 and 8 feet. other 
lengths are available as a special order. contact us with your requirements.

stAtic DischArGe stick - the Static discharge Stick is designed to 
safely remove the static charge after de-energizing. this tool is pre-assembled and 
includes a brass alloy “U” hook, closed cell foam-filled tubular fiberglass switch 
stick made in accordance with aStM Standard F711. Static discharge sticks have 
6 feet of copper grounding cable attached to a Salisbury 1814 flat jaw, grade 3, 
bronze serrated clamp with strain relief.

cat. No. DEscriptioN / ft. (m) WEight 
   lbs. (kgs)

inSULatEd rEScUE Hook
24400 rescue Hook 3’ (0.9 m) length 3.4 (1.5)

24401 rescue Hook 6’ (1.8 m) length 4.5 (2)

24403 rescue Hook 8’ (2.4 m) length 5.5 (2.5)

 
Static diScHarGE Stick
20817 Static discharge Stick oaL 3’8” (1.08 m) length 8 (3.6)

22629 Static discharge Stick w/ Universal attachment 1’ (0.3 m) length .38 (0.17)

 
WArninG: DischArGe sticks Are not GrounDinG 
tooLs As DescribeD by oshA 1910.269 AnD cArry 
no FAuLt Duty rAtinG.

24401
rescue Hook 

(Shown with tool Holder)

20817

22629 sTaTic discharge sTick 
W/ universal aTTachmenT



www.salisbur ybyhoney well.com L-15

static DiscHarge sticks

a DischArGe hook is used to drain capacitive voltage. the probe is 
first used to make contact, then the hook can be used to make direct contact 
bypassing the fuse. the fuse gives added protection in case initial contact is 
accidentally made on energized equipment. Fuse is rated at 8 kv maximum, 
6 amperes continuous.

a DischArGe hook is a special discharging device used to de-energize 
capacitors and other voltage retaining components before maintenance work 
is performed. Mounting clip (cat. no. 1925Mc) is included. Standard handle 
length is 2 feet (0.61 m). other cable and handle lengths are available.

resistive DischArGe hooks/probes with resistors help 
eliminate initial surge current. Second hook bypasses resistors for residual 
discharge. resistive discharge hooks and probes use #6 flexible copper, 
clear-jacketed cable, a hand guard, hook or probe, and a 1” (2.5 cm) diameter 
fiberglass insulating handle. the handle complies with aStM F-711. all come 
with a clear pvc cover to protect resistors from damage from bumps and 
knocks. not all resistors fit all hooks. please note resistor’s outside diameter 
and length. Mounting clip (cat. no. 1925Mc) is included. other lengths and 
configurations are available.

for discharge only. do noT use as live line Tool 
or grounding device.

cat. No.  DEscriptioN  WEight Ea. 
    lbs.  (kgs)

FUSEd diScHarGE Hook
1930535415Q  Fused discharge Hook  10 (4.53)

 
diScHarGE Hook  grouND lEaD lENgth
1925   5’ (1.52 m)   2  (0.91)

19257   7’ (2.13 m)   2.5 (1.13)

19258   8’ (2.44 m)   3 (1.36)

192510   10’ (3.05 m)   4.5 (2.04)

192520   20’ (6.10 m)   5 (2.27)

 
rESiStivE diScHarGE Hook/proBES  
 haNDlE lENgth  grouND lEaD lENgth
19250005  23” (0.58 m)   5’ (1.52 m)  2 (0.91)

192500655 7’ (2.13 m)   10’ (3.05 m) 4.5 (2.04)

19250007  5’ (1.52 m)   7’ (2.13 m)  4 (1.81)

 
accESSoriES
1925mc   Mounting clip  3 oz (0.084)

1925dmc   Mounting clip with Hardware   4 oz (0.112)

1930535415Q
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tools

tooL heADs are used in live line applications. this equipment 
should be mounted on suitable handles to ensure proper distance 
from live conductors. Below are the choices of end fittings available. 
all tools have one of these three fittings.

Quick change end fitting
Has a 5/8”-11 threaded stud that threads 
into the top of a hexagonal ferrule. a 
hexagonal collar slides down and over the 
hexagonal ferrule making a strong, positive 
connection. a plastic safety clip is used 
to lock the quick change end fitting to an 
insulating handle.

universal end fitting
Gives the user the option to position and 
secure an universal tool head at several 
angles. it also allows meters to be attached 
to universal handles. Universal fittings can 
be installed on universal sticks by using the 
2500 shotgun adapter.

grip all or  
eye screw end fitting
For use with the clamp stick. the hook from 
the clamp stick is hooked through the eye 
hole of the eye screw, then drawn into the 
clamp stick and secured.

safety clip for Quick change
Locks a quick change tool head to handle.

320E .1 oz (3 g)

convertible adapter
3401Q changes Qc to U 1 lbs. (0.45 kgs)

3401tS  thumb Screw only 1 lbs. (0.45 kgs)

convertible adapter
2500 Shotgun adaptor .4 lbs (.2 kgs)

bayonet ferrule
installs/removes ground heads with bayonet 

studs.

98B* 1 lbs. (0.45 kgs)

Toggle & spring
the 1/2” (1.3 cm) square drive converts 

handles into a socket stick.

5900* 2 lbs. (0.91 kgs)

handle splice Joint & spring
Splices two handles together creating a 

flexible handle.

3302* 2 lbs (0.91 kgs)

* add suffix “U” for Universal, “Q” for Quick change
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alligator
4d* alligator 1 lbs.  (0.45 kgs)

universal system Tool blanket pin
USt 1 lb. (.45 kgs)

adjustable insulator fork
8300* 2 lbs. (0.91 kgs)

mechanical hand
1c* 1 lbs. (0.45 kgs)

inspection mirror
9900* 5” (12.7 cm) dia.  8 oz. (224 g)

prong disconnect
9970   .4 lbs (.2 kgs)

pin holder for clevis-Type insulators
2900* 1 lbs. (0.45 kgs)

convertible adapter
3402Q changes Qc to Ga 8 oz (224 g)

convertible adapter
3402U changes Ga to U 6 oz (168 g)

tools

cotter key installer
3500* 1 lbs. (.45 kgs)

Wrench attachment
9*  2 lbs. (0.91 kgs)

switch disconnect w/ hammer head
1900U  .19 lbs. (.08 kgs)

ratchet Wrench
4115  1/2” (12.7 mm) sq. drive .5 lbs (.22 kgs)

screwdriver
13* Screwdriver 8 oz (0.23 kgs)

hammer
165*  1 lbs. (0.45 kgs)

Quick change handle splice Joint
3301   2 lbs (0.91 kgs)

flex head socket Wrench
4114  1.2 lbs (.5 kgs)

clamp stick head
9834 clamp Stick Head 1.4 lbs (.6 kgs)

* add suffix “U” for Universal, “Q” for Quick change
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tools

rotary prong Tie head
4099    .6 lbs (.27 kgs)

pointed disconnect
9839    .4 lbs (.2 kgs)

double prong Tie head
4101     .5 lbs (.22 kgs)

light duty cutout prong
9971    .4 lbs (.2 kgs)

insulator fork
Used in handling ball and socket insulators.

8301* 2 lbs. (0.91 kgs)

heavy duty disconnect head
9969    .6 lbs (.3 kgs)

convertible adapter 
5/8” - 11 internal thread

3403 changes Qc to U 3 oz (93 g)

switch hook
190*  8 oz. (0.25 kgs)

dead end automatic sleeve applicator
dia. 1/4” to 1 1/2” (6.4 to 38 mm)

16      2 lbs. (0.91 kgs)

line hose applicator
2” x 18” (5.1 x 45.7 cm) jaws

1680* 4 lbs (1.81 kgs)

chuck blank
inside depth: 1/2” x 1 1/2” ( 13 x 38 mm)

9838    .4 lbs (.2 kgs)

hanging hook
attaches to all fiberglass handles.

190Hc  3 oz. (84 kgs)

cotter key remover
11* remover 12 oz (.38 kgs)

1101* Spring Loaded remover  12 oz (.38 kgs) 

locating drift
Use where aligning or hardware fitting is 

difficult.

8a*  2 lbs. (.91 kgs)

extension offset switch hook
Safely removes fuses from outdoor disconnects.

190001*  Steel 1 lbs. (0.45 kgs)

190002* aluminum/Bronze 1 lbs. (0.45 kgs

* add suffix “U” for Universal, “Q” for Quick change
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tools

Tree / Wire hook
4236    .36 lbs (.2kgs)

pig Tail disconnect 
9878  .4 lbs (.2 kgs)

4108 tubular Line cleaner 1.3 lbs (.6 kgs)

4109 replacement Brush    .5 lbs (.22 kgs)

4111     “v” Line cleaner  1.3 lbs (.6 kgs)

4113    replacement Brushes (10)  

 3 lbs (1.4 kgs)

152*     “v” Brush             1.5 lbs. (0.68 kgs)

152B   replacement Brush  3 ozs.  (.09 kgs)

1520010GaH

Brush w/ Handle & cover      1 lbs. (0.45 kgs)

1521* Semi-tube Brush 1.5 lbs. 

(0.68 kgs)

1521B replacement Brush 12 ozs. 

(0.37 kgs)

1521003* Semi-tube Side Brush 

  1.5 lbs. (0.68 kgs)

4103 Handle for pruning Saw 

.5 lbs (.22 kgs)

Wire grip
Grips conductor, has hole for block or line 

hook. WWL for grip  is 1,000 lbs (454 kgs) at 

a 4:1 ratio.

3600*     opening min. 5/16” max. 7/8” 2 lbs 

(7.9 mm, 2.2 cm)         (0.91 kgs)

3601*   opening min. 1/2” max. 1-1/2” 3 lbs.

(1.3 cm, 3.8 cm)           (1.36 kgs)

ga adapter w/ square drive &  
spring-loaded socket
3402L5934          1/2” (1.3 cm) Square drive

  3/4” (1.9 cm) Socket 

2 lbs (0.91 kgs)

pig Tail
5c2* 7/8” (2.2 cm) opening 1 lbs. (.45 kgs)

5c3* 1-1/2” (3.8 cm) opening 2 lbs. (.91 kgs)

5c4 2” (5.1 cm) opening 2 lbs. (.91 kgs)

* add suffix “U” for Universal, “Q” for Quick change
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Mounted on 12” (30.6cm) fiberglass pole

4105 tree pruner - Universal

 25’ (7.62 m) of line 

  4 lbs. (1.81 kgs)

7992FGQ       tree pruner - Quick change

   12’ (3.06m) of line 

  4 lbs. (1.81 kgs)

tools

Wire gauges
860002* aluminum Fits:#4 to 397.5   

1 lbs. (0.45 kgs)

860004*    acSr/aluminum Fits: #4 to .556  

1 lbs. (0.45 kgs)

860005* copper Fits: #8 to 4/0 

1 lbs. (0.45 kgs)

4102   Fixed Blade tie Head   .5 lbs (.22 kgs) 4100   rotary Blade tie Head    .7 lbs (.3 kgs)

4104  pruning Saw w/ 18”(457 mm) blade 

  .5 lbs (.22 kgs)

4106 curved Blade Skinning knife   

 .4 lbs (.2 kgs)

4107        replacement Blade  .1 lbs (.04 kgs)

7991* pruning Saw w/ 14” (35.6 cm) 

 1 lbs. (0.45 kgs)

7991WS Saw Sheath         .5 lbs. (0.22 kgs)

Test point cap seal cleaner
1520006*  1lbs. (0.45 kgs)

* add suffix “U” for Universal, “Q” for Quick change
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armor roD tools, JUmPer HeaDs & Penta sockets

cat. No. DEscriptioN WEight 
   lbs. (kgs)

arMor rod tooLS
124* armor rod applicators 2 (0.91)

1241* Formed Wire tools 2 (0.91)

 

pEnta SockEt
590001s 3/4” (19 mm) penta head Socket only 1 (0.45)

590001 “t” Wrench with 3/4” (19 mm) penta head Socket 1 (0.45)

590002 Speed Wrench with 3/4” (19 mm) penta head Socket 2 (0.91)

59p34916sd penta Wrench, 3/4” (11 mm), 9/16” (14 mm), and Screw driver 3 (1.36)

5900017/16T “t” Wrench with 3/4” (11 mm) penta head Socket and 7/16” depth 1 (0.45)

593412phT “t” Wrench with 3/4” (11 mm) and 1/2” (13 mm) penta head Sockets 1 (0.45)

cat. No. DEscriptioN max. opENiNg coNtiNuous WEight 
    Duty lbs. (kgs)

JUMpEr HEadS WitH tHrEadEd adaptErS
98sadga Grip all Wide Jaw 1-9/16” 600 amps 3 (1.36)

* add suffix “Q” for quick change, “U” for universal, “HdQ” for heavy duty w/ quick change, “HdU” for 
heavy duty w/ universal.

the JuMper heADs have a maximum opening of 19/16” 
(4.0 cm) and are designed with built-in universal joints in order to 
accommodate installation lines at an angle. the jumper heads have 
a quick action tightening screw for fast closing. threaded adapters 
are used to accept 5/8-11 threaded non-shrouded ferrules. a hose 
clamp is included for connection strain relief.

Use the pentA socket to tighten or loosen special 3/4” 
(19 mm) penta head sockets. comes with a “t” handle. can be 
used with any 1/2” (13 mm) drive wrench.

590001s

590002

590001

124Q1241Q

98saDga

593412pht
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FUse PUller tools

the standard Fuse puLLer heads (cat. no. 92Q) have 
plastic jaws that fit fuses from 3/4” (1.9 cm) to 2” (5.1 cm) 
diameter. Heads are pivotally mounted to permit adjustment 
to any angle. to tighten the jaws, just rotate the handle. the 
insert jaws (cat. no. 190nLF) for the 1-3/16” (2.1 cm) diameter 
liquid filled fuse are held on the fuse puller with springs. the 
attachment on the end of each fuse puller is cat. no. 190Q, 
quick change switch hook. other lengths available. Bag not 
included. Fiberglass handle diameter: 1-1/4” (3.2 cm). 

cat. No. DEscriptioN haNDlE lENgth WEight 
    lbs. (kgs)

FUSE pULLEr tooL
196fgQ Quick change 6’6” (1.98 m) 5 (2.27)

196fgu  Universal 6’6” (1.98 m) 5 (2.27)

198fgQ Quick change 8’ (2.43 m) 6 (2.72)

198fgu Universal 8’ (2.43 m) 6 (2.72)

partS
92Q Head only, Quick change - 2 (0.91)

92u Head only, Universal - 2 (0.91)

190Q Switch Hook, Quick change - 1 (0.45)

190nlf insert Jaws for 13/16”  
  (2.1 cm) diameter S & c Liquid Fuse - 1 (0.45)

cat. No. DEscriptioN maximum WEight 
   DiamEtEr lbs. (kgs)

FUSE pULLEr HEadS
9209Q Liquid Fuse, Quick change 13/16”   (2.1 cm) 3 (1.36)

9209u Liquid Fuse, Universal, Head only 13/16” (2.1 cm) 3 (1.36)

92225001Q Quick change 2 1/4”   (5.7 cm) 3 (1.36)

92225001u Universal 2 1/4” (5.7 cm) 3 (1.36)

92225001ga Grip all 2 1/4” (5.7 cm) 3 (1.36)

92Q

190Q
190NlF

9209Q

92225001Q
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connector tool HeaDs & Parallel groove clamP

1800cQ

1800ss

72cQ

the pArALLeL Groove cLAMp tooL accommodates 
cap-screw type parallel groove clamps (one, two and three bolt 
types). the parallel groove tool head clamps can be installed from 
almost any angle by use of the universal ball clamp. the handles are 
fiberglass, with the operating handle having a diameter of 1” (2.5 
cm) and the stationary handle 1-1/4” (3.2 cm). Bag not included. 
other lengths available.

the vise type connector tooL installs and removes 
all sizes of single bolt vise type connectors on energized lines. With 
this tool it is possible to install connectors on a line as efficiently 
as when done by hand. the handles are fiberglass. the operating 
handle is 1” (2.5 cm) in diameter and the stationary handle is 1-1/4” 
(3.2 cm) in diameter. Bag not included. other lengths available.
order operating sticks separate.

cat. No. DEscriptioN WEight 
   lbs.   (kgs)

paraLLEL GroovE cLaMp tooL HEad
1800cQ  Quick change Head  3 (1.96)

1800cu  Universal Head  3 (1.96)

1800cQs  Quick change Head with top Hook  3 (1.96)

 
paraLLEL GroovE cLaMp tooL SockEt
1800ss  9/16” (1.4 cm)  1 (0.45)

1800sm  3/4” (1.9 cm)  1 (0.45)

1800sl  15/16” (2.4 cm)  1 (0.45)

 
connEctor tooL viSE tYpE HEad
72cQ  Quick change Head only  3 (1.96)

72cu  Universal Head only  3 (1.96)

 
connEctor tooL viSE tYpE
72s3/8  3/8” (0.95 cm) 2 oz. (45 g)

72s9/16 9/16” (1.4 cm) 2 oz. (45 g)

72s3/4 3/4” (1.9 cm) 2 oz. (45 g)
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HanD tools

all insuLAteD ADJustAbLe Wrenches have a spring 
to prevent the jaws from accidentally moving while in use. these 
wrenches have a 12” (30.5 cm) wrench head and are supplied with 
a 1-1/4” (3.2 cm) diameter fiberglass handle.

insuLAteD rAtchet Wrench comes with a 1-1/2” 
(3.2 cm) fiberglass handle. Standard 1/2” (1.3 cm) square drive.

the insuLAteD rAtchet Wrench For cLAMp 
top has an 1-1/4” (3.2 cm) diameter fiberglass handle with  eye 
on end for use with a clamp top tool (cat. nos. 44cQ or 44cU).

the toGGLe hAnDLe is used to convert any double threaded 
ferrule stick to a toggle handle for torquing requirements.

cat. No. haNDlE lENgth WEight 
   lbs. (kgs)

inSULatEd adJUStaBLE WrEncH
1160 12” (30.5 cm) 1 (0.45)

1161 18” (45.7 cm) 2 (0.91)

1162 24” (61.0 cm) 3 (1.36)

 
inSULatEd ratcHEt WrEncH
4412 12” (30.5 cm) 2 (0.91)

4418 18” (45.7 cm)  3 (1.36)

 
inSULatEd ratcHEt WrEncH For cLaMp top
44cfg 8” (20.3 cm) 2 (0.91)

 
toGGLE HandLE
1258heQ Quick change - 8” (20.3 cm) 1 (0.45)

44cFg1258hEQ

1161
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cUtters

Live Line Lever cutters are compound shear cutters made 
from a heat-treated alloy steel. the stationary handle is 1-1/2” (3.8 cm) in 
diameter and the operating handle is 1” (2.5 cm) in diameter. For cutting tie 
wires, jumper taps and conductors up to 2/0. Larger wires should be cut with 
acSr lever cutters. Bags available. not for use on acSr.

the ALL ALuMinuM & soFt copper cutter cutting head is 
adapted to fiberglass handles for live line work on underground and overhead 
conductors. For use on aluminum up to 750 kcmil and copper to 500 kcmil. 
Bags available. 
not for use on acSr or steel.

Acsr cutters With perMAnent heADs cut acSr up to 
396 kcmil. the cutting head is permanently attached. Bags available. 

the soFt cAbLe cutter With reMovAbLe heAD is 
lightweight, rugged and strong. the two-handed cutter head gives clean, 
shearing cuts. Bags available. not for use on acSr or steel.

cat. No. DEscriptioN WEight 
   lbs. (kgs)

LivE LinE LEvEr cUttErS
3004fg  4’ (1.22 m) 11 (4.99)

3006fg  6’ (1.83 m)  11 (4.99)

3008fg  8’ (2.44 m)  11 (4.99)

 
aLL aLUMinUM & SoFt coppEr cUttErS
670 24” (61.0 cm) 5 (2.27)

672 36” (91.4 cm) 7 (3.18)

 
acSr cUttErS WitH pErManEnt HEadS
67130acfg  30” (76.2 cm) 34” (86.4 cm)  5 (2.27)

3008Fg

cat. No.  maximum caBlE sizE  haNDlE WEight 
 copper power aluminum power communication length lbs. (kgs)

SoFt caBLE cUttEr WitH rEMovaBLE HEad
670001 500 kcmil  750 kcmil  1 3/8” (3.5 cm)  24” (61.0 cm)  5 (2.27)

6700011  750 kcmil  1200 kcmil  1 3/4” (4.5 cm)  24” (61.0 cm)  6 (2.72)

671001  500 kcmil  750 kcmil  1 3/8” (3.5 cm)  30” (76.2 cm)  5 (2.27)

6710011  750 kcmil  1200 kcmil  1 3/4” (4.5 cm)  30” (76.2 cm)  7 (3.18)
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transFormer gin assemblY & tool Frame

trAnsForMer Gin AsseMbLies are designed to lift 
transformers, cross arms and other items used in pole construction. 
assembly consists of a pole with ferrules, top fitting, center fitting, 
base fitting and protective bag for the pole. Has a balanced or 
*unbalanced safe working load limit of 2,500 lbs. (1,134 kgs), at 
a minimum of 18” apart. the working load limit (WLL) is the total 
load on the gin assembly including load to be lifted, pull on fall line 
and friction. rope and block assembly not included.

the tooL FrAMe is a convenient place to hang tools when 
they are not in use, has swivel eye allowing the frame to rotate.

the rope-snibbinG brAcket attaches to the pole and 
provides a safe place to tie lines or hook blocks when handling loads.  

WArninG: tAGGinG LoADs WorkinG 
LoAD LiMit subJect Gin to siDe 
LoADinG thAt WiLL reDuce WLL.

cat. No. DEscriptioN  WEight Wll 
   lbs. (kgs)

traNsFormEr giN assEmBly

112  transformer Gin assembly  89 (40.36)  2,500 lbs

 
tranSForMEr Gin aSSEMBLY
100T tool Frame  1 (0.45) -

100Tr  tool Frame with rope and Snap  2 (0.91) -

 
ropE-SnUBBinG BrackEt
8200  pole type Bracket with rings, chain Length: 51” (1.30 m)  10 (4.55) -

8200s  pole type Bracket without rings chain Length: 51” (1.30 m)  10 (4.55) -

112

100tr 8200 8200s
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cross arm gin & transFormer gin assemblies

cross ArM Gins are used on cross arms when only one conductor 
needs to be raised. Use the arm gin to change insulators; apply an armor 
rod to a conductor; raise a conductor from a lower position to the cross arm, 
or lower the conductor. the 2-1/2” (6.4 cm) diameter fiberglass pole has 
two eyes at the top in which to hook the block line and tie back line. the 
base fits a 4-3/4” x 5-7/8” (12.1 x 14.9 cm) cross arm. included shims are 
needed for smaller arms.

the trAnsForMer Gin AsseMbLy is made from steel. can be 
installed on the pole by one lineman with the single alloy chain. the assembly 
can also be installed over a cross arm. Blocks can be installed in the eye 
or from the shackle provided. rope guides for the fall line are located on 
both sides of the gin assembly. the gin assembly has a safe working load 
limit of 2,000 lbs. (907 kgs).the safe working load limit is the total load 
on the gin assembly including load to be lifted, pull on fall line and friction. 

WArninG: tAGGinG LoADs WiLL subJect Gin 
to siDe LoADinG thAt WiLL reDuce the WLL.

the heAvy Duty trAnsForMer Gin AsseMbLy designed for 
easy installation on the pole with a 5/16” high test chain and tightening handle. 
the gin can also be installed over a cross arm. the assembly has a safe working 
load limit of 5,000 lbs. (2,268 kgs). the safe working load limit is the total load 
on the gin assembly including load to be lifted, pull on fall line and friction. 

WArninG: tAGGinG LoADs WiLL subJect Gin 
to siDe LoADinG thAt WiLL reDuce the WLL.

cat. No. lENgth WEight Wll 
   lbs. (kgs) lbs.

croSS arM Gin
7003  3’ (0.91 m)  12 (5.44)  600 (272)

7004  4’ (1.22 m)  12 (5.44)  600 (272)

7005  5’ (1.52 m)  13 (5.90)  600 (272) 

 
tranSForMEr Gin aSSEMBLY
133 - 25 (11.34) 2,000 

 
HEavY dUtY tranSForMEr Gin aSSEMBLY
1200sl - 39 (17.73) 5,000

133

1200sl

7004
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groUnD roD Drivers & Framing Jack

GrounD roD Drivers are 60” (1.52 m) long and drives 5/8” 
(1.6 cm) ground rods deep by concentrating impact directly to the rod. 
Light-weight and easy-to-use. drives 1/2” (1.3 cm) ground rods with less 
effort than conventional methods. discs surrounding the handle protect 
hands from walls, shrubbery and the sliding parts. 

ADApter for 5/8” (1.6 cm) ground rod are available. 

the FrAMinG JAck is designed to lift the largest poles with ease 
and safety. the framing jack slips under a pole lying flat on the ground and 
raises it without danger of it toppling over. Measures 15” (38.1 cm) long.
WLL at 2:1 - 3,000 lbs. (1,357 kgs).

cat. No. DEscriptioN lENgth WEight 
    lbs. (kgs)

GroUnd rod drivErS
1350  Ground rod driver  60” (1.52 m)  45 (20.40)

 
adaptErS
1350058a  For 5/8” (1.6 cm) Ground rods  - 1/2 (0.21)

 
FraMinG Jack
640001  Framing Jack with ratchet Wrench  - 58 (26.38)

6400b  ratchet Wrench only  - 1 (0.45)

1350

1350034a

640001

6400B
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temPorarY siDe arms & transFer arms

the teMporAry trAnsFer ArM is used to change crossarms, 
insulators or poles on short spans up to and including 15 kv phase to phase. the 
mast (cat. no. 1306M) is 2-1/2” in diameter by 6 feet (1.82 m) long. the horizontal 
arm (cat. no. 1340WHF8) is 2-1/2” in diameter by 8 feet (2.44 m) long. the arm 
has a balanced load rating of 600 lbs. (272 kgs); unbalanced at 150 lbs. (68 kgs). 

the teMporAry siDe ArM - poLe MounteD holds energized 
conductors during replacement of poles and repair or replacement of insulators. 
it is made of 2-1/2” (6.3 cm) diameter foam-filled fiberglass with removable and 
adjustable wire holders. Each arm has a strap hoist or chain binder. Specify length 
of arm and number of wire holders needed. Side arms without insulators are rated 
for 15 kv; with insulators, 35 kv. Eight foot side arm includes arm support. WLL: 
4 Ft (1.22 M) - 300 LBS. (136 kgs)

the 6 foot (1.83 m) side-mounted teMporAry siDe ArM - cross 
ArM MounteD has 2 wire holders and is used as a temporary conductor 
holder while replacing or repairing existing conductors or insulators. Made from 
2 1/2” diameter foam-filled fiberglass. Both wire holders are adjustable and 
removable. Units without insulators are rated for 15 kv and 35 kv with insulators.
WLL: 300 LBS. (136 kgs) or 150 LBS. (68 kgs) pEr WirE HoLdEr.

cat. No. NumBEr oF arm WEight 
 WirE holDErs length lbs. (kgs)

tEMporarY SidE arM - poLE MoUntEd 
nYLon Strap BindEr WitH inSULatorS
156024ni 2 4’ (1.22 m) 17 (7.71)

 
nYLon Strap BindEr WitHoUt inSULatorS
156024n 2 4’ (1.22 m) 16 (7.26)

 
cat. No. For cross arm sizE WEight 
  lbs. (kgs)

tEMporarY SidE arM - croSS arM MoUntEd WitH inSULatorS
15466i 6” x 6” (15.2 x 15.2 cm)  23 (10.43)

 
cat. No. WEight 
 lbs. (kgs)

tEMporarY tranSFEr arMS WitH inSULatorS
13068i 65 (29.48)

 
tEMporarY tranSFEr arMS WitHoUt  inSULatorS
13068 65 (29.48)

 
tEMporarY tranSFEr arMS inSULatorS
1309gib 1 (0.45)

 
WirE HanGEr WitHoUt inSULatorS
1300Wh 3 (1.36)

 
tEMporarY SidE arM WirE HanGEr WitHoUt inSULatorS
1309d 2.5 (1.13)

13068i
complete Unit

1300Wh

156024Ni
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Fiberglass Hot clamPsticks rePair Parts list
external rod

rEF. No. cat. No. DEscriptioN

 1 20178 Guide assembly

 2 20260 roll pin .125” dia. x .5” Lg. (3.2 x 13 mm)

 3 20174 Ferrule

 4* 20265-1 operating rod

 5* 20381 operating rod Guide

 6 20250 Handguard Sleeve

 7 20114 Hotstick Blank 1.25” dia. (32 mm)

 8 20262 roll pin .125 dia. x .56 Lg. (3.2 x 14 mm)

 9 20251 operating rod connector

 10 20258 Hex Socket Set Screw .375-16 x 1.25

 11 20257 Flat Head Screw 10-32 x 1.125 Lg. (254-813 x 29)

 12 20253 adjustment Block

 13 20254 compression Spring

 14 20139 Button

 15 20263 roll pin .125 dia. x .75 Lg. (3.2 x 19)

 16 20445 10-32 Hex Jam nut

 17 20443 Hex Head Machine Screw 10-32 x 1.25

 18 20140 trigger

 19 20255 torsion Spring

 20 20141 Handgrip

 21 20142 rack for Handgrip 

 22 20257 Flat Head Screw 10-32 x 1.125 Lg. (254-813 x 29)

 23 20252 Handgrip Sleeve

 24 1959 End cap

 25 20176 Jaw Hook

 26 20332 roll pin .25 dia. x .47 Lg. (6 x 12)

 27 20470 Hook Spring

 28 20177 Hook Holder

assEmBly No. DEscriptioN coNsist oF parts

4317 Hook assembly 25, 26, 27, 28



INSULATORS
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INSULATORS



www.salisbur ybyhoney well.com M-3

Silicone inSulatorS

Unibody insulators have end fittings sealed with 
silicone to eliminate any possibility of moisture or 
contamination from reaching the fiberglass rod.

Silicone compoSite inSulatorS combine the technologies of a 
fiberglass reinforced rod, metal fittings and our extensive knowledge of elastomeric 
insulation to produce a high quality composite insulator. Since 1980, thousands of 
Silicone Insulators have been installed by utilities worldwide in a variety of environments. 
Continued outstanding performance is proof of their superior quality and design.

DeSign: Unibody Design insulators are one-piece injection molded directly to the 
rod and sealed to the end fittings with a bead of silicone to give the insulator high 
dielectric strength and protect it from all environmental conditions. This design is used 
for standard distribution dead end/suspension insulators.

FiberglaSS roD: A high quality fiberglass reinforced rod is the core of every 
insulator with ultimate mechanical strength at least twice the maximum working load.

enD FittingS: Standard distribution dead/end suspension units are supplied 
with clevis and tongue fittings meeting ANSI C29 specifications. Ball, socket and eye 
fittings are also available. All are made of hot dipped galvanized high strength carbon 
steel and have an ultimate tensile strength rating of 15,000 pounds. All end fittings 
on dead/end suspension insulators are attached by compression. Every insulator is 
proof tested to verify the crimp. 

Dimensions Rated Voltage (KV) 15 25 35

Section Length (mm) 345 ± 15 430 ± 35 525 ± 55

Leakage Distance (mm) 430 640 850

Minimum Arcing Distance (mm) 210 301 398

Electrical
Ratings

Low Frequency Flashover Dry 100 131 166

Voltage Test (60Hz) (KV) Wet 82 111 138

Critical Impulse Flashover Positive 159 221 279

Voltage Test (KV) Negative 185 251 320

Radio Influence Voltage Data (µV) Max. Voltage < 1 < 1 < 1

Mechanical
Ratings

Failing Load Test (KG) >7000 >7000 >7000

Number of Sheds 4 6 8

iSulatorS Specification
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Si SerieS Silicone inSulator 
15kV to 35kV DeaD enD/SuSpenSion, tongue & CleViS

Unibody insulators have end 
fittings sealed with silicone 
to eliminate any possibility of 
moisture or contamination from 
reaching the fiberglass rod.

the Si SerieS oF Silicone inSulatorS features 
a silicone formulation weathershed material. Salisbury combined 
the excellent hydrophobic and electrical qualities of silicone with 
an optimum weathershed design and corrosion resistant fiberglass 
rod to produce a state-of-the-art insulator which meets or exceeds 
industry requirements. The insulators were tested in accordance 
with ANSI C29 and IEC1109. End fittings are hot dipped galvanized 
high strength carbon steel, providing a 15,000 pound ultimate tensile 
strength. 100% proof testing ensures trouble-free installation.             
ruS accepteD.
 

  9501U-SI 9502U-SI 9503U-SI

Class  DS-15 DS-28 DS-35

No. of Weathersheds  4 6 8

Length-in ( m )  13.5 ( .34 ) 17.5 ( .45 ) 21.3 ( .54 )

Dia. of Weathersheds-in ( mm )  3.8 ( 97 ) 3.8 ( 97 ) 3.8 ( 97 )

Leakage Distance-in ( m )  17.1 ( .44 ) 26( .66 ) 35.1 ( .89 )

Dry Arc Distance-in ( m )  8.4 ( .22 ) 12.13 ( .31 ) 16 ( .41 )

Flash Over Voltage Critical Impulse, Pos 173 217 258

 Critical Impulse, Neg 250 310 340

    Dry, 60 Hz 97 145 168

    Wet, 60Hz 67 115 137

Radio Influence Test, kV Ground 15 25 25

 Max RIV-1000kHz µV 1 1 uV

Ultimate Strength lbs. 15,000 15,000 15,000

FRP Rod Dia.-in ( mm )  .73 ( 18.63 ) .73 ( 18.63 ) .73 ( 18.63 )

Typ. Appl-kV, Ø-Ø  15 27 35

Net Weight ea.-lbs. ( kgs )  2.6 ( 1.20 ) 3.1 ( 1.39 ) 3.5 ( 1.57 )

L
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the 9502l-ep Silicone inSulator
27kV 

The 9502l-ep Silicone inSulator combines two 
essential characteristics: Performance and Innovation

perFormance - The 9502L-EP is the only composite insulator 
manufactured as a replacement for two 10” (254mm) porcelain disks. 
Installation is limited to horizontal dead-end applications only.

innoVation - Unlike any other insulator on the market, the unique 
shed design of the 9502L-EP minimizes the material content without 
compromising electrical or dimensional requirements.

End fittings are hot dipped galvanized high strength carbon steel.

Must be used as a dead end insulator only.

ruS accepteD.

  9502L-EP

No. of Weathersheds  5

Length-in ( m )  11.5 (. 29 )

Dia. of Weathersheds-in ( mm )  5 ( 127 )

Leakage Distance-in ( m )  22 ( .56 )

Electrical Critical Impulse 189

   Ratings Dry, 60 Hz 116

   kV Wet, 60 Hz 92 
 

Radio Test--kV Ground 20

   Influence Max RIV--1000Hz µV 1 
 

Typ. Appl--kV, Ø-Ø  27

Ultimate Strength-SML- lbs / kN 15000 / 70

Net Weight ea.-lbs ( kgs )  2.8  ( 1.3 )

L
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National Disaster Response Program
After Hours Emergency Customer Service

Do you know what to do 
in times of disaster?

Do you know who to contact
 in case of emergency?

You can count on Salisbury, 
to be there when you need it most.

Salisbury understands your safety needs. But, 
Salisbury also understands that your safety 
needs don’t always happen between 9 am and 
5 pm. This is why Salisbury has developed the 
National Disaster Response Emergency Contact. 

Salisbury’s National Disaster Response will be 
able to help your emergency safety product 
orders and customer service needs. While 
facing national disasters and weather related 
catastrophes, Salisbury will be there.

You can now contact Salisbury after regular business hours during severe emergencies using our new NATIONAL 
DISASTER RESPONSE Contact Line. This new contact line allows product ordering, even after-hours and 
weekends. A National Disaster Response Team is ready to fulfill your emergency order requirements around the 
clock during national and international severe weather or natural disasters such as Winter Ice Storms, Tornadoes, 
Tropical Storms, Hurricanes and Earthquakes. 

Our team is ready to fulfill emergency orders of Personal Protective Equipment and Linemen Utility Products 
required to (1) Restore electrical power and utilities to U.S. and Global regions as a result of natural disaster and 
(2) provide Personal Protective Equipment to the Industrial or Utility work force resulting from natural disaster. 

Salisbury Customer Service Department 
in Bolingbrook, IL during regular business hours:

877-406-4501
Monday - Friday 7:30 am - 5:00 pm

Central Standard Time

National Disaster Response emergency contact 
for after-hours and weekend emergencies as defined above. 

866-957-7515
National Disaster Response After-Hours

Emergency Contact

NatioNal DiSaSter reSpoNSe program:
after Hours emergency Customer Service



VOLTAGE DETECTORS
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VOLTAGE DETECTORS

FAQ
Q: Are there any precautions, besides wearing the proper safety equipment, when using 

voltage detectors?

A: Yes, do not assume conductors that have been tested de-energized will stay de-energized. 
Always install proper grounding devices before working. Failure to do so may result in 
serious injury or death.

4160     
2400

8320     
4800

12000   
6930

12470    
7200

13200    
7620

13800   
7970 

20780   
12000

22860   
13200 

24940 
14400 

34500   
19920

46000 
26560

69000  
39840

115000 
66400

138000 
79670 

161000 
92950

230000 
132790 

345000 
199190

500000 
288680

240 v

4.2kV

15kV

25kV

35kV

46kV

69kV

115kV

230kV

345kV

500kV

15kV    
URD
25kV    
URD
35kV    
URD

System Voltage - (Phase to Phase/Phase to Ground)Detector 
setting 

URD TEST POINTS ONLY

voltage detection aPPlication chart

The above matrix identifies Salisbury by Honeywell Models 4244, 4544, 4344, 4644, 4444, 4744, voltage detector applications settings for given system voltage.
By selecting a detector voltage higher than the system voltage setting, the sensitivity of the detector is reduced and it may not detect the system voltage tested.
Always install an appropriate grounding system before working on any conductors.

green - Recommended foR use.
The cells highlighted in green identify appropriate detector settings for a 
given system voltage.

red - neveR select a detectoR setting indicated by a Red cell foR 
a given system voltage. 
The detector may not indicate voltage present and serious injury or death 
may result.

              Cat. No.  DimeNsioNs settiNgs Weight ea. 
stD. moDel  self test moDel in. (mm) phase to phase lbs. (kgs)

 4244 4544 11 x 3.5 (279.4 x 89) Off / 240 V / 4.2 kV / 15 kV / 25 kV / 35 kV / 69 kV / 115 kV / 230 kV 0.937 (.43)

 4344 4644 11 x 3.5 (279.4 x 89) Off / 240 V / 4.2 kV / 35 kV / 69 kV / 115 kV / 230 kV / 345 kV / 500 kV 0.937 ( 43)

 4444 4744 11 x 3.5 (279.4 x 89) Off / Test-240 V / Battery / URD:15 kV / 25 kV / 35 kV 0.937 (.43) 
    Overhead: 4.2 kV / 15 kV/ 25 kV / 35 kV / 46 kV / 69 kV

YelloW - suitable foR use only undeR special ciRcumstances.

The cells highlighted in yellow may be used in specials circumstances. 
These circumstances may include the detection of voltage on an under-
built circuit with induced voltage sufficient to cause a detection alarm. 
For example: In the 25kV setting the tester may not detect lower voltages 
at the required 8 to 10 inches from the conductor.  However it may detect 
lower induced voltage, e.g. 5kV at 1” from the conductor.
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Cat. No. DimeNsioNs settiNgs Weight ea. 
 in. (mm) phase to phase lbs.  (kgs)

4544 11 x 3.5 (279.4 x 89) Off / 240 V / 4.2 kV / 15 kV / 25 kV / 35 kV / 69 kV / 115 kV / 230 kV 15 oz.  (.4)

4644 11 x 3.5 (279.4 x 89) Off / 240 V / 4.2 kV / 35 kV / 69 kV / 115 kV / 230 kV / 345 kV / 500 kV 15 oz.  (.43)

4744 11 x 3.5 (279.4 x 89) Off / Test-240 V / Battery / URD:15 kV / 25 kV / 35 kV 15 oz.  (.43) 
  Overhead: 4.2 kV / 15 kV / 25 kV / 35 kV / 4 6kV / 69 kV

4745 11 x 3.5 (279.4 x 89) Off / Test-240 V / Battery / URD:4.8 kV / 7.2 kV / 16 kV 15 oz.  (.43)  
  Overhead: 2.4/4.2 kV / 4.8/8.3 kV / 8.0/13.8-7.2 / 12.5 kV / 14.4/25-16/27.6 kV / 44 kV

 
COMPLETE KIT
4556  1-4544 Detector 240 V to 230 kV, 1-21517 Case, 1-2500 Shotgun Adapter 2  (.91)

4667  1-4644 Detector 240 V to 500 kV, 1-21517 Case, 1-2500 Shotgun Adapter 2  (.91)

4769  1-4744 Detector 240 V to 69 kV, 1-21517 Case, 1-2500 Shotgun Adapter 2  (.91) 

 
ACCESSORIES
2500  Shotgun Adapter .4  (.2)

21517 12 x 8 x 4.5 (305 x 203 x 114) Storage Case 1  (.45)

SelF TeSTing VolTAge deTecTor KiTS - Salisbury’s 
self-testing voltage detectors allow testing to be continuous and automatic. 
An intermittent flash and beep confirms the detector is functioning properly.

Self-testing voltage detectors are used to verify live or de-energized 
conductors. These detectors may be used with insulating rubber gloves 
or hotsticks using the splined universal end fitting. Testers indicate 
voltage with an extra bright LED light and a distinctive audible signal. It 
is recommended that the tester be moved closer to the conductor until 
a warning is indicated, or it touches the conductor, apparatus or test 
point. Each tester includes three “C” batteries. 

The need for additional PPE can be minimized by confirming that there 
is no electrical hazard present before work is performed. This can be 
determined by using a Salisbury voltage detector attached to a insulating 
hotstick of a length long enough to keep the worker outside of the arc 
flash boundary.

The Salisbury voltage detector alarms in the proximity of electric fields, 
so that it is not necessary to make physical contact with the equipment 
being checked. It is made of non-conductive materials, meaning that it 
will not conduct electricity nor will it cause an arc flash, even if contact 
with energized equipment is made.

voltage detectors
Self TeSTing Audio / ViSuAl

Do not assume conductors that have been tested 
de-energized will stay de-energized. Always install 
proper grounding devices before working. Failure to 
do so may result in serious injury or death.

WArning
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voltage detectors
Audio / ViSuAl

test procedures
To assure unit is in operable condition switch tester into “Test-240V” 
position. The detector may now be tested in several different ways.

1. Place head as marked against live wire outlet or equivalent 
above 110 V A.C.

2. Rub the head as marked on cloth or clothing to obtain static 
charge. Unit will only indicate intermittently.

TeST ProcedureS

Cat. No. DimeNsioNs settiNgs Weight ea. 
 in. (mm) phase to phase lbs. (kgs)

4244 11 x 3.5 (279.4 x 89) Off / 240 V / 4.2 kV / 15 kV / 25 kV / 35 kV / 69 kV / 115 kV / 230 kV 15oz.  (.43)

4344 11 x 3.5 (279.4 x 89) Off / 240 V / 4.2 kV / 35 kV / 69 kV / 115 kV / 230 kV / 345 kV / 500 kV 15oz.  (.43)

4444 11 x 3.5 (279.4 x 89) Off / Test-240 V / Battery / URD: 15k V / 25 kV / 35 kV 15oz.  (.43) 
  Overhead: 4.2 kV / 15 kV / 25 kV / 35 kV / 46 kV / 69 kV

 
COMPLETE KIT
4356 - 1-4244 Detector  240 V to 230 kV, 1-21517 Case, 1-2500 Shotgun Adapter 2  (.91)

4367 - 1-4344 Detector  240 V to 500 kV, 1-21517 Case, 1-2500 Shotgun Adapter 2  (.91)

4469 - 1-4444 Detector  240 V to 69 kV, 1-21517 Case, 1-2500 Shotgun Adapter 2  (.91)

 
ACCESSORIES  DESCRIPTION
2500 - Shotgun Adapter .4  (.2)

21517 12 x 8 x 4.5 (305 x 203 x 114) Storage Case 1  (.45)

4445 - Voltage Detector Tester 1  (.45)

21600 - Replacement Handle -

4445

2500

4444

voltage detectors are used to verify live or de-energized 
conductors. These detectors may be used with rubber insulating 
gloves or hotsticks using the splined universal end fitting. Testers 
indicate the presence of voltage with an extra bright LED light 
and a distinctive audible signal. It is recommended that the 
tester be moved closer to conductor until warning is indicated, 
or it touches conductor, apparatus or test point. Test the unit 
on a nearby energized conductor. Each tester requires three 
“C” batteries (included).

The 4445 voltage detector tester provides 
the most convenient and reliable means of verifying operation 
of Salisbury Voltage Detectors. The tester features instant 
push-button operation and requires a standard 9-volt battery 
(included). It’s portable and lightweight. To operate, push the 
button and move the tester toward the voltage detector being 
verified.  The tester generates an electric field that activates the 
detector verifying the audible and visual signals are operational.

do noT ASSume conducTorS ThAT 
hAVe been TeSTed de-energized Will 
STAy de-energized. AlWAyS inSTAll 

ProPer grounding deViceS beFore WorKing. 
FAilure To do So mAy reSulT in SeriouS 
injury or deATh.

WArning

21517



Accessories
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ALSO AVAILABLE
Salisbury offers an entire line of Arc Flash Protective Clothing and Equipment 
ranging from 8 cal/cm2 to 100 cal/cm2.
Ask your local Salisbury representative for a copy of our Arc Flash Protection Catalog 
or download it from our website at www.salisburybyhoneywell.com.

Salisbury also offers Salisbury Insulated Tools and Tool Kits.
These tools are all tested to 10,000 VAC for use up to 1,000 VAC. These tools meet or exceed ASTM 
F1505-01 and IEC 900 Standards for Insulated Hand Tools and will help you to be compliant with OSHA 
1910.333 (c)(2), and NFPA 70E 2009. Ask your local Salisbury representative for more information or 
visit our website at www.salisburybyhoneywell.com.

Accessories
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CAnVAS BuCKETS And BAgS

SaliSbury Tool buckeTS are constructed of extra-heavy-duty canvas 
duck and reinforced with a one-piece formed leather bottom with a 3” (76 mm) cuff for 
rugged service and long life. The standard tool buckets, 30 and 40, are both collapsible 
for easy storage and feature a poly braid rope handle. The 30 features a 6” x 8” interior 
pocket. The oval tool bucket, 50, designed to attach to aerial baskets, features 6 inner 
tool pockets and two plastic hanging hooks. 

SaliSbury Tool bagS are useful for carrying and storing all sorts of equipment 
and tools. Constructed for long life and rugged service from one piece of #8 natural 
canvas fastened to a steel frame. The vinyl coated nylon bottom is cemented and double 
stitched to the bag and protected with steel studs and a reinforcing 3.5” (89 mm) cuff. 
Handles are made from a heavy polypropylene webbing and straps are made of top grain 
harness leather. 

line HoSe and blankeT bagS are convenient for raising and lowering bulky 
items up and down a pole, as well as for storage. Constructed of #6 duck, sewn with 
nylon thread and reinforced with a heavy rubber bottom. Features a top ring to hold the 
bag  open and a strong 1/2” (12.7 mm) poly braid rope handle, reinforced with polymer.  
8” (178 mm) diameter bags are used for conventional style line hose, while the 12” (305 
mm) diameter bags were designed for Class 4 extended lip line hose.

Cat. No. DimeNsioNs Weight ea. 
 in.  (mm) lbs.  (kgs)

STandard TOOl BuCkeTS
30 12 x 16  (305 x 406) 3.2  (1.45)

40* 8 x 14  (203 x 356) 2  (.91) 

 
Oval TOOl BuCkeT
50C* 7 x 14 x 10 (1715 x 356 x2 54) 2.5  (1.14)

PH55 yellow vinyl hooks for #50C .5  (.23)

 
STandard TOOl BagS- 5.5” (140 mm) wide
616 16 x 13.5  (406 x 343) 3.3  (1.5)

618 18 x 15.5  (457 x 394) 3.8  (1.73)

620 20 x 15.5  (508 x 394) 4.2  (1.91)

622 22 x 15.5  (559 x 394) 4.3  (1.95)

624 24 x 15.5  (610 x 394) 4.5  (2.04)

 
exTra wide TOOl BagS-9.5” (241 mm) wide
2419B 24 x 19  (610 x 483) 4.1  (1.86)

 
line HOSe BagS
48* 8 x 48  (178 x 1219) 2.8  (1.27)

60* 8 x 60  (178 x 1524) 3.0  (1.36)

66* 8 x 66  (178 x 1676) 3.3  (1.5)

72* 8 x 72  (178 x 1829) 3.5  (1.59)

1248* 12 x 48  (305 x 1219) 3.8  (1.73)

1266* 12 x 66  (305 x 1676) 5.3  (2.41)

 
BlankeT Bag
1230 12 x 30  (305 x 762) 3.2  (1.45)

*add suffix “S” if optional iron swivel snap is desired

30

50C w/PH55

40
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iS10

ACCESSOrIES & SPECIAL EquIPmEnT

compound poTS are made of hard rubber that is non-conductive and 
breakage resistant. The applicator brush and compound are held in one unit that 
can be hung from aerial devices or fit into cross arm holes. Offered in  single and 
double compartment styles.

cable bandageS provide temporary insulation for bare conductors and 
splices. a single thickness of the orange SalCOr® Bandage can withstand 15kv 
on puncture test. The black neoprene bandage is intended to provide fast and 
complete temporary cover for cable splicers.

inSulaTing SaddleS are ideal for temporary or emergency line work 
such as stringing light conductors over short spans. The large 3” (76 mm) upper 
saddle opening will hold bare or insulated conductors in either an upright or inverted 
position. The iS10 has a voltage rating of 15kv. when necessary to leave energized 
conductors or jumpers in the saddle for extended periods, it is recommended that 
they be encased in orange SalCOr® rib-grip® line hose.  Molded of hard rubber 
and furnished with two nylon holding pins supplied with steel loops for easy hot-stick 
application. a 12” (305 mm) orange plastic shoe is affixed to the crossarm opening 
to help prevent flashover during inclement weather. designed to fit crossarms with 
dimensions up to 3.75” x 5” (95 mm x 127 mm).

belT Hook/break-aWay is non-conductive yellow nylon hand-line belt 
hook that will bend or break if suddenly pulled. 

climber guardS  are furnished un-slit to accommodate any length, regular 
or adjustable climbers. Sold in pairs only.

Cat. No. DesCriptioN Weight ea. 
 in. (mm) lbs.  (kgs)

COMPOund POT Single COMParTMenT
PJB1 1pt. w/ bristle brush, 4.5” x 3.5” (114 x 89) 1.5  (.681)

PJB2 1 pt. w/ wire brush, 4.5” x 3.5 (114 x 114) 1.5  (.681)

 
CaBle BandageS
414PG Pure gum rubber, 14’ (4.3 m) w/o strap 1  (.5)

414BN Black neoprene, 14’ (4.3 m) w/o strap 1  (.5)

 
inSulaTing Saddle
IS10  11.25 x 4.75 (286 x 121) 4  (1.8)

ISP replacement Pin .25  (.1)

 
BelT HOOk / Break-awaY
 H7 Break-away Belt Hook 1 oz.  (.03)

 
CliMBer guardS
21187 Sold in pairs .5  (.23)

H7

21187

PJB1

iSP
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HAnd LInES, HAnd LInE ASSEmBLIES & LInE HOOKS

Premium all-purpose Hand line is a light weight and durable three-strand laid rope. 
Filament polyester yarns are “jacket-wrapped” over mono-filament polypro center yarns, 
providing excellent abrasion resistance and gripping properties with moderate elongation. 
when used properly, polydac is perfect for capstans, block and tacklework, and many other 
rough applications. Other lengths available.

Hand line aSSemblieS WiTH polydac rope is used for lifting objects 
to the lineman on the pole. 

HookS are used for snatch and hand line blocks. STeel line HookS designed 
to hug the conductor when strain is applied to rope after splicing rope into the eye. Hooks 
will not damage conductor or fall off, and are easily applied and removed.

Cat. No.  Diameter  LeNgth approx. teNsiLe Weight / reeL 
   streNgth  
 in.   (cm) ft.  (m) lbs.  (kgs) lbs.  (kgs)

POlYPrOPYlene and POlYeSTer (POlYdaC) rOPe
5000E600 1/2  (1.3)  600  (82.9) 5,400 (2,449) 40 (18.1)

 
Cat. No. DesCriptioN totaL rope For poLe Weight 
     LeNgth   height 
    ft.  (m) lbs.  (kgs) lbs.  (kgs)

Hand line aSSeMBlieS wiTH POlYdaC rOPe
1491250  Standard Hand line, Fixed Sling 100  (30.5)  50  (15.2) 11  (4.99)

1492375 Standard Hand line, adjustable Sling 150  (45.8) 75  (22.9) 13  (5.90)

1494250 alternate Hook assembly, adjustable Sling 100  (30.5) 50  (15.2) 11  (4.99)

1494375 alternate Hook assembly, adjustable Sling 150  (45.8) 75  (22.9) 13  (5.90)

Cat. No.  DesCriptioN  WLL Weight 
  lbs.  (kgs) lbs.  (kgs)

ParTS
42 Hand line Block (only) - 2  (0.91)

149H  Hook for Hand line (only) 500 (226.79) 1 (0.45)

149S  Swivel Snaps (only) - 1  (0.45)

Cat. No.  DesCriptioN  opeNiNg size WLL Weight 
  in.  (cm) lbs.  (kgs) lbs.  (kgs)

HOOkS
40H Pointed Hook  1,000  (454)  - 1  (0.45)

40HPP  Pointed Hook  1,000  (454)  - 1  (0.45)

40SHB  Swivel Hook  1,000  (454)  - 1  (0.45)

 
line HOOkS
27  Small  7/8”  (2.2 cm) 1,000  (454)  1  (0.45)

27A  Medium  1-1/2”  (3.8 cm)  1,325  (601)  2  (0.91)

27S  large  2”  (5.1 cm)  1,650  (748)  3  (1.36)

149H

42

40H

40HPP

40SHB

27

27a

27S
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BLOCKS & SAFETy HOOKS

blockS are made of high strength aluminum alloy. The hand line block has a 5/8” (1.6 cm) 
diameter rope maximum. “S” denotes side opening block. Other hooks are available.

Wood SHell blockS are used with polypropylene or synthetic rope. The 4” blocks 
have a 1/2” (1.3 cm) diameter rope maximum; the 5” blocks a 5/8” (1.6 cm) maximum; and 
the 6” blocks a 3/4” (1.9 cm) maximum.

Single blocks are fitted with a swivel hook; double and triple block with a loose, flat hook. Swivel 
hooks are not recommended on double or triple blocks. The double and triple blocks are fitted 
with a special live line pin so they can easily be handled with an alligator stick (Cat. no. 4FgQ).

nylon blockS are light-weight and self-lubricating. The nylon blocks will handle 1/2” 
(1.3 cm) diameter rope and smaller.

WarNiNg: Do Not exCeeD the WorKiNg LoaD Limit.

Cat. No. DesCriptioN Weight WLL 
  lbs.  (kgs) lbs.  (kgs)

BlOCkS
42A  aluminum Hand line Block with Pointed Hook  3  (1.36)  1,000  (454)

42S  aluminum Snatch Block  2  (0.91) 1,000  (454)

42SA  aluminum Snatch Block with Pointed Hook  3  (1.36)  1,000  (454)

wOOd SHell BlOCkS - Single BlOCk wiTH Swivel HOOk & BeCkeT
904  4” (10.2 cm) 2  (0.91) 1,000  (454)

wOOd SHell BlOCkS - dOuBle BlOCk wiTH FlaT HOOk, BeCkeT & Swivel
284A  4” (10.2 cm) 3  (1.36)  1,400  (635)

285A  5”  (12.7 cm)  5  (2.27)  1,800  (816)

286A  6” (15.2 cm) 8  (3.63)  2,500  (1,134)

nYlOn BlOCkS
3101E Single Block with Swivel Hook & Becket 1  (0.45) 500  (227)

3102W  double Block with Flat Hook & Becket  2  (0.91)  1,000  (454)

SaFeTY HOOk
4003SH Conductor lifting Hook 6.2  (2.8) 2,000  (907)

42S

4003SH
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26k

26e

FabricaTed arm SlingS are used as an all-purpose sling for non-
energized and live line work, the fabricated arm sling is made to fit snugly over 
the arm by using the filler plates (included) to adjust the opening. weight - 6 

lbs. (2.7 kgs).

double arm SlingS are made for dead ending. adjustable to cross 
arms 4” to 5” (10.2 to 12.7 cm) wide and 5” to 6” (12.7 to 15.2 cm) high, the 
double arm sling can be installed with insulating sticks. weight - 15 lbs. (6.8 kgs).

The pole adapTer kiT is a mounting bracket that safely attaches a 
saw to the pole. The saw pivots on a plate which is attached to the side of the 
saw. The pole adapter has a chain tightening base, and a safety stop to halt the 
swing of the saw after the cut has been made. use this adapter kit while cutting 
off sections of a pole when the pole has to be removed. Chain saw not included.

The pole draW bar attaches to the pole by placing the end stop of the 
bar against the end of the pole. Secure the bar to the pole with the two chain 
and screw binders affixed to the bar. The pole draw bar is supplied with lifting 
handles on each side and a safety loop through which a chain is attached. The 
oval hole is large enough to fit all hitches. (Check local vehicle safety chain 
regulations.)
9300 - SaFe TOwing CaPaCiTY: 10,000 lBS. (4,530 kgs).
9301 - SaFe TOwing CaPaCiTY: 15,000 lBS. (6,804 kgs).

Cat. No. DesCriptioN /opeNiNg size WLL 
 in.   (cm) lbs.   (kgs)

FaBriCaTed arM SlingS
26E 4 x 6  (10.2 x 15.2) 2,000   (907)

26G  5 x 6  (12.7 x 15.2)  2,000   (907)

26K  6 x 6  (15.2 x 15.2) 2,000   (907)

dOuBle arM Sling
266 with 2 Steel Snatch Blocks  750   (340)

Arm SLIngS, POLE AdAPTEr KIT & POLE drAw BAr

266

3115eS
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National Disaster Response Program
After Hours Emergency Customer Service

Do you know what to do 
in times of disaster?

Do you know who to contact
 in case of emergency?

You can count on Salisbury, 
to be there when you need it most.

Salisbury understands your safety needs. But, 
Salisbury also understands that your safety 
needs don’t always happen between 9 am and 
5 pm. This is why Salisbury has developed the 
National Disaster Response Emergency Contact. 

Salisbury’s National Disaster Response will be 
able to help your emergency safety product 
orders and customer service needs. While 
facing national disasters and weather related 
catastrophes, Salisbury will be there.

You can now contact Salisbury after regular business hours during severe emergencies using our new NATIONAL 
DISASTER RESPONSE Contact Line. This new contact line allows product ordering, even after-hours and 
weekends. A National Disaster Response Team is ready to fulfill your emergency order requirements around the 
clock during national and international severe weather or natural disasters such as Winter Ice Storms, Tornadoes, 
Tropical Storms, Hurricanes and Earthquakes. 

Our team is ready to fulfill emergency orders of Personal Protective Equipment and Linemen Utility Products 
required to (1) Restore electrical power and utilities to U.S. and Global regions as a result of natural disaster and 
(2) provide Personal Protective Equipment to the Industrial or Utility work force resulting from natural disaster. 

salisbury Customer service Department 
in Bolingbrook, iL during regular business hours:

877-406-4501
Monday - Friday 7:30 am - 5:00 pm

Central Standard Time

National Disaster response emergency contact 
for after-hours and weekend emergencies as defined above. 

866-957-7515
National Disaster Response After-Hours

Emergency Contact

NatioNal DiSaSter reSpoNSe program:
after Hours emergency Customer Service
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SaliSbury by honeywell line equipment

Salisbury has been setting industry standards since 1855. For over 150 
years, Salisbury Electrical Safety and its predecessors has been the name 
an entire industry trusts to provide the finest safety products available. 
Salisbury pioneered the manufacturing of linemen’s Rubber Protective 
Equipment in the early 1920’s.

Back in the early 1900’s, Salisbury was approached by a local utility in the Chicago 

area about general safety. The question raised was how to create a safer working 

environment for linemen working on energized lines. Salisbury worked with the 

local utility by taking garden hose and cutting them lengthwise in a way that would 

cover the lines. These hoses were then secured by electrical tape and this led to the 

Salisbury patent of line hose in 1924.  Over the years, line hose has evolved into the 

high-quality SALCOR® rubber product you have come to expect.

Today, Salisbury and its Salisbury by Honeywell brand products are the 
leaders in Personal Electrical-Safety Protection. We know that lives depend on 

the quality of our products, Salisbury’s production facilities are all ISO 9001:2008 
registered and are equipped and staffed to manufacture products which conform to 

the highest possible standards. This has allowed Salisbury by Honeywell to become 

the world-wide leader in electrical safety equipment. Salisbury has three plants 

which manufacture Personal Protective Equipment, Hot Line Equipment, and SALVAR® 

Polymer Insulators. Salisbury produces its rubber products in its own plants using 

four methods of rubber manufacturing: Injection Molding, Compression/Transfer 

Molding, Extruding and Dipping. Salisbury dedication to quality has also been carried 

over to the manufacturing of Hot Line Tools and SALVAR® Insulators. As a result, the 
name Salisbury by Honeywell on safety products is your assurance that you 
are using the finest equipment available for the job.

1855 Founded in Chicago by John B. Idson. First organization in the Mid-West 
serving as an independent rubber products dealer.

1871 After a complete loss in the great Chicago Fire, organization opens 
with a belting and hose line of products. Company becomes Salisbury 
& Cline.

1880  Company becomes W.H. Salisbury & Co.

1902 Established leather belt factory.

1902 Linemen regularly use W.H. Salisbury & Co. garden hoses slit lengthwise 
and secured with electrical tape as personal protective equipment.

1904 W. H. Salisbury & Co. Incorporates

1912 Organized electrical safety movement begins and creates Safety 
Departments and employs Safety Inspectors.

1915 First molded Rubber Insulating Blanket made by W.H. Salisbury & Co.

1919 A rubber mill was erected to manufacture molded and extruded rubber 
products.

1921 A local utility discusses lineman safety needs with W.H. Salisbury & Co. 
after a fatal accident occurs.

1922 Manufacturing of full utility line of products begins.

1922 W.H. Salisbury & Co. first perfects and begins to offer Rubber Insulating 
Line Hose.

1923 W.H. Salisbury & Co. first perfects and begins to offer Insulator Hoods.

1924 W.H. Salisbury & Co. patents Line Hose design.

1926 W.H. Salisbury & Co. patents Insulator Hood design.

1929 Rubber mill and belt factory were expanded and an adjoining building, 
including warehouse and offices, was constructed.

1929 W.H. Salisbury & Co. patents Insulating Stool.

1932 W.H. Salisbury & Co. patents Rubber Insulating Sleeve design.

1933 Began distributing industrial rubber goods as well as continuing 
manufacturing.

1941 W.H. Salisbury & Co. patents Leather Protectors for Linemans’ Rubber 
Gloves.

1943 W.H. Salisbury & Co. patents Coupling for Linemen’s Protective Devices.

1948 Charleston, SC factory established manufacturing insulating gloves.

1960 W.H. Salisbury & Co. patents Protective Device design. 

1960 Addison, IL plant opens in early 1960’s

1962 W.H. Salisbury & Co. patents Protective Cover design. 

1972 Skokie, IL plant and offices open.

1980 Grounding equipment, hotsticks and insulators are added to product line  
in the 1980’s

1999 North Hand Protection and W.H. Salisbury & Co. hand protection merge 
under the Salisbury name.

2001 Arc Flash Protection garments and equipment added to product line.

2005 W.H. Salisbury & Co. patents Insulating Blanket design.

2005 Company becomes Salisbury Electrical Safety, LLC

2006 Salisbury Electrical Safety, LLC patents Locking Clamp Assembly design.

2006 Salisbury Electrical Safety, LLC patents Clamp Pin for Use by Electrician 
os Electrical Line workers. 

2007 Salisbury Electrical Safety, LLC patents Rubber Insulating Blanket & 
Method.

2008 Salisbury Electrical Safety, LLC becomes part of Honeywell International.

2009 Salisbury moves Chicago, IL manufacturing plant and Skokie, IL 
corporate offices to a new facility in Bolingbrook, IL.
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SaliSbury by honeywell line equipment

warning: This Utility Products catalog provides only an overview of the products shown.  It does 
not provide important product warnings and instructions.  Salisbury recommends all users of its 
products undergo thorough training and that all warnings and instructions provided with the products 
be thoroughly understood prior to use.  Salisbury by Honeywell line equipment should be used only 

by electrical workers who have been thoroughly trained in its correct and safe use.  It is necessary to assess 
hazards in the work environment and to match the appropriate personal protective equipment to particular 
hazards that may exist.  At a minimum, a complete and thorough hazard assessment must be conducted to 
properly identify the appropriate personal protective equipment to be used in a particular work environment.  
FAILURE TO READ AND FOLLOW ALL PRODUCT WARNINGS AND INSTRUCTIONS AND TO PROPERLY 
PERFORM A HAZARD ASSESSMENT MAY RESULT IN SERIOUS PERSONAL INJURY, ILLNESS OR DEATH. 

Salisbury by Honeywell Line Equipment is warranted for a period of twelve (12) months from the date of shipment 
of the products to be free from defects and meet or exceed the current ASTM standards. Our only obligation 
will be, at our option, to replace any portion proved defective or to refund the purchase price thereof. The buyer 
assumes all other risk, if any, such as the risk of any direct, indirect or consequential loss or damage arising out 
of the use of, or inability to use, these products.

thiS warranty iS eXCluSiVe anD in lieu oF the warrantieS oF merChantability, FitneSS 
For partiCular  purpoSe anD all other warrantieS, eXpreSS or implieD, anD may not 
be VarieD or eXtenDeD eXCept in writing by an authoriZeD oFFiCial oF SaliSbury.

L I M I T E D  WA R R A N T Y

This catalog contains information, data, documents, pages and images (“Information”) prepared by Salisbury 
Electrical Safety, LLC (“Salisbury”).

The Information is made available on the understanding that Salisbury and its officers, directors, employees and 
agents shall have no liability to the users of products set forth herein for any loss, damage, cost or expense incurred 
or arising out of such person’s use or reliance on the Information, whether caused by reason of any error, negligent 
act, omission or misrepresentation in the Information or otherwise.

Although Salisbury has prepared the Information contained in this catalog with all due care, Salisbury does not 
warrant or represent that the Information is free from any errors or omissions.

In addition, while the Information is considered to be true and correct at the date of publication, changes in 
circumstances after the time of publication may affect the applicability of the Information. Salisbury is not in any 
way liable for the accuracy of the Information or for the way in which it is interpreted and used.
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worlD-wiDe loCationS

SaliSbury by honeywell iS aVailable worlD wiDe.
Salisbury by Honeywell has manufacturing facilities, distributors, and/or representatives located throughout the United States and the 
world. Safety is our priority and we understand it is your priority too. It is important to us that you are able to reach us no matter where 
you are. Salisbury by Honeywell has become a world leader in the manufacture and distribution of personal electrical safety products. No matter 

where you are in the world, Salisbury has you covered.  Salisbury by Honeywell is there for you when you need us most.

To find your local distributor or representative, please visit our 
website to get up-to-date contact information.
www.salisburybyhoneywell.com

aStm Specifications for Salisbury equipment

GlOvES, SlEEvES and FOOtwEar

aStm D120  Standard Specification for Rubber Insulating Gloves

aStm D1051  Standard Specification for Rubber Insulating Sleeves 

aStm F696 Standard Specification for Leather Protectors for Rubber Insulating Gloves and Mittens

aStm F496 Standard Specification for In-Service Care of Insulating Gloves and Sleeves

aStm F1116 Standard Test Method for Determining Dielectric Strength of  Dielectric Footwear

aStm F1117 Standard Specification for Dielectric Footwear  

InSulatInG BlankEt, MattInG and SHEEtInG

aStm D 178  Standard Specification for Rubber Insulating Matting    

aStm D1048 Standard Specification for Rubber Insulating Blankets 

aStm F479 Standard Specification for In-Service Care of Insulating Blankets

aStm F2320 Standard Specification for Rubber Insulating Sheeting

aStm F1742 Standard Specification for PVC Insulating Sheeting

aStm F2676 Test Method for Determining the Protective Performance of an Arc Protective Blanket for Electric Arc Hazards

lInE HOSE and COvErS

aStm D1049 Standard Specification for Rubber Insulating Covers

aStm D1050 Standard Specification for Rubber Insulating Line Hose 

aStm F478 Standard Specification for In-Service care of Insulating Line Hose and Covers 

HOtStICk GrOundS and ByPaSS JuMPErS

aStm F711 Standard Specification for Fiberglass Reinforced Plastic (FRP) Rod and Tube used in Live Line Tools 

aStm F1825 Standard Specification for Clampstick Type Live Line Tools

aStm F855 Standard Specification for Temporary Protective Grounds to be used on De-energized Electric Power Lines & Equipment

aStm F2321 Standard Specification for Flexible Insulated Temporary By-Pass Jumpers

aStm F2249 Standard Specification for In-Service Test Methods for Temporary Grounding Jumper Assemblies Used on De-Energized Electric  

 Power Lines & Equipment

PlaStIC EquIPMEnt

aStm F712 Standard Test Methods and Specifications for Electrically Insulating Plastic Guard Equipment for Protection of Workers

InSPECtIOn

aStm F1236 Guide for Visual Inspection of Electrical Protective Rubber Products
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 Stinger   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . E-4
 SU System Post & Pin  .  .  .  .  .  .  .  .  . B-10
Cross arm guards, Plastic  .  .  .  .  .  .  . D-3
 Flexible  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . B-6, 7
Cut-out Covers   .  .  .  .  .  .  .  .  .  .  .  .  . B-6, 7
Dead end protectors 
 Conventional  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . B-6, 7
 SU System   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . B-9
elbows, Grounding   .  .  .  .  .  .  .  .  .  .  .  .  . I-21

Face Shields  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . F-4
Ferrules, Cable  .  .  .  .  .  .  .  .  .  .  .  .  .  . H-6, 7
 Grounding  .  .  .  .  .  .  .  .  .  .  .  .  . I-15-16, J-12
 Jumper  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . H-7
 Plain  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . I-15
Footwear   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . G-3
 
Gloves
 Electriflex   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . A-3-4
 High Voltage  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . A-3-6
 Low Voltage   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . A-7
 Selection  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . A-7
 Rubber Insulating   .  .  .  .  .  .  .  .  .  .  .  .A-3-7
glove Dust   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  A-18
glove inflators   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . A-8
glove liners  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  A-16
glove protectors
 Leather, Primary   .  .  .  .  .  .  .  .  .  .  .  .  . A-7-9
 Mitten  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . A-9
 Work  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  A-17
 Salpol  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  A-17
grounding
 Cable   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . I-14
 Clamps  .  .  .  .  .  .  .  .  .  .  .  .  .  . I-4-13, J-4-12

Harness, Sleeve   .  .  .  .  .  .  .  .  .  .  .  .  .  A-15
hard hats  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . F-2
hotsticks
 Clampsticks   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . L-3
 Sleeve Splice   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . L-6
 Storage  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .L-13
 Switch Stick   .  .  .  .  .  .  .  .  .  .  .  .  .  .  . L-4, 5
 Tools  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . L-16-24
 Universal Switch Stick  .  .  .  .  .  .  .  .  .  . L-4
 
Instant insulation   .  .  .  .  .  .  .  .  .  .  .  .  . E-4
insulators, SALVAR®

 Dead End/Suspension  .  .  .  .  .  .  . M-4, 5

Jumpers, Grounding  .  .  .  .  .  .  .  .  .  .  .  . I-3
Jumpers, Insulated
 Cables   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . H-7
 Clamps  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . H-4, 5
 Connector Link  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . H-8
 Parking Stand  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . H-8
 Stirrup Clamp  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . H-8
 Sure-Lok®  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . H-4
 
Line guards, Hard Cover
 Link Guards   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . D-5
 Versa Guards  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . D-5

line hose
 Bags  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . O-3
 Conventional Style   .  .  .  .  .  .  .  .  .  . B-4, 5
 SU System, Extd Lip  .  .  .  .  .  .  .  .  . B-8-9
matting, Switchboard   .  .  .  .  .  .  .  .  .  .  . C-5

Outage Protection  .  .  .  .  .  .  .  .  .  .  .  E-1-8

Pins, Blanket Clamp  .  .  .  .  .  .  .  .  .  .  .  . C-8
pole guards  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . D-4
pots, Compound  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . O-4
roll-ups
 Blanket  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . C-10

Saddle, Insulating  .  .  .  .  .  .  .  .  .  .  .  .  .  . O-4
Silicone Spray   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  A-18
Sleeves, Insulating  .  .  .  .  .  .  .  .  .  .  .  A-13-14
Straps 
 Dead End Protector  .  .  .  .  .  .  .  .  .  .  .  . B-9
 Sleeve  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  A-15
 Ty Straps  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . C-9
Substation Cover  .  .  .  .  .  .  .  .  .  .  .  .  .D-7-8

Tagging Device  .  .  .  .  .  .  .  .  .  .  .  .  .  . B-12
 
Voltage Detector   .  .  .  .  .  .  .  .  .  .  . N-3-4
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Cat. No. Page

10-4-4QT   .  .  .  .  .  .  .  .  .  .  A-18
10-4   .  .  .  .  .  .  .  .  .  .  .  .  .  A-18
100-25SCS   .  .  .  .  .  .  .  .  .  E-6
1000E   .  .  .  .  .  .  .  .  .  .  .  .  . C-3
1000EV   .  .  .  .  .  .  .  .  .  .  .  . C-3
1001E   .  .  .  .  .  .  .  .  .  .  .  .  . C-3
10078CH   .  .  .  .  .  .  .  .  .  .  .  L-7
10078CU   .  .  .  .  .  .  .  .  .  .  .  L-7
10078HH   .  .  .  .  .  .  .  .  .  .  .  L-7
10096CH   .  .  .  .  .  .  .  .  .  .  .  L-7
10096HH   .  .  .  .  .  .  .  .  .  .  .  L-7
100T   .  .  .  .  .  .  .  .  .  .  .  .  .  L-26
100TR   .  .  .  .  .  .  .  .  .  .  .  .  L-26
11   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-18
1100   .  .  .  .  .  .  .  .  .  .  .  .  .  . C-4
1101   .  .  .  .  .  .  .  .  .  .  .  .  .  L-18
112   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-26
1127   .  .  .  .  .  .  .  .  .  .  .  .  .  .  E-8
1128   .  .  .  .  .  .  .  .  .  .  .  .  .  .  E-8
1129   .  .  .  .  .  .  .  .  .  .  .  .  .  .  E-8
1130   .  .  .  .  .  .  .  .  .  .  .  .  .  .  E-8
1131   .  .  .  .  .  .  .  .  .  .  .  .  .  .  E-8
1132   .  .  .  .  .  .  .  .  .  .  .  .  .  .  E-8
1160   .  .  .  .  .  .  .  .  .  .  .  .  .  L-24
1161   .  .  .  .  .  .  .  .  .  .  .  .  .  L-24
1162   .  .  .  .  .  .  .  .  .  .  .  .  .  L-24
117   .  .  .  .  .  .  .  .  .  .  .  .  .  .  B-11
1186   .  .  .  .  .  .  .  .  .  .  .  .  .  .  B-7
1192   .  .  .  .  .  .  .  .  .  .  .  .  .  L-13
12   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . C-3
12   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-20
1200SL   .  .  .  .  .  .  .  .  .  .  .  L-27
1212YLV   .  .  .  .  .  .  .  .  .  .  . C-5
1212YLVNV   .  .  .  .  .  .  .  .  . C-5
121CQ   .  .  .  .  .  .  .  .  .  .  .  .  L-10
121FGQ   .  .  .  .  .  .  .  .  .  .  .  L-10
1230   .  .  .  .  .  .  .  .  .  .  .  .  .  . O-3
1236YLV   .  .  .  .  .  .  .  .  .  .  . C-5
1236YLVNV   .  .  .  .  .  .  .  .  . C-5
124   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-21
1241   .  .  .  .  .  .  .  .  .  .  .  .  .  L-21
1248   .  .  .  .  .  .  .  .  .  .  .  .  .  . O-3
125-25SCS   .  .  .  .  .  .  .  .  .  E-6
12524HH   .  .  .  .  .  .  .  .  .  .  .  K-8
12548HE   .  .  .  .  .  .  .  .  .  .  .  L-8
12548HH   .  .  .  .  .  .  .  .  .  .  .  K-8
12548UE   .  .  .  .  .  .  .  .  .  .  .  L-8
12578CH   .  .  .  .  .  .  .  .  .  .  .  L-7
12578CU   .  .  .  .  .  .  .  .  .  .  .  L-7
12578HE   .  .  .  .  .  .  .  .  .  .  .  L-8
12578HEM   .  .  .  .  .  .  .  .  .  .  L-8
12578HH   .  .  .  .  .  .  .  .  .  .  .  L-7
12578HHM   .  .  .  .  .  .  .  .  .  .  L-7
12578UE   .  .  .  .  .  .  .  .  .  .  .  L-8
1258HEQ   .  .  .  .  .  .  .  .  .  .  L-24
12596CH   .  .  .  .  .  .  .  .  .  .  .  L-7
12596HE   .  .  .  .  .  .  .  .  .  .  .  L-8
12596HEM   .  .  .  .  .  .  .  .  .  .  L-8

12596HH   .  .  .  .  .  .  .  .  .  .  .  L-7
12596HHM  .  .  .  .  .  .  .  .  .  .  L-7
12596UE   .  .  .  .  .  .  .  .  .  .  .  L-8
1266   .  .  .  .  .  .  .  .  .  .  .  .  .  . O-3
13-10   .  .  .  .  .  .  .  .  .  .  .  .  .  . C-3
13   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . C-3
13*   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-17
1300   .  .  .  .  .  .  .  .  .  .  .  .  .  . C-4
1300V   .  .  .  .  .  .  .  .  .  .  .  .  . C-4
1300WH   .  .  .  .  .  .  .  .  .  .  .  L-29
1301   .  .  .  .  .  .  .  .  .  .  .  .  .  . C-4
1302   .  .  .  .  .  .  .  .  .  .  .  .  .  . C-4
1304   .  .  .  .  .  .  .  .  .  .  .  .  .  . C-4
13068   .  .  .  .  .  .  .  .  .  .  .  .  L-29
13068I   .  .  .  .  .  .  .  .  .  .  .  .  L-29
1309D   .  .  .  .  .  .  .  .  .  .  .  .  L-29
1309GIB   .  .  .  .  .  .  .  .  .  .  L-29
133   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-27
1350   .  .  .  .  .  .  .  .  .  .  .  .  .  L-28
1350058A   .  .  .  .  .  .  .  .  .  L-28
1356   .  .  .  .  .  .  .  .  .  .  .  .  .  . D-4
1357   .  .  .  .  .  .  .  .  .  .  .  .  .  . D-4
1370   .  .  .  .  .  .  .  .  .  .  .  .  .  . D-3
1370A   .  .  .  .  .  .  .  .  .  .  .  .  L-11
1370BF1   .  .  .  .  .  .  .  .  .  .  K-14
1370FB   .  .  .  .  .  .  .  .  .  .  .  L-11
1370H   .  .  .  .  .  .  .  .  .  .  .  .  L-11
1370HR   .  .  .  .  .  .  .  .  .  .  .  L-11
1370SL   .  .  .  .  .  .  .  .  .  .  .  L-11
1370V   .  .  .  .  .  .  .  .  .  .  .  .  L-11
1371   .  .  .  .  .  .  .  .  .  .  .  .  .  . D-3
1374   .  .  .  .  .  .  .  .  .  .  .  .  .  . D-7
1375   .  .  .  .  .  .  .  .  .  .  .  .  .  . D-7
1376   .  .  .  .  .  .  .  .  .  .  .  .  .  . D-8
1378   .  .  .  .  .  .  .  .  .  .  .  .  . D-10
1385   .  .  .  .  .  .  .  .  .  .  .  .  .  . D-4
1386   .  .  .  .  .  .  .  .  .  .  .  .  .  . D-4
14   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . C-4
14200011   .  .  .  .  .  .  .  .  .  B-11
14200032P   .  .  .  .  .  .  .  .  B-11
14200033P   .  .  .  .  .  .  .  .  B-11
14200034P   .  .  .  .  .  .  .  .  B-11
14200036P   .  .  .  .  .  .  .  .  B-11
145   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  B-7
1451   .  .  .  .  .  .  .  .  .  .  .  .  .  A-18
1453   .  .  .  .  .  .  .  .  .  .  .  .  .  A-18
1460   .  .  .  .  .  .  .  .  .  .  .  .  .  A-18
1461   .  .  .  .  .  .  .  .  .  .  .  .  .  A-18
1491250   .  .  .  .  .  .  .  .  .  .  . O-5
1492375   .  .  .  .  .  .  .  .  .  .  . O-5
1494250   .  .  .  .  .  .  .  .  .  .  . O-5
1494375   .  .  .  .  .  .  .  .  .  .  . O-5
149H   .  .  .  .  .  .  .  .  .  .  .  .  .  . O-5
149S   .  .  .  .  .  .  .  .  .  .  .  .  .  . O-5
15-1   .  .  .  .  .  .  .  .  .  .  .  .  .  .  . C-4
15   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . C-4
1500   .  .  .  .  .  .  .  .  .  .  .  .  .  . C-3
150120HH   .  .  .  .  .  .  .  .  .  .  L-7

15078CH   .  .  .  .  .  .  .  .  .  .  .  L-7
15078HH   .  .  .  .  .  .  .  .  .  .  .  L-7
15096CH   .  .  .  .  .  .  .  .  .  .  .  L-7
15096CU   .  .  .  .  .  .  .  .  .  .  .  L-7
15096HH   .  .  .  .  .  .  .  .  .  .  .  L-7
1520006   .  .  .  .  .  .  .  .  .  .  L-20
1520010GAH   .  .  .  .  .  .  .  L-19
1521   .  .  .  .  .  .  .  .  .  .  .  .  .  L-19
1521003   .  .  .  .  .  .  .  .  .  .  L-19
1521B   .  .  .  .  .  .  .  .  .  .  .  .  L-19
152B   .  .  .  .  .  .  .  .  .  .  .  .  .  L-19
15466I   .  .  .  .  .  .  .  .  .  .  .  .  L-29
156-4   .  .  .  .  .  .  .  .  .  .  .  .  A-11
156-6   .  .  .  .  .  .  .  .  .  .  .  .  A-11
156024N   .  .  .  .  .  .  .  .  .  .  L-29
156024NI   .  .  .  .  .  .  .  .  .  .  L-29
16   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-18
1610   .  .  .  .  .  .  .  .  .  .  .  .  .  . H-5
165   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-17
1680   .  .  .  .  .  .  .  .  .  .  .  .  .  . D-5
1680   .  .  .  .  .  .  .  .  .  .  .  .  .  L-18
1681   .  .  .  .  .  .  .  .  .  .  .  .  .  . D-5
1682   .  .  .  .  .  .  .  .  .  .  .  .  .  . D-5
1686   .  .  .  .  .  .  .  .  .  .  .  .  .  . D-5
1687   .  .  .  .  .  .  .  .  .  .  .  .  .  . D-5
1688   .  .  .  .  .  .  .  .  .  .  .  .  .  . D-5
1700   .  .  .  .  .  .  .  .  .  .  .  .  .  . C-3
1710E   .  .  .  .  .  .  .  .  .  .  .  .  K-14
1712CS   .  .  .  .  .  .  .  .  .  .  .  K-13
1712E   .  .  .  .  .  .  .  .  .  .  .  .  K-14
1712GA   .  .  .  .  .  .  .  .  .  .  .  K-13
1712U   .  .  .  .  .  .  .  .  .  .  .  .  K-13
17150050   .  .  .  .  .  .  .  .  .  K-13
17150050WPH   .  .  .  .  .  .  K-13
17150060EPP   .  .  .  .  .  .  K-12
17150060PFP   .  .  .  .  .  .  K-12
17150063EPP   .  .  .  .  .  .  K-12
17150063PFP   .  .  .  .  .  .  K-12
17150066   .  .  .  .  .  .  .  .  .  K-12
17150066R   .  .  .  .  .  .  .  .  K-14
171550SP100A   .  .  .  .  .  K-14
171561RCH123   .  .  .  .  .  K-14
1715E   .  .  .  .  .  .  .  .  .  .  .  .  K-14
1715EPP   .  .  .  .  .  .  .  .  .  .  K-12
1715GS   .  .  .  .  .  .  .  .  .  .  .  K-14
1715H   .  .  .  .  .  .  .  .  .  .  .  .  K-14
1715H1   .  .  .  .  .  .  .  .  .  .  .  K-14
1715HSD   .  .  .  .  .  .  .  .  .  .  K-14
1715HSD1   .  .  .  .  .  .  .  .  .  K-14
1715P142   .  .  .  .  .  .  .  .  .  K-14
1715P392   .  .  .  .  .  .  .  .  .  K-14
1715PE   .  .  .  .  .  .  .  .  .  .  .  K-14
1715PE100   .  .  .  .  .  .  .  .  K-14
1715PE14225  .  .  .  .  .  .  .  K-14
1715PE25   .  .  .  .  .  .  .  .  .  K-14
1715PF   .  .  .  .  .  .  .  .  .  .  .  K-14
1715PF25   .  .  .  .  .  .  .  .  .  K-14
1715PFSD   .  .  .  .  .  .  .  .  .  K-14

1715R   .  .  .  .  .  .  .  .  .  .  .  .  K-14
1715RCH121   .  .  .  .  .  .  .  K-14
1715RCH306   .  .  .  .  .  .  .  K-14
1715RSD   .  .  .  .  .  .  .  .  .  .  K-14
1715SM0033   .  .  .  .  .  .  .  K-14
1715SM003325   .  .  .  .  .  K-14
1720   .  .  .  .  .  .  .  .  .  .  .  .  .  K-10
172300   .  .  .  .  .  .  .  .  .  .  .  K-10
172300Q   .  .  .  .  .  .  .  .  .  .  K-10
17250003   .  .  .  .  .  .  .  .  .  .  K-9
17250004   .  .  .  .  .  .  .  .  .  .  K-9
17250005   .  .  .  .  .  .  .  .  .  .  K-9
1725001   .  .  .  .  .  .  K-9, K-10
173   .  .  .  .  .  .  .  .  .  .  .  .  .  .  B-11
1735   .  .  .  .  .  .  .  .  .  .  .  .  .  .  K-9
1758   .  .  .  .  .  .  .  .  .  .  .  .  .  I-16
177   .  .  .  .  .  .  .  .  .  .  .  .  .  .  B-11
178   .  .  .  .  .  .  .  .  .  .  .  .  .  .  B-11
1785   .  .  .  .  .  .  .  .  .  .  .  .  .  . H-5
1786   .  .  .  .  .  .  .  .  .  .  .  .  .  . H-4
1788   .  .  .  .  .  .  .  .  .  .  .  .  .  I-16
1790   .  .  .  .  .  .  .  .  .  .  .  .  .  I-19
1793   .  .  .  .  .  .  .  .  .  .  .  .  .  .  I-4
1794   .  .  .  .  .  .  .  .  .  .  .  .  .  I-20
1797   .  .  .  .  .  .  .  .  .  .  .  .  .  .  I-4
1800CQ   .  .  .  .  .  .  .  .  .  .  .  L-23
1800CQS   .  .  .  .  .  .  .  .  .  .  L-23
1800CU   .  .  .  .  .  .  .  .  .  .  .  L-23
1800SL   .  .  .  .  .  .  .  .  .  .  .  L-23
1800SM   .  .  .  .  .  .  .  .  .  .  .  L-23
1800SS   .  .  .  .  .  .  .  .  .  .  .  L-23
1814   .  .  .  .  .  .  .  .  .  .  .  .  .  I-11
1815   .  .  .  .  .  .  .  .  .  .  .  .  .  I-11
1818YLV   .  .  .  .  .  .  .  .  .  .  . C-5
1818YLVNV   .  .  .  .  .  .  .  .  . C-5
1836YLV   .  .  .  .  .  .  .  .  .  .  . C-5
1836YLVNV   .  .  .  .  .  .  .  .  . C-5
183OS   .  .  .  .  .  .  .  .  .  .  .  .  . C-3
1841   .  .  .  .  .  .  .  .  .  .  .  .  . D-10
1853   .  .  .  .  .  .  .  .  .  .  .  .  .  .  I-4
1855   .  .  .  .  .  .  .  .  .  .  .  .  .  .  I-4
1858   .  .  .  .  .  .  .  .  .  .  .  .  .  .  K-4
186   .  .  .  .  .  .  .  .  .  .  .  .  .  .  . C-4
1871   .  .  .  .  .  .  .  .  .  .  .  .  . D-10
1895   .  .  .  .  .  .  .  .  .  .  .  .  .  .  I-7
1896   .  .  .  .  .  .  .  .  .  .  .  .  .  .  I-7
1897   .  .  .  .  .  .  .  .  .  .  .  .  .  .  I-7
190   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-18
190001   .  .  .  .  .  .  .  .  .  .  .  L-18
190002   .  .  .  .  .  .  .  .  .  .  .  L-18
1900U   .  .  .  .  .  .  .  .  .  .  .  .  L-17
190HC   .  .  .  .  .  .  .  .  .  .  .  .  L-18
190NLF   .  .  .  .  .  .  .  .  .  .  .  L-22
190Q   .  .  .  .  .  .  .  .  .  .  .  .  .  L-22
190UGQ   .  .  .  .  .  .  .  .  .  .  .  K-10
190UGU   .  .  .  .  .  .  .  .  .  .  .  K-10
1921   .  .  .  .  .  .  .  .  .  .  .  .  .  .  I-8
1922   .  .  .  .  .  .  .  .  .  .  .  .  .  .  I-8

1923   .  .  .  .  .  .  .  .  .  .  .  .  .  .  I-8
1924   .  .  .  .  .  .  .  .  .  .  .  .  .  .  I-8
1925   .  .  .  .  .  .  .  .  .  .  .  .  .  L-15
19250005   .  .  .  .  .  .  .  .  .  L-15
19250007   .  .  .  .  .  .  .  .  .  L-15
192500655   .  .  .  .  .  .  .  .  L-15
192510   .  .  .  .  .  .  .  .  .  .  .  L-15
192520   .  .  .  .  .  .  .  .  .  .  .  L-15
19257   .  .  .  .  .  .  .  .  .  .  .  .  L-15
19258   .  .  .  .  .  .  .  .  .  .  .  .  L-15
1925DMC  .  .  .  .  .  .  .  .  .  .  L-15
1925MC   .  .  .  .  .  .  .  .  .  .  .  L-15
1928   .  .  .  .  .  .  .  .  .  .  .  I-7, I-8
1928   .  .  .  .  .  .  .  .  .  .  .  .  .  .  K-4
1930535415Q   .  .  .  .  .  .  L-15
1933   .  .  .  .  .  .  .  .  .  .  .  .  . D-10
1957   .  .  .  .  .  .  .  .  .  .  .  .  .  I-19
1959   .  .  .  .  .  .  .  .  .  .  .  .  .  L-30
196FGQ   .  .  .  .  .  .  .  .  .  .  .  L-22
196FGU   .  .  .  .  .  .  .  .  .  .  .  L-22
198FGQ   .  .  .  .  .  .  .  .  .  .  .  L-22
198FGU   .  .  .  .  .  .  .  .  .  .  .  L-22
1C   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-17
1CQ   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-9
1CU   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-9
1FGQ   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-9
1FGU   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-9
20   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . C-8
2000SC   .  .  .  .  .  .  .  .  .  .  .  L-12
2001   .  .  .  .  .  .  .  .  .  .  .  .  .  L-12
2002   .  .  .  .  .  .  .  .  .  .  .  .  .  L-12
2003   .  .  .  .  .  .  .  .  .  .  .  .  .  L-12
20114   .  .  .  .  .  .  .  .  .  .  .  .  L-30
2012   .  .  .  .  .  .  .  .  .  .  .  .  .  . H-7
2013   .  .  .  .  .  .  .  .  .  .  .  .  .  . H-7
20139   .  .  .  .  .  .  .  .  .  .  .  .  L-30
2014   .  .  .  .  .  .  .  .  .  .  .  .  .  . H-7
20140   .  .  .  .  .  .  .  .  .  .  .  .  L-30
20141   .  .  .  .  .  .  .  .  .  .  .  .  L-30
20142   .  .  .  .  .  .  .  .  .  .  .  .  L-30
2015   .  .  .  .  .  .  .  .  .  .  .  .  .  . H-7
20174   .  .  .  .  .  .  .  .  .  .  .  .  L-30
20176   .  .  .  .  .  .  .  .  .  .  .  .  L-30
20177   .  .  .  .  .  .  .  .  .  .  .  .  L-30
20178   .  .  .  .  .  .  .  .  .  .  .  .  L-30
201CFGQ   .  .  .  .  .  .  .  .  .  .  .  L-9
201FGQ   .  .  .  .  .  .  .  .  .  .  .  .  L-9
201FGU   .  .  .  .  .  .  .  .  .  .  .  .  L-9
2022   .  .  .  .  .  .  .  .  .  .  .  .  .  . H-7
2022   .  .  .  .  .  .  .  .  .  .  .  .  .  I-16
2023   .  .  .  .  .  .  .  .  .  .  .  .  .  . H-7
2023   .  .  .  .  .  .  .  .  .  .  .  .  .  I-16
2024   .  .  .  .  .  .  .  .  .  .  .  .  .  . H-7
2024   .  .  .  .  .  .  .  .  .  .  .  .  .  I-16
2025   .  .  .  .  .  .  .  .  .  .  .  .  .  . H-7
2025   .  .  .  .  .  .  .  .  .  .  .  .  .  I-16
20250   .  .  .  .  .  .  .  .  .  .  .  .  L-30
20251   .  .  .  .  .  .  .  .  .  .  .  .  L-30
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20252   .  .  .  .  .  .  .  .  .  .  .  .  L-30
20253   .  .  .  .  .  .  .  .  .  .  .  .  L-30
20254   .  .  .  .  .  .  .  .  .  .  .  .  L-30
20255   .  .  .  .  .  .  .  .  .  .  .  .  L-30
20257   .  .  .  .  .  .  .  .  .  .  .  .  L-30
20258   .  .  .  .  .  .  .  .  .  .  .  .  L-30
2026   .  .  .  .  .  .  .  .  .  .  .  .  .  I-16
20260   .  .  .  .  .  .  .  .  .  .  .  .  L-30
20262   .  .  .  .  .  .  .  .  .  .  .  .  L-30
20263   .  .  .  .  .  .  .  .  .  .  .  .  L-30
20265-1  .  .  .  .  .  .  .  .  .  .  .  L-30
2027   .  .  .  .  .  .  .  .  .  .  .  .  .  I-16
20332   .  .  .  .  .  .  .  .  .  .  .  .  L-30
20381   .  .  .  .  .  .  .  .  .  .  .  .  L-30
20443   .  .  .  .  .  .  .  .  .  .  .  .  L-30
20445   .  .  .  .  .  .  .  .  .  .  .  .  L-30
20470   .  .  .  .  .  .  .  .  .  .  .  .  L-30
2059   .  .  .  .  .  .  .  .  .  .  .  .  .  . H-7
2066   .  .  .  .  .  .  .  .  .  .  .  .  .  . H-5
2067   .  .  .  .  .  .  .  .  .  .  .  .  .  . H-5
2074R1   .  .  .  .  .  .  .  .  .  .  .  . H-5
20817   .  .  .  .  .  .  .  .  .  .  .  .  L-14
20867   .  .  .  .  .  .  .  .  .  .  .  .  K-11
20876   .  .  .  .  .  .  .  .  .  .  .  .  . H-5
20880   .  .  .  .  .  .  .  .  .  .  .  .  .  K-6
20882   .  .  .  .  .  .  .  .  .  .  .  .  .  I-8
20886   .  .  .  .  .  .  .  .  .  .  .  .  I-16
2093   .  .  .  .  .  .  .  .  .  .  .  I-4, I-5
2093   .  .  .  .  .  .  .  .  .  .  .  .  .  .  K-4
21   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . C-8
21030   .  .  .  .  .  .  .  .  .  .  .  .  .  I-4
21059   .  .  .  .  .  .  .  .  .  .  .  .  .  I-4
21060   .  .  .  .  .  .  .  .  .  .  .  .  . H-7
21067   .  .  .  .  .  .  .  .  .  .  .  .  .  I-5
21068   .  .  .  .  .  .  .  .  .  .  .  .  .  I-5
21069   .  .  .  .  .  .  .  .  .  .  .  .  .  I-7
21070   .  .  .  .  .  .  .  .  .  .  .  .  .  I-7
21074   .  .  .  .  .  .  .  .  .  .  .  .  .  I-8
21075   .  .  .  .  .  .  .  .  .  .  .  .  .  I-8
21077   .  .  .  .  .  .  .  .  .  .  .  .  .  I-8
21080   .  .  .  .  .  .  .  .  .  .  .  .  .  I-4
21081   .  .  .  .  .  .  .  .  .  .  .  .  .  I-4
21099   .  .  .  .  .  .  .  .  .  .  .  .  .  I-7
21116   .  .  .  .  .  .  .  .  .  .  .  .  .  .  E-3
21116TC   .  .  .  .  .  .  .  .  .  .  .  E-3
21132RG   .  .  .  .  .  .  .  .  .  .  . H-8
2115   .  .  .  .  .  .  .  .  .  .  .  .  .  . H-5
2116   .  .  .  .  .  .  .  .  .  .  .  .  .  . H-4
21172   .  .  .  .  .  .  .  .  .  .  .  .  . D-6
21173   .  .  .  .  .  .  .  .  .  .  .  .  . D-6
21183   .  .  .  .  .  .  .  .  .  .  .  .  .  E-3
21187   .  .  .  .  .  .  .  .  .  .  .  .  . O-4
21190   .  .  .  .  .  .  .  .  .  .  .  .  I-13
21191   .  .  .  .  .  .  .  .  .  .  .  .  .  K-3
21192   .  .  .  .  .  .  .  .  .  .  .  .  .  K-3
21228   .  .  .  .  .  .  .  .  .  .  .  .  .  K-3
21234   .  .  .  .  .  .  .  .  .  .  .  .  . D-6
21236   .  .  .  .  .  .  .  .  .  .  .  .  .  K-3
21277   .  .  .  .  .  .  .  .  .  .  .  .  I-13
2128   .  .  .  .  .  .  .  .  .  .  .  .  .  I-14
2129   .  .  .  .  .  .  .  .  .  .  .  .  .  I-14

21300   .  .  .  .  .  .  .  .  .  .  .  .  . H-7
21315   .  .  .  .  .  .  .  .  .  .  .  .  . D-6
21317   .  .  .  .  .  .  .  .  .  .  .  .  .  E-3
2133   .  .  .  .  .  .  .  .  .  .  .  .  .  I-14
21353   .  .  .  .  .  .  .  .  .  .  .  .  . H-7
21354   .  .  .  .  .  .  .  .  .  .  .  .  . H-7
21356   .  .  .  .  .  .  .  .  .  .  .  .  . H-7
2136   .  .  .  .  .  .  .  .  .  .  .  .  .  I-14
2137   .  .  .  .  .  .  .  .  .  .  .  .  .  I-14
2138   .  .  .  .  .  .  .  .  .  .  .  .  .  I-14
2139   .  .  .  .  .  .  .  .  .  .  .  .  .  I-14
21405   .  .  .  .  .  .  .  .  .  .  .  .  . G-3
21406   .  .  .  .  .  .  .  .  .  .  .  .  . G-3
21517   .  .  .  .  .  .  .  .  .  N-3, N-4
2155   .  .  .  .  .  .  .  .  .  .  .  .  .  I-12
21600   .  .  .  .  .  .  .  .  .  .  .  .  . N-4
2164   .  .  .  .  .  .  .  .  .  .  .  .  .  . H-5
21644   .  .  .  .  .  .  .  .  .  .  .  .  .  E-3
21702   .  .  .  .  .  .  .  .  .  .  .  .  I-20
2174R1   .  .  .  .  .  .  .  .  .  .  .  . H-5
21754   .  .  .  .  .  .  .  .  .  .  I-4, I-9
21754   .  .  .  .  .  .  .  .  .  .  .  .  .  K-4
2178   .  .  .  .  .  .  .  .  .  .  .  .  .  . H-5
21826   .  .  .  .  .  .  .  .  .  .  .  .  . D-6
21837   .  .  .  .  .  .  .  .  .  .  .  .  . D-4
21840   .  .  .  .  .  .  .  .  .  .  .  .  .  K-6
21846   .  .  .  .  .  .  .  .  .  .  .  .  .  K-3
2192   .  .  .  .  .  .  .  .  .  .  .  .  .  I-20
21936   .  .  .  .  .  .  .  .  .  .  .  .  . D-4
21942   .  .  .  .  .  .  .  .  .  .  .  .  .  I-9
2195   .  .  .  .  .  .  .  .  .  .  .  .  .  .  I-7
21953   .  .  .  .  .  .  .  .  .  .  .  .  I-10
21985   .  .  .  .  .  .  .  .  .  .  .  .  I-10
22   .  .  .  .  .  .  .  .  .  .  .  .  .  .  . C-10
2224   .  .  .  .  .  .  .  .  .  .  .  .  .  . D-5
2260   .  .  .  .  .  .  .  .  .  .  .  .  .  . H-4
2261   .  .  .  .  .  .  .  .  .  .  .  .  .  . H-4
22629   .  .  .  .  .  .  .  .  .  .  .  .  L-14
22630   .  .  .  .  .  .  .  .  .  .  .  .  I-21
22631   .  .  .  .  .  .  .  .  .  .  .  .  I-21
22632   .  .  .  .  .  .  .  .  .  .  .  .  I-21
2264   .  .  .  .  .  .  .  .  .  .  .  .  .  . H-4
2265   .  .  .  .  .  .  .  .  .  .  .  .  .  . H-4
2266   .  .  .  .  .  .  .  .  .  .  .  .  .  . H-4
22675   .  .  .  .  .  .  .  .  .  .  .  .  I-13
2270   .  .  .  .  .  .  .  .  .  .  .  .  .  . H-4
22704   .  .  .  .  .  .  .  .  .  .  .  .  I-13
2271   .  .  .  .  .  .  .  .  .  .  .  .  .  . H-4
2274   .  .  .  .  .  .  .  .  .  .  .  .  .  . H-4
2275   .  .  .  .  .  .  .  .  .  .  .  .  .  . H-4
2276   .  .  .  .  .  .  .  .  .  .  .  .  .  . H-4
2288   .  .  .  .  .  .  .  .  .  .  .  .  .  I-14
2299   .  .  .  .  .  .  .  .  .  .  .  .  .  I-17
2300   .  .  .  .  .  .  .  .  .  .  .  .  .  . H-7
2308   .  .  .  .  .  .  .  .  .  .  .  .  .  . H-7
2317   .  .  .  .  .  .  .  .  .  .  .  .  .  . H-7
2318   .  .  .  .  .  .  .  .  .  .  .  .  .  . H-7
2319   .  .  .  .  .  .  .  .  .  .  .  .  .  I-17
2320   .  .  .  .  .  .  .  .  .  .  .  .  .  I-17
2321   .  .  .  .  .  .  .  .  .  .  .  .  .  I-17
2323   .  .  .  .  .  .  .  .  .  .  .  .  .  B-12

2329   .  .  .  .  .  .  .  .  .  .  .  .  .  I-17
2359   .  .  .  .  .  .  .  .  .  .  .  .  .  B-12
2373   .  .  .  .  .  .  .  .  .  .  .  .  .  . D-5
2374   .  .  .  .  .  .  .  .  .  .  .  .  .  I-20
2377   .  .  .  .  .  .  .  .  .  .  .  .  .  . D-5
2378   .  .  .  .  .  .  .  .  .  .  .  .  .  . D-5
2389   .  .  .  .  .  .  .  .  .  .  .  .  .  . D-5
24082   .  .  .  .  .  .  .  .  .  .  .  .  .  K-3
24087   .  .  .  .  .  .  .  .  .  .  .  .  .  K-3
2413   .  .  .  .  .  .  .  .  .  .  .  .  .  . D-8
24140   .  .  .  .  .  .  .  .  .  .  .  .  .  E-3
2418   .  .  .  .  .  .  .  .  .  .  .  .  .  . D-8
2419B   .  .  .  .  .  .  .  .  .  .  .  .  . O-3
2424   .  .  .  .  .  .  .  .  .  .  .  .  .  . D-8
2427   .  .  .  .  .  .  .  .  .  .  .  .  .  .  K-4
24309   .  .  .  .  .  .  .  .  .  .  .  .  I-17
24320   .  .  .  .  .  .  .  .  .  .  .  .  K-11
24321   .  .  .  .  .  .  .  .  .  .  .  .  K-11
24322   .  .  .  .  .  .  .  .  .  .  .  .  K-11
24400   .  .  .  .  .  .  .  .  .  .  .  .  L-14
24401   .  .  .  .  .  .  .  .  .  .  .  .  L-14
24403   .  .  .  .  .  .  .  .  .  .  .  .  L-14
24404   .  .  .  .  .  .  .  .  .  .  .  .  .  I-9
24405   .  .  .  .  .  .  .  .  .  .  .  .  .  I-9
24406   .  .  .  .  .  .  .  .  .  .  .  .  .  I-9
24407   .  .  .  .  .  .  .  .  .  .  .  .  .  I-9
24410   .  .  .  .  .  .  .  .  .  .  .  .  .  I-7
24420   .  .  .  .  .  .  .  .  .  .  .  .  I-15
24421   .  .  .  .  .  .  .  .  .  .  .  .  I-15
24422   .  .  .  .  .  .  .  .  .  .  .  .  I-15
24423   .  .  .  .  .  .  .  .  .  .  .  .  I-15
24424   .  .  .  .  .  .  .  .  .  .  .  .  I-15
24425   .  .  .  .  .  .  .  .  .  .  .  .  I-15
24426   .  .  .  .  .  .  .  .  .  .  .  .  I-15
24427   .  .  .  .  .  .  .  .  .  .  .  .  I-15
24430   .  .  .  .  .  .  .  .  .  .  .  .  I-15
24431   .  .  .  .  .  .  .  .  .  .  .  .  I-15
24432   .  .  .  .  .  .  .  .  .  .  .  .  I-15
24433   .  .  .  .  .  .  .  .  .  .  .  .  I-15
24434   .  .  .  .  .  .  .  .  .  .  .  .  I-15
24436   .  .  .  .  .  .  .  .  .  .  .  .  I-15
24437   .  .  .  .  .  .  .  .  .  .  .  .  I-15
24438   .  .  .  .  .  .  .  .  .  .  .  .  I-20
24441   .  .  .  .  .  .  .  .  .  .  .  .  I-11
24442   .  .  .  .  .  .  .  .  .  .  .  .  I-11
24455   .  .  .  .  .  .  .  .  .  .  .  .  . D-8
24466   .  .  .  .  .  .  .  .  .  .  .  .  .  I-9
2450   .  .  .  .  .  .  .  .  .  .  .  .  .  . H-5
2461   .  .  .  .  .  .  .  .  .  .  .  .  .  . D-4
2462   .  .  .  .  .  .  .  .  .  .  .  .  .  . D-4
2464   .  .  .  .  .  .  .  .  .  .  .  .  .  . D-4
2466   .  .  .  .  .  .  .  .  .  .  .  .  .  . D-4
2475   .  .  .  .  .  .  .  .  .  .  .  .  .  . D-5
2476   .  .  .  .  .  .  .  .  .  .  .  .  .  . D-5
2477   .  .  .  .  .  .  .  .  .  .  .  .  .  . D-5
2478   .  .  .  .  .  .  .  .  .  .  .  .  .  . D-4
2486   .  .  .  .  .  .  .  .  .  .  .  .  .  . D-4
2494   .  .  .  .  .  .  .  .  .  .  .  .  .  .  E-8
2496   .  .  .  .  .  .  .  .  .  .  .  .  .  . D-4
25   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . C-8
2500   .  .  .  .  .  .  .  .  .  .  .  .  .  L-16

2500   .  .  .  .  .  .  .  .  .  .  N-3, N-4
2512   .  .  .  .  .  .  .  .  .  .  .  .  .  L-11
2531   .  .  .  .  .  .  .  .  .  .  .  .  .  .  I-5
2532   .  .  .  .  .  .  .  .  .  .  .  .  .  .  I-5
2533*   .  .  .  .  .  .  .  .  .  .  .  .  .  I-5
2534   .  .  .  .  .  .  .  .  .  .  .  .  .  I-19
2536   .  .  .  .  .  .  .  .  .  .  .  .  .  I-20
2537   .  .  .  .  .  .  .  .  .  .  .  I-5, I-6
2537   .  .  .  .  .  .  .  .  .  .  .  .  .  .  K-4
2547   .  .  .  .  .  .  .  .  .  .  .  .  .  I-19
2553   .  .  .  .  .  .  .  .  .  .  .  .  .  .  I-4
2556   .  .  .  .  .  .  .  .  .  .  .  .  .  I-17
2559   .  .  .  .  .  .  .  .  .  .  .  .  .  . H-7
2567   .  .  .  .  .  .  .  .  .  .  .  .  .  I-12
2577   .  .  .  .  .  .  .  .  .  .  .  .  .  I-12
26   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . C-8
2604   .  .  .  .  .  .  .  .  .  .  .  .  .  I-20
2607   .  .  .  .  .  .  .  .  .  .  .  .  .  K-11
2620   .  .  .  .  .  .  .  .  .  .  .  .  .  I-16
2633   .  .  .  .  .  .  .  .  .  .  .  .  .  I-16
2636   .  .  .  .  .  .  .  .  .  .  .  .  .  I-14
2637   .  .  .  .  .  .  .  .  .  .  .  .  .  I-14
2638   .  .  .  .  .  .  .  .  .  .  .  .  .  I-14
2639   .  .  .  .  .  .  .  .  .  .  .  .  .  I-14
2640   .  .  .  .  .  .  .  .  .  .  .  .  .  I-16
2649   .  .  .  .  .  .  .  .  .  .  .  .  .  I-14
266   .  .  .  .  .  .  .  .  .  .  .  .  .  .  . O-7
2667   .  .  .  .  .  .  .  .  .  .  .  .  .  I-12
2680   .  .  .  .  .  .  .  .  .  .  .  .  .  I-20
2682   .  .  .  .  .  .  .  .  .  .  .  .  .  I-20
2684   .  .  .  .  .  .  .  .  .  .  .  .  .  I-18
2685   .  .  .  .  .  .  .  .  .  .  .  .  .  I-19
2689   .  .  .  .  .  .  .  .  .  .  .  .  .  . D-5
26E   .  .  .  .  .  .  .  .  .  .  .  .  .  .  . O-7
26G   .  .  .  .  .  .  .  .  .  .  .  .  .  .  . O-7
26K   .  .  .  .  .  .  .  .  .  .  .  .  .  .  . O-7
27   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . O-5
27148   .  .  .  .  .  .  .  .  .  .  .  .  .  E-4
2750   .  .  .  .  .  .  .  .  .  .  .  .  .  . H-8
2754   .  .  .  .  .  .  .  .  .  .  .  .  .  . H-7
2755   .  .  .  .  .  .  .  .  .  .  .  .  .  . H-7
2756   .  .  .  .  .  .  .  .  .  .  .  .  .  . H-7
2757   .  .  .  .  .  .  .  .  .  .  .  .  .  . H-7
2772   .  .  .  .  .  .  .  .  .  .  .  .  .  . H-5
2773   .  .  .  .  .  .  .  .  .  .  .  .  .  . H-5
27A   .  .  .  .  .  .  .  .  .  .  .  .  .  .  . O-5
27S   .  .  .  .  .  .  .  .  .  .  .  .  .  .  . O-5
2842   .  .  .  .  .  .  .  .  .  .  .  .  . D-10
284A   .  .  .  .  .  .  .  .  .  .  .  .  .  . O-6
2851   .  .  .  .  .  .  .  .  .  .  .  .  .  . D-4
2852   .  .  .  .  .  .  .  .  .  .  .  .  .  . D-4
2853   .  .  .  .  .  .  .  .  .  .  .  .  .  . D-4
2854   .  .  .  .  .  .  .  .  .  .  .  .  .  . D-4
2856   .  .  .  .  .  .  .  .  .  .  .  .  .  . D-4
285A   .  .  .  .  .  .  .  .  .  .  .  .  .  . O-6
286A   .  .  .  .  .  .  .  .  .  .  .  .  .  . O-6
2876   .  .  .  .  .  .  .  .  .  .  .  .  .  I-17
2877   .  .  .  .  .  .  .  .  .  .  .  .  .  . H-7
2884   .  .  .  .  .  .  .  .  .  .  .  .  .  . D-5
2900   .  .  .  .  .  .  .  .  .  .  .  .  .  L-17
29003   .  .  .  .  .  .  .  .  .  .  .  .  B-11

29021   .  .  .  .  .  .  .  .  .  .  .  .  . D-4
29022   .  .  .  .  .  .  .  .  .  .  .  .  . D-4
29023   .  .  .  .  .  .  .  .  .  .  .  .  . D-4
29024   .  .  .  .  .  .  .  .  .  .  .  .  . D-4
29025   .  .  .  .  .  .  .  .  .  .  .  .  . D-4
29026   .  .  .  .  .  .  .  .  .  .  .  .  . D-4
29027   .  .  .  .  .  .  .  .  .  .  .  .  . D-4
29028   .  .  .  .  .  .  .  .  .  .  .  .  . D-4
2910   .  .  .  .  .  .  .  .  .  .  .  .  .  I-21
2912   .  .  .  .  .  .  .  .  .  .  .  .  .  I-21
2935   .  .  .  .  .  .  .  .  .  .  .  .  .  I-21
2936   .  .  .  .  .  .  .  .  .  .  .  .  .  I-21
2937   .  .  .  .  .  .  .  .  .  .  .  .  .  .  I-6
2961   .  .  .  .  .  .  .  .  .  .  .  .  .  I-21
2962   .  .  .  .  .  .  .  .  .  .  .  .  .  I-21
2963   .  .  .  .  .  .  .  .  .  .  .  .  .  I-21
2971   .  .  .  .  .  .  .  .  .  .  .  .  .  I-21
2973   .  .  .  .  .  .  .  .  .  .  .  .  .  I-21
2983   .  .  .  .  .  .  .  .  .  .  .  .  .  I-16
2991   .  .  .  .  .  .  .  .  .  .  .  .  .  I-10
2993   .  .  .  .  .  .  .  .  .  .  .  .  .  I-10
2C16   .  .  .  .  .  .  .  .  .  .  .  .  .  A-12
2C18  .  .  .  .  .  .  .  .  .  .  .  .  .  . A-12
2CQ   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-9
2FGQ   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-9
30   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . O-3
300   .  .  .  .  .  .  .  .  .  .  .  .  .  .  . C-4
3004FG   .  .  .  .  .  .  .  .  .  .  .  L-25
3006FG   .  .  .  .  .  .  .  .  .  .  .  L-25
3008FG   .  .  .  .  .  .  .  .  .  .  .  L-25
300E   .  .  .  .  .  .  .  .  .  .  .  .  .  . C-3
3101E   .  .  .  .  .  .  .  .  .  .  .  .  . O-6
3102W   .  .  .  .  .  .  .  .  .  .  .  .  . O-6
320E   .  .  .  .  .  .  .  .  .  .  .  .  .  L-16
3301   .  .  .  .  .  .  .  .  .  .  .  .  .  L-17
3302   .  .  .  .  .  .  .  .  .  .  .  .  .  L-16
34-12SC   .  .  .  .  .  .  .  .  .  .  .  E-7
34-25SC   .  .  .  .  .  .  .  .  .  .  .  E-7
34-25SCS   .  .  .  .  .  .  .  .  .  .  E-6
34-50SCS   .  .  .  .  .  .  .  .  .  .  E-6
3400   .  .  .  .  .  .  .  .  .  .  .  .  .  L-12
3401Q   .  .  .  .  .  .  .  .  .  .  .  .  L-16
3401TS   .  .  .  .  .  .  .  .  .  .  .  L-16
3402L5934   .  .  .  .  .  .  .  .  L-19
3402Q   .  .  .  .  .  .  .  .  .  .  .  .  L-17
3402U   .  .  .  .  .  .  .  .  .  .  .  .  L-17
3403   .  .  .  .  .  .  .  .  .  .  .  .  .  L-18
3500   .  .  .  .  .  .  .  .  .  .  .  .  .  L-17
36   .  .  .  .  .  .  .  .  .  .  .  .  .  .  . C-10
3600   .  .  .  .  .  .  .  .  .  .  .  .  .  L-19
3601   .  .  .  .  .  .  .  .  .  .  .  .  .  L-19
3636YLV   .  .  .  .  .  .  .  .  .  .  . C-5
3636YLVNV   .  .  .  .  .  .  .  .  . C-5
38-2SC   .  .  .  .  .  .  .  .  .  .  .  .  E-7
38-12SC   .  .  .  .  .  .  .  .  .  .  .  E-7
38-18SC   .  .  .  .  .  .  .  .  .  .  .  E-7
38-25SCS   .  .  .  .  .  .  .  .  .  .  E-6
38-50SC   .  .  .  .  .  .  .  .  .  .  .  E-7
38-50SCS   .  .  .  .  .  .  .  .  .  .  E-6
38-100SC   .  .  .  .  .  .  .  .  .  .  E-7
4-Way Connectors   .  .  I-20
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4-Way Connectors
SafetyLine   .  .  .  .  .  .  .  .  .  J-14
40   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . O-3
4003SH   .  .  .  .  .  .  .  .  .  .  .  . O-6
4007   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-3
4008   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-3
4009   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-3
400E   .  .  .  .  .  .  .  .  .  .  .  .  .  . C-3
4010   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-3
4011   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-3
4012   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-3
4013   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-3
4016   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-5
4017   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-5
4018   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-5
4024   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-5
4025   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-5
4026   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-5
4028   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-5
4029   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-5
4030   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-5
4033   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-5
4034   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-5
4035   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-5
4036   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-4
4037   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-4
4038   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-4
4039   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-4
4040   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-4
4041   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-4
4042   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-4
4043   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-4
4044   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-4
4045   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-4
4046   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-4
4084   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-6
4085   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-6
4088   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-6
4089   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-6
4099   .  .  .  .  .  .  .  .  .  .  .  .  .  L-18
40H   .  .  .  .  .  .  .  .  .  .  .  .  .  .  . O-5
40HPP   .  .  .  .  .  .  .  .  .  .  .  .  . O-5
40SHB   .  .  .  .  .  .  .  .  .  .  .  .  . O-5
4100   .  .  .  .  .  .  .  .  .  .  .  .  .  L-20
4101   .  .  .  .  .  .  .  .  .  .  .  .  .  L-18
4102   .  .  .  .  .  .  .  .  .  .  .  .  .  L-20
4103   .  .  .  .  .  .  .  .  .  .  .  .  .  L-19
4104   .  .  .  .  .  .  .  .  .  .  .  .  .  L-20
4105   .  .  .  .  .  .  .  .  .  .  .  .  .  L-20
4106   .  .  .  .  .  .  .  .  .  .  .  .  .  L-20
4107   .  .  .  .  .  .  .  .  .  .  .  .  .  L-20
4108   .  .  .  .  .  .  .  .  .  .  .  .  .  .  K-7
4108   .  .  .  .  .  .  .  .  .  .  .  .  .  L-19
4109   .  .  .  .  .  .  .  .  .  .  .  .  .  L-19
4110   .  .  .  .  .  .  .  .  .  .  .  .  .  .  K-7
4111   .  .  .  .  .  .  .  .  .  .  .  .  .  .  K-7
4111   .  .  .  .  .  .  .  .  .  .  .  .  .  L-19
4112   .  .  .  .  .  .  .  .  .  .  .  .  .  .  K-7
4113   .  .  .  .  .  .  .  .  .  .  .  .  .  .  K-7
4113   .  .  .  .  .  .  .  .  .  .  .  .  .  L-19
4114   .  .  .  .  .  .  .  .  .  .  .  .  .  L-17

4115   .  .  .  .  .  .  .  .  .  .  .  .  .  L-17
414BN   .  .  .  .  .  .  .  .  .  .  .  .  . O-4
414PG   .  .  .  .  .  .  .  .  .  .  .  .  . O-4
4155   .  .  .  .  .  .  .  .  .  .  .  .  .  L-13
4167   .  .  .  .  .  .  .  .  .  .  .  .  .  L-13
4168   .  .  .  .  .  .  .  .  .  .  .  .  .  L-13
4169   .  .  .  .  .  .  .  .  .  .  .  .  .  L-13
4182   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-6
4187   .  .  .  .  .  .  .  .  .  .  .  .  .  .  I-6
42   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . O-5
4200   .  .  .  .  .  .  .  .  .  .  .  .  .  .  I-5
4213   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-4
4214   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-4
4215   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-4
4216   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-4
4217   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-4
4218   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-4
4219   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-4
4220   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-4
4221   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-4
4222   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-4
4223   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-4
4225   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-4
4230   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-6
4231   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-6
4232   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-6
4233   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-6
4234   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-6
4236   .  .  .  .  .  .  .  .  .  .  .  .  .  L-19
4240   .  .  .  .  .  .  .  .  .  .  .  .  .  .  I-8
4242   .  .  .  .  .  .  .  .  .  .  .  .  .  .  I-6
4244   .  .  .  .  .  .  .  .  .  .  N-2, N-4
4245   .  .  .  .  .  .  .  .  .  .  .  .  .  . H-8
4246   .  .  .  .  .  .  .  .  .  .  .  .  .  I-18
4247   .  .  .  .  .  .  .  .  .  .  .  .  .  I-20
4248   .  .  .  .  .  .  .  .  .  .  .  .  .  I-19
4249   .  .  .  .  .  .  .  .  .  .  .  .  .  I-18
4255   .  .  .  .  .  .  .  .  .  .  .  .  .  .  I-7
4260   .  .  .  .  .  .  .  .  .  .  .  .  .  .  I-5
4276   .  .  .  .  .  .  .  .  .  .  .  .  .  I-18
4277   .  .  .  .  .  .  .  .  .  .  .  .  .  I-16
4279   .  .  .  .  .  .  .  .  .  .  .  .  .  .  I-7
4280   .  .  .  .  .  .  .  .  .  .  .  .  .  .  I-6
4282   .  .  .  .  .  .  .  .  .  .  .  .  .  I-10
4283   .  .  .  .  .  .  .  .  .  .  .  .  .  I-10
4290   .  .  .  .  .  .  .  .  .  .  .  .  .  K-11
4295   .  .  .  .  .  .  .  .  .  .  .  .  .  .  I-8
4297   .  .  .  .  .  .  .  .  .  .  .  .  .  L-13
4298   .  .  .  .  .  .  .  .  .  .  .  .  .  L-13
4299   .  .  .  .  .  .  .  .  .  .  .  .  .  L-13
42A   .  .  .  .  .  .  .  .  .  .  .  .  .  .  . O-6
42S   .  .  .  .  .  .  .  .  .  .  .  .  .  .  . O-6
42SA   .  .  .  .  .  .  .  .  .  .  .  .  .  . O-6
4300   .  .  .  .  .  .  .  .  .  .  .  .  .  L-13
4301   .  .  .  .  .  .  .  .  .  .  .  .  .  L-13
4302   .  .  .  .  .  .  .  .  .  .  .  .  .  L-13
4303   .  .  .  .  .  .  .  .  .  .  .  .  .  L-13
4310   .  .  .  .  .  .  .  .  .  .  .  .  .  I-12
4311  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .   I-8
4314   .  .  .  .  .  .  .  .  .  .  .  .  .  . D-9
4317   .  .  .  .  .  .  .  .  .  .  .  .  .  L-30

4333   .  .  .  .  .  .  .  .  .  .  .  .  .  . D-9
4337   .  .  .  .  .  .  .  .  .  .  .  .  .  .  K-7
4341   .  .  .  .  .  .  .  .  .  .  .  .  .  I-10
4344   .  .  .  .  .  .  .  .  .  .  N-2, N-4
4345   .  .  .  .  .  .  .  .  .  .  .  .  .  I-11
4356   .  .  .  .  .  .  .  .  .  .  .  .  .  . N-4
4367   .  .  .  .  .  .  .  .  .  .  .  .  .  . N-4
4369   .  .  .  .  .  .  .  .  .  .  .  .  .  I-11
4370   .  .  .  .  .  .  .  .  .  .  .  .  .  . H-7
4373   .  .  .  .  .  .  .  .  .  .  .  .  .  I-12
4377   .  .  .  .  .  .  .  .  .  .  .  .  .  .  I-8
4378   .  .  .  .  .  .  .  .  .  .  .  .  .  I-10
4379   .  .  .  .  .  .  .  .  .  .  .  .  .  I-12
4388   .  .  .  .  .  .  .  .  .  .  .  .  .  .  I-5
4389   .  .  .  .  .  .  .  .  .  .  .  .  .  .  I-5
4390   .  .  .  .  .  .  .  .  .  .  .  .  .  .  I-8
4412   .  .  .  .  .  .  .  .  .  .  .  .  .  L-24
4418   .  .  .  .  .  .  .  .  .  .  .  .  .  L-24
4444   .  .  .  .  .  .  .  .  .  .  N-2, N-4
4445   .  .  .  .  .  .  .  .  .  .  .  .  .  . N-4
4469   .  .  .  .  .  .  .  .  .  .  .  .  .  . N-4
44C   .  .  .  .  .  .  .  .  .  .  .  .  .  .  K-10
44CFG   .  .  .  .  .  .  .  .  .  .  .  .  L-24
44UFG   .  .  .  .  .  .  .  .  .  .  .  .  L-12
4544   .  .  .  .  .  .  .  .  .  .  .  .  .  . N-3
4556   .  .  .  .  .  .  .  .  .  .  .  .  .  . N-3
46   .  .  .  .  .  .  .  .  .  .  .  .  .  .  . C-10
4644   .  .  .  .  .  .  .  .  .  .  .  .  .  . N-3
4667   .  .  .  .  .  .  .  .  .  .  .  .  .  . N-3
4744   .  .  .  .  .  .  .  .  .  .  .  .  .  . N-3
4745   .  .  .  .  .  .  .  .  .  .  .  .  .  . N-3
4769   .  .  .  .  .  .  .  .  .  .  .  .  .  . N-3
48   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . O-3
4D   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-17
4DQ   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-9
4DU   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-9
4EFG   .  .  .  .  .  .  .  .  .  .  .  .  .  L-12
4EFGM   .  .  .  .  .  .  .  .  .  .  .  .  L-12
4EK001   .  .  .  .  .  .  .  .  .  .  .  L-12
4FGQ   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-9
4FGU   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-9
4UK001   .  .  .  .  .  .  .  .  .  .  .  L-12
50-50SCS   .  .  .  .  .  .  .  .  .  .  E-6
5000E600   .  .  .  .  .  .  .  .  .  . O-5
50012EH   .  .  .  .  .  .  .  .  .  .  L-11
50012EP   .  .  .  .  .  .  .  .  .  .  L-11
5012   .  .  .  .  .  .  .  .  .  .  .  .  .  L-11
5012EH   .  .  .  .  .  .  .  .  .  .  .  L-11
5012R   .  .  .  .  .  .  .  .  .  .  .  .  L-11
501FGQ   .  .  .  .  .  .  .  .  .  .  .  L-10
501FGU   .  .  .  .  .  .  .  .  .  .  .  L-10
50206   .  .  .  .  .  .  .  .  .  .  .  .  L-10
50208   .  .  .  .  .  .  .  .  .  .  .  .  L-10
5020H   .  .  .  .  .  .  .  .  .  .  .  .  L-10
50C   .  .  .  .  .  .  .  .  .  .  .  .  .  .  . O-3
5112   .  .  .  .  .  .  .  .  .  .  .  .  .  L-11
51508   .  .  .  .  .  .  .  .  .  .  .  .  . G-3
51509   .  .  .  .  .  .  .  .  .  .  .  .  . G-3
51511   .  .  .  .  .  .  .  .  .  .  .  .  . G-3
51512   .  .  .  .  .  .  .  .  .  .  .  .  . G-3
536A   .  .  .  .  .  .  .  .  .  .  .  .  .  B-11

58-12SC   .  .  .  .  .  .  .  .  .  .  .  E-7
58-25SCS   .  .  .  .  .  .  .  .  .  .  E-6
58-50SC   .  .  .  .  .  .  .  .  .  .  .  E-7
58-50SCS   .  .  .  .  .  .  .  .  .  .  E-6
58-100SC   .  .  .  .  .  .  .  .  .  .  E-7
5900   .  .  .  .  .  .  .  .  .  .  .  .  .  L-16
590001   .  .  .  .  .  .  .  .  .  .  .  L-21
5900017/16T   .  .  .  .  .  .  .  L-21
590001S   .  .  .  .  .  .  .  .  .  .  L-21
590002   .  .  .  .  .  .  .  .  .  .  .  L-21
5900CS   .  .  .  .  .  .  .  K-9, K-10
5900Q   .  .  .  .  .  .  .  .  .  .  .  .  K-10
593412PHT   .  .  .  .  .  .  .  .  L-21
59P34916SD   .  .  .  .  .  .  .  L-21
5C2   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-19
5C2Q   .  .  .  .  .  .  .  .  .  .  .  .  .  L-10
5C2U   .  .  .  .  .  .  .  .  .  .  .  .  .  L-10
5C3   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-19
5C3Q   .  .  .  .  .  .  .  .  .  .  .  .  .  L-10
5C3U   .  .  .  .  .  .  .  .  .  .  .  .  .  L-10
5C4   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-19
5C4Q   .  .  .  .  .  .  .  .  .  .  .  .  .  L-10
5C4U   .  .  .  .  .  .  .  .  .  .  .  .  .  L-10
5EFG   .  .  .  .  .  .  .  .  .  .  .  .  .  L-12
5EFGU   .  .  .  .  .  .  .  .  .  .  .  .  L-12
5EK001   .  .  .  .  .  .  .  .  .  .  .  L-12
5FGQ   .  .  .  .  .  .  .  .  .  .  .  .  .  L-10
5UK001   .  .  .  .  .  .  .  .  .  .  .  L-12
60   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . O-3
616   .  .  .  .  .  .  .  .  .  .  .  .  .  .  . O-3
618   .  .  .  .  .  .  .  .  .  .  .  .  .  .  . O-3
620   .  .  .  .  .  .  .  .  .  .  .  .  .  .  . O-3
622   .  .  .  .  .  .  .  .  .  .  .  .  .  .  . O-3
624   .  .  .  .  .  .  .  .  .  .  .  .  .  .  . O-3
636A   .  .  .  .  .  .  .  .  .  .  .  .  .  B-11
640001   .  .  .  .  .  .  .  .  .  .  .  L-28
6400B   .  .  .  .  .  .  .  .  .  .  .  .  L-28
66   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . O-3
670   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-25
670001   .  .  .  .  .  .  .  .  .  .  .  L-25
6700011   .  .  .  .  .  .  .  .  .  .  L-25
671001   .  .  .  .  .  .  .  .  .  .  .  L-25
6710011   .  .  .  .  .  .  .  .  .  .  L-25
67130ACFG   .  .  .  .  .  .  .  .  L-25
672   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-25
7003   .  .  .  .  .  .  .  .  .  .  .  .  .  L-27
7004   .  .  .  .  .  .  .  .  .  .  .  .  .  L-27
7005   .  .  .  .  .  .  .  .  .  .  .  .  .  L-27
72   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . O-3
72CQ   .  .  .  .  .  .  .  .  .  .  .  .  .  L-23
72CU   .  .  .  .  .  .  .  .  .  .  .  .  .  L-23
72S3/4   .  .  .  .  .  .  .  .  .  .  .  L-23
72S3/8   .  .  .  .  .  .  .  .  .  .  .  L-23
72S9/16   .  .  .  .  .  .  .  .  .  .  L-23
7300ABC   .  .  .  .  .  .  .  .  .  .  .  K-5
7300AET   .  .  .  .  .  .  .  .  .  .  .  K-5
73025T   .  .  .  .  .  .  .  .  .  .  .  .  J-9
7304DE   .  .  .  .  .  .  .  .  .  .  .  .  J-9
7304T   .  .  .  .  .  .  .  .  .  .  .  .  .  J-9
73065E   .  .  .  .  .  .  .  .  .  .  .  J-10
7310E   .  .  .  .  .  .  .  .  .  .  .  .  J-10

7310G   .  .  .  .  .  .  .  .  .  .  .  .  .  K-5
7311E   .  .  .  .  .  .  .  .  .  .  .  .  J-10
7314T   .  .  .  .  .  .  .  .  .  .  .  .  .  J-9
7315E   .  .  .  .  .  .  .  .  .  .  .  .  .  J-9
7315PG   .  .  .  .  .  .  .  .  .  .  .  .  J-9
7316E   .  .  .  .  .  .  .  .  .  .  .  .  .  J-9
736PH   .  .  .  .  .  .  .  .  .  .  .  .  . D-3
7512B   .  .  .  .  .  .  .  .  .  .  .  .  .  J-6
7512E   .  .  .  .  .  .  .  .  .  .  .  .  .  J-6
752076   .  .  .  .  .  .  .  .  .  .  .  J-14
752576   .  .  .  .  .  .  .  .  .  .  .  J-14
7541E   .  .  .  .  .  .  .  .  .  .  .  .  .  J-7
7541T   .  .  .  .  .  .  .  .  .  .  .  .  .  J-7
75420010236   .  .  .  .  .  .  J-13
75420011036   .  .  .  .  .  .  J-13
75420012036   .  .  .  .  .  .  J-13
7542001BSF   .  .  .  .  .  .  .  .  K-3
7542121BS   .  .  .  .  .  .  .  .  .  K-3
7542123BS   .  .  .  .  .  .  .  .  .  K-3
7542123BST   .  .  .  .  .  .  .  .  K-3
7542385BST   .  .  .  .  .  .  .  .  K-3
7542905BS   .  .  .  .  .  .  .  .  .  K-3
7542905BST   .  .  .  .  .  .  .  .  K-3
7542B   .  .  .  .  .  .  .  .  .  .  .  .  .  J-7
7542CM1B   .  .  .  .  .  .  .  .  .  J-11
7542CM1E   .  .  .  .  .  .  .  .  .  J-11
7542CM1PG   .  .  .  .  .  .  .  .  J-11
7542CM1T   .  .  .  .  .  .  .  .  .  J-11
7542K   .  .  .  .  .  .  .  .  .  .  .  .  .  K-3
7542TGK   .  .  .  .  .  .  .  .  .  .  .  K-6
7551   .  .  .  .  .  .  .  .  .  .  .  .  .  J-16
7551GA   .  .  .  .  .  .  .  .  .  .  .  J-16
7560   .  .  .  .  .  .  .  .  .  .  .  .  .  J-11
7561   .  .  .  .  .  .  .  .  .  .  .  .  .  J-11
7561A   .  .  .  .  .  .  .  .  .  .  .  .  J-11
7575FE   .  .  .  .  .  .  .  .  .  .  .  .  J-7
7575FEST   .  .  .  .  .  .  .  .  .  .  J-7
7575FGA   .  .  .  .  .  .  .  .  .  .  .  J-7
7575FPSE   .  .  .  .  .  .  .  .  .  .  J-7
7575FTGA   .  .  .  .  .  .  .  .  .  .  J-7
7600011   .  .  .  .  .  .  .  .  .  .  J-13
7600011CT41  .  .  .  .  .  .  .  J-12
7600011ct42   .  .  .  .  .  .  .  J-12
7600011PT41   .  .  .  .  .  .  .  J-12
7600011Pt42   .  .  .  .  .  .  .  J-12
760001CS   .  .  .  .  .  .  .  .  .  .  J-5
760001CT40   .  .  .  .  .  .  .  J-12
760001E   .  .  .  .  .  .  .  .  .  .  .  J-5
760001EB   .  .  .  .  .  .  .  .  .  .  J-5
760001HDL   .  .  .  .  .  .  .  .  .  K-5
760001PB   .  .  .  .  .  .  .  .  .  .  K-6
760001PSE   .  .  .  .  .  .  .  .  .  J-5
760001PT40   .  .  .  .  .  .  .  J-12
760001RT   .  .  .  .  .  .  .  .  .  .  J-5
760001T   .  .  .  .  .  .  .  .  .  .  .  J-5
760002E   .  .  .  .  .  .  .  .  .  .  .  J-8
760002T   .  .  .  .  .  .  .  .  .  .  .  J-8
760003E   .  .  .  .  .  .  .  .  .  .  .  J-8
760006E   .  .  .  .  .  .  .  .  .  .  .  J-4
760045   .  .  .  .  .  .  .  .  .  .  .  J-13
760045PB   .  .  .  .  .  .  .  .  .  .  K-6
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7600S1EB   .  .  .  .  .  .  .  .  .  .  J-5
7603   .  .  .  .  .  .  .  .  .  .  .  .  .  J-18
7603C   .  .  .  .  .  .  .  .  .  .  .  .  J-18
7603CGA   .  .  .  .  .  .  .  .  .  .  J-18
7603GA   .  .  .  .  .  .  .  .  .  .  .  J-18
7604C   .  .  .  .  .  .  .  .  .  .  .  .  J-18
7604CGA   .  .  .  .  .  .  .  .  .  .  J-18
760CM1E   .  .  .  .  .  .  .  .  .  .  .  J-5
760CM3T   .  .  .  .  .  .  .  .  .  .  .  J-8
760CMSR3E   .  .  .  .  .  .  .  .  J-8
760MS1E   .  .  .  .  .  .  .  .  .  .  .  J-5
760SR6E   .  .  .  .  .  .  .  .  .  .  .  J-4
760SR6PSE   .  .  .  .  .  .  .  .  .  J-4
760SRS6E   .  .  .  .  .  .  .  .  .  .  J-4
76174459   .  .  .  .  .  .  .  .  .  K-10
761E   .  .  .  .  .  .  .  .  .  .  .  .  .  .  J-4
763S011   .  .  .  .  .  .  .  .  .  .  J-13
763S45   .  .  .  .  .  .  .  .  .  .  .  J-13
7640001E   .  .  .  .  .  .  .  .  .  .  J-5
7640001EB   .  .  .  .  .  .  .  .  .  J-5
7640002E   .  .  .  .  .  .  .  .  .  J-10
7640002PSE   .  .  .  .  .  .  .  J-10
7640002PSEB   .  .  .  .  .  .  J-10
764000ST   .  .  .  .  .  .  .  .  .  J-18
76400S1E   .  .  .  .  .  .  .  .  .  .  J-5
76400S1EB   .  .  .  .  .  .  .  .  .  J-5
764015GE   .  .  .  .  .  .  .  .  .  J-18
764015GE   .  .  .  .  .  .  .  .  .  .  K-8
764015S0   .  .  .  .  .  .  .  .  .  J-18
764015SO   .  .  .  .  .  .  .  .  .  J-19
7640244GA   .  .  .  .  .  .  .  .  J-16
7640CM1E   .  .  .  .  .  .  .  .  .  .  J-5
7640CMS1E   .  .  .  .  .  .  .  .  .  J-5
764150015LGE   .  .  .  .  .  .  K-8
764150015LSO   .  .  .  .  .  J-19
764150025LGE   .  .  .  .  .  .  K-8
764150025LSO   .  .  .  .  .  J-19
764156234H   .  .  .  .  .  .  .  J-18
764156STGESO   .  .  .  .  .  J-18
7660001E   .  .  .  .  .  .  .  .  .  .  J-6
76600S1E   .  .  .  .  .  .  .  .  .  .  J-6
76600S1PG   .  .  .  .  .  .  .  .  .  J-6
7661FG   .  .  .  .  .  .  .  .  .  .  .  J-17
76630782   .  .  .  .  .  .  .  .  .  J-14
76630882   .  .  .  .  .  .  .  .  .  J-14
766FG   .  .  .  .  .  .  .  .  .  .  .  .  J-17
767E   .  .  .  .  .  .  .  .  .  .  .  .  .  .  J-4
768E   .  .  .  .  .  .  .  .  .  .  .  .  .  .  J-4
76CT43   .  .  .  .  .  .  .  .  .  .  .  J-12
76PT43   .  .  .  .  .  .  .  .  .  .  .  J-12
78000   .  .  .  .  .  .  .  .  .  .  .  .  J-11
7991   .  .  .  .  .  .  .  .  .  .  .  .  .  L-20
7991WS   .  .  .  .  .  .  .  .  .  .  .  L-20
7992FGQ   .  .  .  .  .  .  .  .  .  .  L-20
8104E   .  .  .  .  .  .  .  .  .  .  .  .  .  L-8
8106C   .  .  .  .  .  .  .  .  .  .  .  .  .  L-3
8106E   .  .  .  .  .  .  .  .  .  .  .  .  .  L-8
8108E   .  .  .  .  .  .  .  .  .  .  .  .  .  L-8
816   .  .  .  .  .  .  .  .  .  .  .  .  .  .  . D-9
8200   .  .  .  .  .  .  .  .  .  .  .  .  .  L-26
8200S   .  .  .  .  .  .  .  .  .  .  .  .  L-26

8300   .  .  .  .  .  .  .  .  .  .  .  .  .  L-17
8301   .  .  .  .  .  .  .  .  .  .  .  .  .  L-18
860002   .  .  .  .  .  .  .  .  .  .  .  L-20
860004   .  .  .  .  .  .  .  .  .  .  .  L-20
860005   .  .  .  .  .  .  .  .  .  .  .  L-20
89/1402  .  .  .  .  .  .  .  .  .  .  .  A-16
89/4702   .  .  .  .  .  .  .  .  .  .  A-16
8900   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-7
8A   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-18
9   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-17
900E   .  .  .  .  .  .  .  .  .  .  .  .  .  . C-3
900EV   .  .  .  .  .  .  .  .  .  .  .  .  . C-3
901E   .  .  .  .  .  .  .  .  .  .  .  .  .  . C-3
904   .  .  .  .  .  .  .  .  .  .  .  .  .  .  . O-6
9202GA   .  .  .  .  .  .  .  .  .  .  .  .  K-8
9202HQ   .  .  .  .  .  .  .  .  .  .  .  .  K-8
9202I   .  .  .  .  .  .  .  .  .  .  .  .  .  .  K-8
9202Q   .  .  .  .  .  .  .  .  .  .  .  .  .  K-8
9206GA   .  .  .  .  .  .  .  .  .  .  .  .  K-8
9206GAS   .  .  .  .  .  .  K-8, K-10
9206HIP   .  .  .  .  .  .  .  .  .  .  .  K-8
9206Q   .  .  .  .  .  .  .  .  .  .  .  .  .  K-8
9206U   .  .  .  .  .  .  .  .  .  .  .  .  .  K-8
9208HIP   .  .  .  .  .  .  .  .  .  .  .  K-8
9209Q   .  .  .  .  .  .  .  .  .  .  .  .  L-22
9209U   .  .  .  .  .  .  .  .  .  .  .  .  L-22
92225001GA   .  .  .  .  .  .  .  L-22
92225001Q   .  .  .  .  .  .  .  .  L-22
92225001U   .  .  .  .  .  .  .  .  L-22
92Q   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-22
92U   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-22
9501U-SI   .  .  .  .  .  .  .  .  .  .  M-4
9502L-EP   .  .  .  .  .  .  .  .  .  M-5
9502U-SI   .  .  .  .  .  .  .  .  .  .  M-4
9503U-SI   .  .  .  .  .  .  .  .  .  .  M-4
98132022   .  .  .  .  .  .  .  .  .  J-12
98132022P   .  .  .  .  .  .  .  .  J-12
98132023   .  .  .  .  .  .  .  .  .  J-12
98132023P   .  .  .  .  .  .  .  .  J-12
98132024   .  .  .  .  .  .  .  .  .  J-12
98132024P   .  .  .  .  .  .  .  .  J-12
98132025   .  .  .  .  .  .  .  .  .  J-12
98132025P   .  .  .  .  .  .  .  .  J-12
9822   .  .  .  .  .  .  .  .  .  .  .  .  .  L-13
9823   .  .  .  .  .  .  .  .  .  .  .  .  .  L-13
9834   .  .  .  .  .  .  .  .  .  .  .  .  .  L-17
9838   .  .  .  .  .  .  .  .  .  .  .  .  .  L-18
9839   .  .  .  .  .  .  .  .  .  .  .  .  .  L-18
9840   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-4
9841   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-4
9861   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-5
9864   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-5
9878   .  .  .  .  .  .  .  .  .  .  .  .  .  L-19
9897   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-6
9898   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-6
9899   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-6
98B   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-16
98SADGA   .  .  .  .  .  .  .  .  .  L-21
9900   .  .  .  .  .  .  .  .  .  .  .  .  .  L-17
9933   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-5
9934   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-5

9935   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-5
9936   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-5
9937   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-5
9938   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-5
9939   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-5
9940   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-5
9941   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-5
9942   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-5
9943   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-5
9944   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-5
9945   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-5
9950   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-5
9951   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-5
9952   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-5
9953   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-5
9954   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-5
9955   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-5
9956   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-5
9957   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-5
9958   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-5
9959   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-5
9960   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-5
9961   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-5
9962   .  .  .  .  .  .  .  .  .  .  .  .  .  .  L-5
9967   .  .  .  .  .  .  .  .  .  .  .  .  .  I-10
9969   .  .  .  .  .  .  .  .  .  .  .  .  .  L-18
9970   .  .  .  .  .  .  .  .  .  .  .  .  .  L-17
9971   .  .  .  .  .  .  .  .  .  .  .  .  .  L-18
9975   .  .  .  .  .  .  .  .  .  .  .  .  .  I-17
9976   .  .  .  .  .  .  .  .  .  .  .  .  .  . H-7
9977   .  .  .  .  .  .  .  .  .  .  .  .  .  . H-7
9982   .  .  .  .  .  .  .  .  .  .  .  .  .  I-17
9983   .  .  .  .  .  .  .  .  .  .  .  .  .  .  I-7
9983   .  .  .  .  .  .  .  .  .  .  .  .  .  .  K-4
9984   .  .  .  .  .  .  .  .  .  .  .  .  .  .  I-7
9985   .  .  .  .  .  .  .  .  .  .  .  .  .  .  I-6
9992   .  .  .  .  .  .  .  .  .  .  .  .  .  . D-7
9993   .  .  .  .  .  .  .  .  .  .  .  .  .  .  I-6
9998   .  .  .  .  .  .  .  .  .  .  .  .  .  .  K-6
Accessories   .  .  .  .  .  .  .  . O-2
Aluminum Ferrules   .  .  I-15
Angle Clamps   .  .  .  .  .  .  .  J-9
APR00   .  .  .  .  .  .  .  .  .  .  .  .  . C-6
APR1   .  .  .  .  .  .  .  .  .  .  .  .  .  . C-6
Arc Protection
Blankets  .  .  .  .  .  .  .  .  .  .  .   C-7
ARC142-K12   .  .  .  .  .  .  .  . C-7
ARC142-K16   .  .  .  .  .  .  .  . C-7
ARC142   .  .  .  .  .  .  .  .  .  .  .  . C-7
ARC45-15   .  .  .  .  .  .  .  .  .  . C-7
ARC45-40   .  .  .  .  .  .  .  .  .  . C-7
ARC48-15   .  .  .  .  .  .  .  .  .  . C-7
ARC48-40   .  .  .  .  .  .  .  .  .  . C-7
Arm Slings   .  .  .  .  .  .  .  .  . O-7
AS1200   .  .  .  .  .  .  .  .  .  .  .  .  F-4
AS1200FB   .  .  .  .  .  .  .  .  .  .  F-4
AS1200FS-FB   .  .  .  .  .  .  .  F-4
AS1200FS   .  .  .  .  .  .  .  .  .  .  F-4
AS1200HAT-CLR   .  .  .  .  .  F-4
AS1200HAT   .  .  .  .  .  .  .  .  .  F-4
AS1200U   .  .  .  .  .  .  .  .  .  .  .  F-4

AS12CLR-FB   .  .  .  .  .  .  .  .  F-4
AS2000   .  .  .  .  .  .  .  .  .  .  .  .  F-4
AS2000FB   .  .  .  .  .  .  .  .  .  .  F-4
AS2000FS   .  .  .  .  .  .  .  .  .  .  F-4
AS2000HAT-CLR   .  .  .  .  .  F-4
AS2000HAT   .  .  .  .  .  .  .  .  .  F-4
ASTM Dielectric
Footwear   .  .  .  .  .  .  .  .  .  . G-3
ASTM Tables   .  .  .  .  .  .  .  I-22
ASTM Tables   .  .  .  .  .  .  .  J-20
ASTM Tables   .  .  .  .  .  .  .  .  K-2
B1   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . C-9
B1710   .  .  .  .  .  .  .  .  .  .  .  .  K-14
B1715   .  .  .  .  .  .  .  .  .  .  .  .  J-18
B1715   .  .  .  .  .  .  .  K-10, K-14
B17150050   .  .  .  .  .  .  .  .  K-14
B2   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  A-15
B22   .  .  .  .  .  .  .  .  .  .  .  .  .  .  A-15
B23   .  .  .  .  .  .  .  .  .  .  .  .  .  .  . C-9
B522   .  .  .  .  .  .  .  .  .  .  .  .  .  L-11
Ball & Socket
System   .  .  .  .  .  .  .  .  .  .  .  I-13
Ball and Socket
Grounding   .  .  .  .  .  .  .  .  .  J-11
Ball Stud “C” Clamp   .  I-13
Ball Studs   .  .  .  .  .  .  .  .  .  .  K-3
BC512   .  .  .  .  .  .  .  .  .  .  .  .  .  E-3
Bell Cuff   .  .  .  .  .  .  .  .  .  .  .  A-6
Blanket Accessories   .  . C-8
Blanket Canisters   .  .  . C-10
Blocks & 
Safety Hooks   .  .  .  .  .  .  .  . O-6
Bus Bar Alligator 
Clamps   .  .  .  .  .  .  .  .  .  .  .  .  J-7
“C” Type Grounding 
Clamps   .  .  .  .  .  .  .  .  .  .  .  .  I-5
“C” Type Grounding 
Clamps   .  .  .  .  .  .  .  .  .  .  .  .  J-5
C100   .  .  .  .  .  .  .  .  .  .  .  .  .  L-12
C125   .  .  .  .  .  .  .  .  .  .  .  .  .  L-12
C150   .  .  .  .  .  .  .  .  .  .  .  .  .  L-12
C4000   .  .  .  .  .  .  .  .  .  .  .  .  L-13
C4000L   .  .  .  .  .  .  .  .  .  .  .  L-13
C4007   .  .  .  .  .  .  .  .  .  .  .  .  L-13
C4009   .  .  .  .  .  .  .  .  .  .  .  .  L-13
C4011   .  .  .  .  .  .  .  .  .  .  .  .  L-13
C4013   .  .  .  .  .  .  .  .  .  .  .  .  L-13
CA36   .  .  .  .  .  .  .  .  .  .  .  .  .  J-14
Canvas Buckets &
Bags   .  .  .  .  .  .  .  .  .  .  .  .  .  . O-3
Canvas Glove & 
Protector Bags   .  .  .  .  .  A-12
CB36   .  .  .  .  .  .  .  .  .  .  .  .  .  J-14
CC24   .  .  .  .  .  .  .  .  .  .  .  .  .  .  B-7
CC30   .  .  .  .  .  .  .  .  .  .  .  .  .  .  B-7
Clampsticks Repair 
Parts List   .  .  .  .  .  .  .  .  .  L-30
Class 00 Gloves   .  .  .  .  .  . A-6
Class 00 &
0 Gloves   .  .  .  .  .  .  .  .  .  .  .  A-6
Class 1 Gloves  .  .  .  .  .  .   A-6
Cleaners   .  .  .  .  .  .  .  .  .  .  A-18

Complete Bushing-Stinger 
Cover   .  .  .  .  .  .  .  .  .  .  .  .  .  .  E-4
Contour Cuff   .  .  .  .  .  .  .  .  A-6
Copper ferrules   .  .  .  .  .  I-15
Crossarm Guards   .  .  .  . D-3
Cutout Clamps   .  .  .  .  .  J-10
Cutters   .  .  .  .  .  .  .  .  .  .  .  L-25
D0   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  A-14
D1   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  A-14
D2   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  A-14
D3   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  A-14
D4   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  A-14
Dead End Protectors   .  .  B-9
Dead Front 
Ground Sets   .  .  .  .  .  .  .  I-21
Dipped sleeves   .  .  .  .  .  A-14
Disconnect Prong   .  .  .  L-17
Duck Bill Grounding 
Clamps   .  .  .  .  .  .  .  .  .  .  .  .  I-4
Duck Bill Grounding 
Clamps    .  .  .  .  .  .  .  .  .  .  .  . J-4
EB100615   .  .  .  .  .  .  .  .  .  J-19
EB100615LB   .  .  .  .  .  .  .  J-19
EB100625LB   .  .  .  .  .  .  .  J-19
EB1021015   .  .  .  .  .  .  .  .  J-19
EB1021015LB   .  .  .  .  .  .  J-19
EB1021025LB   .  .  .  .  .  .  J-19
Elbow Grounding
Sets   .  .  .  .  .  .  .  .  .  .  .  .  .  .  J-19
Electriflex™ Gloves   .  .  A-3
EPDM Stinger Cover   .  .  E-7
ES100615   .  .  .  .  .  .  .  .  .  J-19
ES100615LB   .  .  .  .  .  .  .  J-19
ES100625LB   .  .  .  .  .  .  .  J-19
ES1021015   .  .  .  .  .  .  .  .  J-19
ES1021015LB   .  .  .  .  .  .  J-19
ES1021025LB   .  .  .  .  .  .  J-19
ES10Y615LB   .  .  .  .  .  .  .  J-18
ES10Y625LB   .  .  .  .  .  .  .  J-18
ES1Y21015LB   .  .  .  .  .  .  J-18
ES1Y21025LB   .  .  .  .  .  .  J-18
ES3LY635   .  .  .  .  .  .  .  .  .  J-19
Face Shields   .  .  .  .  .  .  .  .  F-2
Ferrules   .  .  .  .  .  .  .  .  .  .  . H-6
Ferrules &
Accessories   .  .  .  .  .  .  .  L-12
Fiberglass Hot Switch
Sticks   .  .  .  .  .  .  .  .  .  .  .  .  .  L-5
Flat Face Clamp   .  .  .  .  .  J-8
FLKIT   .  .  .  .  .  .  .  .  .  .  .  .  .  .  F-4
FRP Clampsticks   .  .  .  .  .  L-3
FRP Jumper Clamps   .  . H-5
G100   .  .  .  .  .  .  .  .  .  .  .  .  .  .  A-8
G100A   .  .  .  .  .  .  .  .  .  .  .  .  .  A-8
G99   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  A-8
G99B   .  .  .  .  .  .  .  .  .  .  .  .  .  .  A-8
G99S   .  .  .  .  .  .  .  .  .  .  .  .  .  .  A-8
G99V   .  .  .  .  .  .  .  .  .  .  .  .  .  .  A-8
GB112   .  .  .  .  .  .  .  .  .  .  .  .  A-12
GB114   .  .  .  .  .  .  .  .  .  .  .  .  A-12
GB116   .  .  .  .  .  .  .  .  .  .  .  .  A-12
GB118   .  .  .  .  .  .  .  .  .  .  .  .  A-12

Product Index

Cat. No. Page
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Glove & Sleeve 
Combo Bags   .  .  .  .  .  .  .  A-12
Glove Inflators   .  .  .  .  .  .  A-8
Glove Liners   .  .  .  .  .  .  .  A-16
Glove Storage & 
Gloves Kits   .  .  .  .  .  .  .  .  A-12
Gloves & Mittens   .  A-6, A-7
GPB112   .  .  .  .  .  .  .  .  .  .  .  A-12
GPB114   .  .  .  .  .  .  .  .  .  .  .  A-12
GPB116   .  .  .  .  .  .  .  .  .  .  .  A-12
GPB118   .  .  .  .  .  .  .  .  .  .  .  A-12
Ground Rod Drivers   .  .  L-28
Ground Set
Checklist   .  .  .  .  .  .  .  .  I-3, J-3
Grounding
Accessories   .  .  .  .  .  .  .  .  K-6
Grounding Cables   .  .  .  I-14
Grounding Clamps   .  .  I-10
Grounding Elbows   .  .  .  I-21
Grounding Sets   .  I-18, I-19
Grounding Sets   .  .  .  .  .  J-13
H1   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  A-15
H7   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . O-4
Hand Lines   .  .  .  .  .  .  .  .  . O-5
Hand Tools   .  .  .  .  .  .  .  .  L-24
Hanger Studs   .  .  .  .  .  .  .  K-4
Hard Hats   .  .  .  .  .  .  .  .  .  .  F-2
HCR0240   .  .  .  .  .  .  .  .  .  .  .  K-5
HCR0250   .  .  .  .  .  .  .  .  .  .  .  K-5
HCR1   .  .  .  .  .  .  .  .  .  .  .  .  .  .  K-5
HCR1050   .  .  .  .  .  .  .  .  .  .  .  K-5
Heavy Duty Dual-Purpose
Clamps   .  .  .  .  .  .  .  .  .  .  .  I-12
High Voltage Gloves   .  .  A-7
Hotsticks & Tools   .  .  .  .  L-1
HS21   .  .  .  .  .  .  .  .  .  .  .  .  .  . C-8
HSCR0250   .  .  .  .  .  .  .  .  .  .  K-5
HSCR1040   .  .  .  .  .  .  .  .  .  .  K-5
HSCR1050   .  .  .  .  .  .  .  .  .  .  K-5
Hydraulic 
Cable Spike   .  .  .  .  .  .  .  .  K-11
Hydraulic Ground Spike
Clamps   .  .  .  .  .  .  .  .  .  .  .  K-12
I95/217/WHS   .  .  .  .  .  .  .  A-17
I95/317/WHS   .  .  .  .  .  .  .  A-17
ILP10   .  .  .  .  .  .  .  .  .  .  .  .  .  A-11
ILP10A   .  .  .  .  .  .  .  .  .  .  .  .  A-11
ILP3S   .  .  .  .  .  .  .  .  .  .  .  .  A-11
ILP4S   .  .  .  .  .  .  .  .  .  .  .  .  .  A-11
ILP5S  .  .  .  .  .  .  .  .  .  .  .  .  .  A-11
ILP6S   .  .  .  .  .  .  .  .  .  .  .  .  A-11
ILP7C   .  .  .  .  .  .  .  .  .  .  .  .  A-11
ILPM3S   .  .  .  .  .  .  .  .  .  .  .  A-11
ILPM4S   .  .  .  .  .  .  .  .  .  .  .  A-11
ILPM5S   .  .  .  .  .  .  .  .  .  .  .  A-11
INF-5   .  .  .  .  .  .  .  .  .  .  .  .  .  .  A-8
INF-6   .  .  .  .  .  .  .  .  .  .  .  .  .  .  A-8
INF-7   .  .  .  .  .  .  .  .  .  .  .  .  .  .  A-8
INF-8   .  .  .  .  .  .  .  .  .  .  .  .  .  .  A-8
INF-9   .  .  .  .  .  .  .  .  .  .  .  .  .  .  A-8
Instant Insulation   .  .  .  .  E-8

Insulated Jumper 
Cables   .  .  .  .  .  .  .  .  .  .  .  .  . H-6
Insulated Jumpers   .  .  . H-3
Insulating Blankets   .  .  . C-3
Insulating Line Hose &
Covers   .  .  .  .  .  .  .  .  .  .  .  .  .  B-3
Insulating Link 
Sticks   .  .  .  .  .  .  .  .  .  .  .  .  L-11
Insulating Plastic Guards &
Covers   .  .  .  .  .  .  .  .  .  .  .  .  . D-3
Insulator Covers   .  .  .  .  B-10
IS10   .  .  .  .  .  .  .  .  .  .  .  .  .  .  . O-4
ISP   .  .  .  .  .  .  .  .  .  .  .  .  .  .  . O-4
L10J   .  .  .  .  .  .  .  .  .  .  .  .  .  A-16
L10JK   .  .  .  .  .  .  .  .  .  .  .  .  A-16
L10MKC   .  .  .  .  .  .  .  .  .  .  .  A-16
L10MKW   .  .  .  .  .  .  .  .  .  .  A-16
L12J   .  .  .  .  .  .  .  .  .  .  .  .  .  A-16
L12MKC   .  .  .  .  .  .  .  .  .  .  .  A-16
L12MKW   .  .  .  .  .  .  .  .  .  .  A-16
Leather Protector 
Gloves   .  .  .  .  .  .  .  .  .  .  .  .  .  A-9
LFH40   .  .  .  .  .  .  .  .  .  .  .  .  .  F-4
LFH40PLT   .  .  .  .  .  .  .  .  .  .  F-4
Lift Front Hood   .  .  .  .  .  .  F-4
Lightweight Conductor
Covers   .  .  .  .  .  .  .  .  .  .  .  .  . D-6
Line Hooks   .  .  .  .  .  .  .  .  . O-5
Line Hose   .  .  .  .  .  .  .  .  .  .  B-8
Line Hose & 
Connectors   .  .  .  .  .  .  .  .  .  B-4
Linemen’s Mittens   .  .  .  A-6
Linemen’s Sleeves   .  .  A-13
Link Guards  .  .  .  .  .  .  .  .  . D-5
Low Voltage 
Blankets   .  .  .  .  .  .  .  .  .  .  . C-5
Low Voltage Gloves   .  .  .  A-7
LRG   .  .  .  .  .  .  .  .  .  .  .  .  .  .  B-10
LW2SPE   .  .  .  .  .  .  .  .  .  .  .  A-17
LWG2SPE  .  .  .  .  .  .  .  .  .  .  A-17
M24-2   .  .  .  .  .  .  .  .  .  .  .  .  . C-5
M30-2   .  .  .  .  .  .  .  .  .  .  .  .  . C-5
M36-2   .  .  .  .  .  .  .  .  .  .  .  .  . C-5
M36-4   .  .  .  .  .  .  .  .  .  .  .  .  . C-5
M48-2   .  .  .  .  .  .  .  .  .  .  .  .  . C-5
MB6   .  .  .  .  .  .  .  .  .  .  .  .  .  . C-9
Molded Sleeves   .  .  .  .  .  A-14
MRG   .  .  .  .  .  .  .  .  .  .  .  .  .  B-10
N24   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  B-7
N36   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  B-7
Next Generation Leather
Protectors   .  .  .  .  .  .  .  .  .  A-10
NGILP3S   .  .  .  .  .  .  .  .  .  .  A-10
NGILP5S   .  .  .  .  .  .  .  .  .  .  A-10
NGILP7S   .  .  .  .  .  .  .  .  .  .  A-10
OFRG   .  .  .  .  .  .  .  .  .  .  .  .  .  .  B-7
OJRG   .  .  .  .  .  .  .  .  .  .  .  .  .  .  B-7
OKRG   .  .  .  .  .  .  .  .  .  .  .  .  .  .  B-7
OR100-3   .  .  .  .  .  .  .  .  .  .  .  B-5
OR100-3C   .  .  .  .  .  .  .  .  .  .  B-5
OR100-6   .  .  .  .  .  .  .  .  .  .  .  B-5
OR100-6C   .  .  .  .  .  .  .  .  .  .  B-5

OR100-45   .  .  .  .  .  .  .  .  .  .  B-5
OR100-45C   .  .  .  .  .  .  .  .  .  B-5
OR101   .  .  .  .  .  .  .  .  .  .  .  .  .  B-7
OR114   .  .  .  .  .  .  .  .  .  .  .  .  .  B-7
OR124   .  .  .  .  .  .  .  .  .  .  .  .  .  B-7
OR125-3   .  .  .  .  .  .  .  .  .  .  .  B-5
OR125-3C   .  .  .  .  .  .  .  .  .  .  B-5
OR125-6   .  .  .  .  .  .  .  .  .  .  .  B-5
OR125-6C   .  .  .  .  .  .  .  .  .  .  B-5
OR125-45   .  .  .  .  .  .  .  .  .  .  B-5
OR125-45C   .  .  .  .  .  .  .  .  .  B-5
OR134   .  .  .  .  .  .  .  .  .  .  .  .  .  B-9
OR150-3   .  .  .  .  .  .  .  .  .  .  .  B-5
OR150-3C   .  .  .  .  .  .  .  .  .  .  B-5
OR150-6   .  .  .  .  .  .  .  .  .  .  .  B-5
OR150-6C   .  .  .  .  .  .  .  .  .  .  B-5
OR150-45   .  .  .  .  .  .  .  .  .  .  B-5
OR150-45C   .  .  .  .  .  .  .  .  .  B-5
OR200-3   .  .  .  .  .  .  .  .  .  .  .  B-5
OR200-6   .  .  .  .  .  .  .  .  .  .  .  B-5
OR200-45   .  .  .  .  .  .  .  .  .  .  B-5
OR250-3   .  .  .  .  .  .  .  .  .  .  .  B-5
OR250-6   .  .  .  .  .  .  .  .  .  .  .  B-5
OR250-45   .  .  .  .  .  .  .  .  .  .  B-5
ORC100   .  .  .  .  .  .  .  .  .  .  .  .  B-5
ORC125   .  .  .  .  .  .  .  .  .  .  .  .  B-5
ORC150   .  .  .  .  .  .  .  .  .  .  .  .  B-5
Outage Protection   .  .  .  .  E-1
P2   .  .  .  .  .  .  .  .  .  .  .  .  .  .  . C-10
P3-47   .  .  .  .  .  .  .  .  .  .  .  . C-10
P3   .  .  .  .  .  .  .  .  .  .  .  .  .  .  . C-10
P4   .  .  .  .  .  .  .  .  .  .  .  C-7, C-10
P4H   .  .  .  .  .  .  .  .  .  .  .  .  .  . C-10
P6   .  .  .  .  .  .  .  .  .  .  .  .  .  .  . C-10
PH55   .  .  .  .  .  .  .  .  .  .  .  .  .  . O-3
Pin Ferrules  .  .  .  .  .  .  .  .  J-12
PJB1   .  .  .  .  .  .  .  .  .  .  .  .  .  . O-4
PJB2   .  .  .  .  .  .  .  .  .  .  .  .  .  . O-4
Pole Guards  .  .  .  .  .  .  .  .  . D-4
Pressure Terminal 
Clamps   .  .  .  .  .  .  .  .  .  .  .  .  I-9
Protective Rubber Equipment
Labeling Chart   .  .  A-5, G-4
Protectors  & Covers   .  .  B-6
PTHL   .  .  .  .  .  .  .  .  .  .  .  .  .  B-10
PTHS   .  .  .  .  .  .  .  .  .  .  .  .  .  B-10
Quick Grip Ground 
Clamps   .  .  .  .  .  .  .  .  .  .  .  J-15
R101DE   .  .  .  .  .  .  .  .  .  .  .  J-10
R96   .  .  .  .  .  .  .  .  .  .  .  .  .  .  . C-5
Rescue Hook   .  .  .  .  .  .  .  L-14
RH1881375   .  .  .  .  .  .  .  .  L-12
RH1881625   .  .  .  .  .  .  .  .  L-12
RH1882000   .  .  .  .  .  .  .  .  L-12
RLB00   .  .  .  .  .  .  .  .  .  .  .  .  . C-6
RLB1   .  .  .  .  .  .  .  .  .  .  .  .  .  . C-6
RLBPVC1-48   .  .  .  .  .  .  .  . C-6
RLBPVC1   .  .  .  .  .  .  .  .  .  .  . C-6
Roll Blankets   .  .  .  .  .  .  .  . C-6
RPT1   .  .  .  .  .  .  .  .  .  .  .  .  .  K-11
Rubber Insulating Gloves

Standard Offering   .  .  .  .  A-7
S1   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  A-15
S1NB   .  .  .  .  .  .  .  .  .  .  .  .  .  A-15
S4   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  A-18
S5   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  A-18
S55   .  .  .  .  .  .  .  .  .  .  .  .  .  .  A-18
S99   .  .  .  .  .  .  .  .  .  .  .  .  .  .  A-18
SA49R02   .  .  .  .  .  .  .  .  .  .  .  F-3
SA49R03   .  .  .  .  .  .  .  .  .  .  .  F-3
SA79R01   .  .  .  .  .  .  .  .  .  .  .  F-3
SA79R02   .  .  .  .  .  .  .  .  .  .  .  F-3
SA79R03   .  .  .  .  .  .  .  .  .  .  .  F-3
SALCOR® Insulated Jumper
Clamps   .  .  .  .  .  .  .  .  .  .  .  . H-4
SALPOL® & 
Work Gloves   .  .  .  .  .  .  .  A-17
SC4   .  .  .  .  .  .  .  .  .  .  .  .  .  .  B-12
SC5   .  .  .  .  .  .  .  .  .  .  .  .  .  .  B-12
SC6   .  .  .  .  .  .  .  .  .  .  .  .  .  .  B-12
SC6G   .  .  .  .  .  .  .  .  .  .  .  .  .  B-12
SI Series Silicone 
Insulator   .  .  .  .  .  .  .  .  .  .  M-4
Silicone Bushing 
Covers   .  .  .  .  .  .  .  .  .  .  .  .  .  E-3
Silicone Insulators   .  .  M-3
Silicone Stinger 
Cover   .  .  .  .  .  .  .  .  .  .  E-6, E-5
Single Grounding
Assemblies   .  .  .  .  .  .  .  .  I-17
Sleeve Storage & 
Accessories   .  .  .  .  .  .  .  A-15
SP-L   .  .  .  .  .  .  .  .  .  .  .  .  .  A-17
SP-S   .  .  .  .  .  .  .  .  .  .  .  .  .  A-17
Specialty Clamps   .  .  .  I-12
Specialty Hot Switch 
Sticks   .  .  .  .  .  .  .  .  .  .  .  .  .  L-9
Splice Guards   .  .  .  .  .  .  .  L-6
Static Discharge
Stick   .  .  .  .  .  .  .  .  .  .  .  .  .  L-14
Storage for 
Hot Sticks   .  .  .  .  .  .  .  .  .  L-13
Straight Cuff 
Gloves   .  .  .  .  .  .  .  .  .  .  .  .  .  A-6
Strain Relief 
Sleeves   .  .  .  .  .  .  .  .  .  .  .  I-16
SU150-3   .  .  .  .  .  .  .  .  .  .  .  B-8
SU150-3C   .  .  .  .  .  .  .  .  .  .  B-8
SU150-6   .  .  .  .  .  .  .  .  .  .  .  B-8
SU150-6C   .  .  .  .  .  .  .  .  .  .  B-8
SU150-45   .  .  .  .  .  .  .  .  .  .  B-8
SU150-45C   .  .  .  .  .  .  .  .  .  B-8
SU200-3   .  .  .  .  .  .  .  .  .  .  .  B-8
SU200-6   .  .  .  .  .  .  .  .  .  .  .  B-8
SU200-45   .  .  .  .  .  .  .  .  .  .  B-8
SU250-3   .  .  .  .  .  .  .  .  .  .  .  B-8
SU250-6   .  .  .  .  .  .  .  .  .  .  .  B-8
SU250-45   .  .  .  .  .  .  .  .  .  .  B-8
Substation 
Bus Clamps   .  .  .  .  .  .  .  .  J-10
Substation 
Cover-up   .  .  .  .  .  .  .  .  .  .  . D-7
Sure-Lok® 
Jumper Clamps   .  .  .  .  .  . H-4

Switchboard 
Matting   .  .  .  .  .  .  .  .  .  .  .  . C-5
“T” Handle Adapter  .  .  .  K-5
T31   .  .  .  .  .  .  .  .  .  .  .  .  .  .  A-15
T32   .  .  .  .  .  .  .  .  .  .  .  .  .  .  A-15
TD   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  B-12
Tee Connectors   .  .  .  .  .  . D-5
Temporary 
Side Arms   .  .  .  .  .  .  .  .  .  L-29
TH111   .  .  .  .  .  .  .  .  .  .  .  .  B-12
Threaded Grounding 
Ferrules   .  .  .  .  .  .  .  .  .  .  I-16
Tool Heads   .  .  .  .  .  .  .  .  L-16
Tools, Fuse Puller   .  .  .  L-22
Transfer Arms   .  .  .  .  .  .  L-29
Tubular Brushes   .  .  .  .  .  K-7
TY14   .  .  .  .  .  .  .  .  .  .  .  .  .  . C-9
TY30   .  .  .  .  .  .  .  .  .  .  .  .  .  . C-9
U106   .  .  .  .  .  .  .  .  .  .  .  .  .  .  B-9
U110   .  .  .  .  .  .  .  .  .  .  .  .  .  .  B-9
UC   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  B-8
UC2   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  B-8
UH   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  B-10
Underground 
Dead Break Set   .  .  .  .  .  J-18
Underground Grounding
Studs   .  .  .  .  .  .  .  .  .  .  .  .  .  K-9
Underground Tools   .  .  K-10
Universal Switch 
Sticks   .  .  .  .  .  .  .  .  .  .  .  .  .  L-4
Unshrouded 
Ferrules   .  .  .  .  .  .  .  .  .  .  I-15
USC   .  .  .  .  .  .  .  .  .  .  .  .  .  .  B-10
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honeywell safety Products
101 E. Crossroads Pkwy, Ste A
Bolingbrook, IL 60440 USA
Phone: 1-630-343-3800
Fax: 1-630-343-3838
www.salisburybyhoneywell.com

facebook.com/SalisburybyHoneywell

youtube.com/Salisbury1855

One Stop Shop
We hAVe You CoVered FroM heAd to toe.

Ask your local SALISBURY representative for these 

additional safety products materials from SALISBURY.

Industrial Products

DVDs
Honeywell Safety Products

101 E. Crossroads Pkwy, Ste A

Bolingbrook, IL 60440 USA

Phone: 1-630-343-3800
Fax: 1-630-343-3838

www.salisburybyhoneywell.com

RBMFR-ST-DVD-2009-9
April 2013© 2013 Honeywell International Inc.

Salisbury by Honeywell, a part of the Honeywell Automation 

and Control Solutions business group, is a world leading 

manufacturer of electrical personal protective equipment 

and live line tools. For over 150 years, our products have 

helped keep electrical workers safe on the job.

To learn more about Salisbury by Honeywell, visit us online 

www.salisburybyhoneywell.com
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Manufacturing of Rubber Goods DVD

Quality Tested, Made in the USA  

 
World Leader in  

Electrical Safety PPE

Honeywell Safety Products

101 E. Crossroads Pkwy, Ste A

Bolingbrook, IL 60440 USA

Phone: 1-630-343-3800
Fax: 1-630-343-3838

www.salisburybyhoneywell.com
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and live line tools. For over 150 years, our products have 

helped keep electrical workers safe on the job.

To learn more about Salisbury by Honeywell, visit us online 

www.salisburybyhoneywell.com
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Your Complete Grounding Resource  

 
World Leader in  

Electrical Safety PPE

Grounding Safety and Training DVD

Working Safely with Electrical PPE  

 
World Leader in  

Electrical Safety PPE

Honeywell Safety Products
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Glove Safety and Training DVD

The Solution is Prevention  

 
World Leader in  Electrical Safety PPE

Honeywell Safety Products

101 E. Crossroads Pkwy, Ste A

Bolingbrook, IL 60440 USA

Phone: 1-630-343-3800
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www.salisburybyhoneywell.com
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To learn more about Salisbury by Honeywell, visit us online 

www.salisburybyhoneywell.com
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Arc Flash & Rubber Glove Safety DVD
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