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t h e  e n e r g y  n e t w o r kOH&S SYSTEM CERTIFIED TO
AS/NZS 4801:2001

REGN. Number 3567

QUALITY APPROVED TO
AS/NZS ISO 9001:2008

REGN. Number 551

ENVIRONMENTAL SYSTEM CERTIFIED TO
AS/NZS ISO 14001:2004

REGN. Number 4279

• Non conductive pegs for clamping blankets and covers

Part No Material Description Length
Jaw 

Opening 
Max

Weight 

21

Nylon body 
with metal 
spring and 

soft tip 
rubber end 

boots

Standard, 2 conductor 
holes, used to keep 

line guards from 
sliding on conductor

240mm 130mm 0.1kg

C-2
Maple Wood 

with metal 
spring

Standard 255mm 200mm 0.3kg

CNS3
Slip resistant coating

350mm 255mm 0.5kg

CNS4 375mm 340mm 0.7kg

Blanket Pegs
LINE & HARDWARE COVER ACCESSORIES

21

CNS4 CNS3

In addition to other uses in the utility industry, Blanket Clamp Pins or Pegs 
can be effectively used to hold insulating blankets and rubber cover-up in 
place. Springs are used for tension while extra holes in the body of the pin 
are used to grip conductors and prevent line hose from sliding.

Insulating Blanket Pegs 
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