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Part No. Spindle OD 
(mm)

Min/Max Drum 
Diameter (mm)

Max Drum 
Width (mm)

WLL
(kg) Suitable for Wt

per Set (kg)

SPP-DJ-2T 60-76 1800 1180 2000 1 to 2T Drums 90

SPP-DJ-4T 60-76 1400/2400 1180 4000 3 to 4T Drums 180

Ordering Information

Drum Jack Stands - Scissor - SPP

Part No. SPP-DJ-Series

Features
• Collapsible design for easy transport and 

storage
• Bolt-down points for secure and 

permanent fixing
• Can be set-up on uneven ground, as drum 

can be leveled with by adjusting one side
• Nylon wheels and handle for easy 

maneuverability
• Significant reduced pinch points
• Reinforced retaining cup and sealed 

bearing for threaded spindle
• Jacks labeled with ratings
• Easy wind up design with handle or hex 

head for fast winding with rattle gun
• Powder-coated finish
• Supplied with two spindles
    1. Jack joining spindle for rigidity during   
        operation
    2. Drum spindle and placement collars to     
         hold drum during operation

4T Jack shown 
Part No. SPP-DJ-4T

Jack shown folded
for transport

Bolt-down points 
for secure and 

permanent fixing

Wheels and 
handle for easy 
maneuverability

Easy wind design with handle and hex head for 
a faster winding action with rattle gun


