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TEN Promotion

We are giving away a  
Makita Impact Driver with every 
crimper sold.  
 
ONLY WHILE STOCKS LAST

Renowned worldwide for the 
highest quality engineering and 
manufacturing, Klauke are a leading 
innovator in hydraulic tools for the 
electrical industry.

Crimps Cu 630mm2, Al 
500mm2

Crimping Force 135kN/ 13.5 Tonne

Opening 50mm 

Weight incl. Battery 10.2kg

 Purchase One 

      of These

Klauke EK12042LAU Klauke EK135FTLAU

12T Hydraulic 
Crimper  
6-400mm2

•	Light weight only 6.8kg including battery 
- Reduces Risk of RSI

•	Auto retract stop feature allows quicker 
crimping cycles

•	Faster charging - 22 minute charge time.
•	Lower cost batteries
•	Genuine 18v 3.0Ah MAKITA Li-Ion 

Battery compatible with BTD140Z

13.5T Hydraulic 
Crimper  
6-630mm2

•	Light weight only 10.2kg inc. battery
•	Auto retract stop feature allows quicker 

crimping cycles
•	Huge range to 630mm2 makes it ideal 

for underground
•	Faster charging - 22 minute charge time.
•	Genuine 18v 3.0Ah MAKITA Li-Ion 

Battery compatible with BTD140Z

Get One 
      of These
              FREE

Makita BTD140Z Impact Drill

Crimps Cu 400mm, Al 240mm
ACSR 185mm

Crimping Force 120kN/ 12 Tonne

Opening Jaw - 42mm 

Head Rotation 360o

Uses Battery Type Lithium-Ion

Charging Time 22 minutes

Impacts 0 - 3200ipm

Machine screw size M4 - M8 mm

Standard Bolt M5 - M14

No Load speed 0 - 2300rpm

Maximum Torque 145Nm

Net weight 1.3kg

•	22 minute charge time
•	4 pole motor
•	Keyless single sleeve hex chuck
•	High torque operation efficiency
•	Lithium-ion’s 40% weight saving means 

18 volt power can be obtained by a 
battery that weighs the same as a 12 volt 
Ni-MH battery


